










































































































































o ling ace Checklist 

Getting to the Polling Place 

A. Parking 

Typical Issues 
When parking is provided for voters, staff and volunteers, 
accessible parking must be provided for people with 
disabilities. Voters with disabilities who arrive by car need a 
parking space close to an accessible entrance. The accessible 
parking space has an adjacent access aisle that provides 
needed room for a person to open the car door fully and then 
stand with the aid of a walker, to transfer to a wheelchair, or to 
lower a wheelchair lift. The access aisle connects directly to an 
accessible route that leads to an accessible building entrance. 
In order to be usable, the access aisle must be relatively level, 
clear of gravel or mud, and the surface must be in good 
condition without wide cracks or broken pavement. 

Van-accessible parking spaces serve both cars and vans. 
A wide access aisle is needed so a wheelchair lift may be lowered 

from the van onto the level surface. 

An accessible route connects the access aisle of each accessible 
parking space with the accessible entrance to the polling place. 
When an accessible route crosses a curb, a curb ramp must be 
provided. If the accessible route connects the access aisle to 
the accessible entrance using the parking lot surface, a marked 
crosswalk should be provided on the vehicular route. 
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o ing Place Checklist Parking Spaces Comments 

Parking Spaces Checklist 
A 1. If parking is available, count the total number of parking spaces provided for the 
polling place. Are the minimum number of accessible parking spaces provided, based 
on the total number of available parking spaces (see table below)? 

Total Spaces for Polling Place Required Minimum Number of Accessible Spaces 
1-25 . " ..... . 1 van-accessible space wI min. 96 inch wide access aisle 

Yes __ No __ 

26-50 .. . 1 space wI min. 60 inch wide access aisle + 1 van-accessible space 
51-75 ........ . . 2 spaces wI min. 60 inch wide access aisle + 1 van-accessible space 

If more than 75, see the ADA Standards for Accessible Design, section 4.1.2, for the number of 
accessible parking spaces. 

A2. Does each accessible parking space have its own, or share an adjacent access 
aisle that is least 60 inches (5 feet) wide? [ADA Stds 4.6.3] 

A3. Is there at least one van-accessible parking space provided with an access aisle 
that is at least 96 inches (8 feet) wide or are universal parking spaces provided with a 
132 inches (11feet) wide vehicle space and a 60 inch (5 feet) wide access aisle? 
[ADA Stds 4.1.2(5),A4.6] 

A4. For van-accessible spaces, is there vertical clearance of at least 98 inches (8 feet-
2 inches) for the vehicle route to the parking space, the parking space, the access aisle 
and along the vehicle route to the exit? [ADA Stds 4.6.5] 

If No: Can the route be cleared by removing or raising low objects or can each van­
accessible parking space be relocated? 

accessible route accessible route accessible route 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 
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AS. Are all accessible parking spaces, including the access aisle, relatively level (1 :50 
or 2%) in all directions? [ADA Stds 4.6.3] 

If No: Look for a nearby area that is relatively level which could serve as an accessible 
parking space with an accessible route to the accessible entrance to voting. 

A6. Does each accessible parking space have a sign with the symbol of accessibility 
that is visible when a vehicle is parked in the space? [ADA Stds 4.6.4] 

A7. If there is a curb between the access aisle and the accessible route to the building, 
is there a curb ramp that meets the following requirements: [ADA Stds 4.7] 
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Curb ramp showing minimum 36 inch width for 
ramp section and 1:12 slope on ramp section. 

a. Is the ramp surface at least 36" 
wide, excluding flared sides? 
[ADA Stds 4.7.3] 

b. Is the slope (up or down the 
ramp) no more than 1 :12? 
[ADA Stds 4.7.2] 

Note: 1:12 is one inch of vertical 
height for each 12 inches in length. 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes_ No __ 

Yes __ No __ 

A8. Are the accessible parking spaces serving the voting area on the shortest Yes __ No __ 
accessible route to the accessible entrance? [ADA Stds 4.6.2] 

A9. Does each access aisle connect to an accessible route from the parking area to the Yes __ No __ 
accessible building entrance? [ADA Stds 4.6.2] - ~ 
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Polling Place Checklist Parking Spaces 

Temporary Solutions for Election Day 

Parking 

Problem One: 
Parking is available, but no accessible parking is provided or there are not enough accessible 
parking or van-accessible spaces. 

Suggestion: Find a relatively level parking area near the accessible entrance and 
then designate the area for accessible parking spaces and adjacent access aisles. 
Use three parking spaces to make two accessible parking spaces with an access 
aisle. Traffic cones or other temporary elements may be used to mark the spaces 
and access aisles. Provide a sign designating each accessible parking space and 
make sure the access aisle of each space is connected to the accessible route to 
the accessible entrance. 

Problem Two: 
Accessible parking is provided, but it does not have a marked access aisle next to each 
accessible space. 

Suggestion: Restripe the accessible parking spaces to provide an access aisle. As 
a temporary solution for election day, use traffic cones to mark off the access aisle 
and curb ramp area. The first accessible parking space provided should be a van­
accessible parking space with an access aisle that is at least 96 inches wide. 

Problem Three: 
Accessible parking spaces or access aisles are on a sloped surface. 

Suggestion: Find a parking area that is close to the accessible entrance and more 
level. Provide accessible parking spaces and access aisles in that area. Make sure 
the accessible parking spaces connect to an accessible route to the entrance. 
Provide a sign designating each accessible parking space. 

Problem Four: 
No sign with the international symbol of accessibility is installed at each accessible parking 
space. 

Suggestion: Provide a temporary sign in front of each accessible parking space. 

Three standard parking spaces are converted 
into an accessible parking space with an 
access aisle. Cones mark the access aisle 
and a temporary curb ramp with edge 
protection connects to an accessible route to 
the polling place. 

----------------------~. ~ ~~ 



B. Passenger Drop-Off Areas 

Typical Issues 
Some voters with disabilities will be driven to the polling place and dropped off 
near an entrance in a passenger drop-off area. If the polling place is served by 
passenger drop-off areas, then at least one drop-off area must be accessible. An 
accessible drop-off area, also known as an accessible passenger loading zone, 
must have a level access aisle, adjacent and parallel to the vehicle space. Where a 
curb separates the vehicle space from the access aisle or the access aisle from an 
accessible route, a curb ramp must be provided so people with disabilities can get 
to the accessible route leading to the accessible entrance. 

Accessible Passenger Drop-off and Loading Area 

Notes: 

• .. 
e 

Access aisle depth is at least 5 feet . 

Access aisle length is at least 20 feet. 

Curb ramp connects access aisle to 
the accessible route to the accessible 
entrance of the polling place. 

The access aisle may be at the street level or 
at sidewalk level. If it is at the sidewalk level, 
a curb ramp is provided between the street 
and the sidewalk. If the access aisle is at the 
street level, the curb ramp is provided 
between the access aisle and the sidewalk 
(as shown). 

., \ 
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Passenger Drop-Off Areas Checklist 

If a passenger loading area is provided, you should answer the following questions. 

jf 

81. Is a relatively level (1 :50 or 2% maximum 
slope in all directions) access aisle provided 
adjacent and parallel to the side of the vehicle 
pull-up area? [ADA Stds 4.6.6] 

If No, look for another relatively level 
location that is on an accessible route. 

82. Is the vehicle space relatively level (2% 
maximum slope in all directions)? 

Yes __ No __ 

Yes __ No __ 

83. Is the area for the access aisle at least 5-feet wide and 20-feet long? [ADA Stds 4.6.6] Yes __ No __ 
Note: Unlike an accessible parking space, the surface for the access aisle does not 
have to be marked or striped. 

84. Is the vertical height for the vehicle route to the loading zone, the drop off area, Yes __ No __ 
and the exit at least 114 inches (9 feet 6 inches) in height? [ADA Stds 4.6.5] 

85. Is a curb ramp provided between the vehicle pull up area and the access aisle (see Yes __ No __ 
figure above) or the access aisle and the accessible route (see figure on page 9) to the 
accessible entrance? [ADA Stds 4.6.6] 

If No, is there another area with a curb ramp connected to an accessible route that 
could serve as the drop-off area? 

86. If a curb ramp is provided, is the slope of the ramp Yes __ No __ 
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surface (not counting the side flares) no more than 1 :12? 
[ADA Stds 4.7.2] 

87. Is the width of the curb ramp surface at least 36 inches? Yes __ No __ 
[ADA Stds 4.7.3] 

88. Does an accessible route connect the curb ramp to the 
accessible entrance? [ADA Stds 4.1.2(1)] 

Yes __ No __ 

\ 
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oiling Place Checklist Passenger Drop-Off Areas 

Temporary Solutions for Election Day 

Passenger Drop-Off Areas 

Problem: 
A passenger drop-off and loading zone is provided but there is no curb ramp 
between the vehicle area and the sidewalk leading to the accessible polling place 
entrance. 

Suggestion: Provide a portable ramp with edge protection in an area 
where the vehicle area and the sidewalk are relatively level. The curb 
ramp must connect to an accessible route to the accessible polling 
place entrance. 

If the drop-off and loading zone is not relatively level, consider 
relocating the accessible drop-off area and using one parking space 
next to the area where accessible parking is located to provide an 
accessible drop-off and loading zone. Cones or another temporary 
barrier may be needed to keep the parking space clear. 

A portable ramp with edge protection is used to provide 
an accessible route from the drop-off and loading area to 

the accessible polling place entrance. 
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Po ling Place Checklist 

c. Sidewalks and Walkways 

Part 1. Typical Issues for Voters Who Use Wheelchairs, Scooters or Other Mobility Aids 
There must be at least one exterior accessible route that connects accessible passenger drop-off areas, accessible parking 
spaces, and other accessible elements, for example a route from a bus stop to an accessible building entrance. The accessible 
route is essential for people who have difficulty walking or who use wheelchairs or other mobility aids to get to the accessible 
entrance of the polling place. 

An accessible route is at least 36 inches wide and may narrow briefly to 32 inches wide where utility poles, post-mounted 
signs, furniture, and doorways are located along an accessible route. Abrupt level changes, steps, or steeply sloped sidewalks 
cannot be part of an accessible route. Where ramps are used, they cannot be steeper than 1 :12. Ramps with a vertical rise of 
more than 6 inches must have handrails on both sides. Ramps must also have edge protection to stop wheelchairs from 
falling off the sides, and level landings at the top and bottom of each segment and where a ramp changes direction. 

Notes: 

• Accessible route . 

• Accessible drop-off area. 

e Accessible parking with van-
accessible parking space. 

e Accessible entrance to polling place. 

An accessible entrance 
to a polling place with accessible parking 

and an accessible drop-off area. 
\. 
~ 
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o Ing Place Checklist Sidewalks and Walkways - Part 1 

Sidewalks and Walkways Checklist - Voters with Mobility Disabilities 

C1-1. Is an accessible route provided 
from accessible parking spaces to the 
accessible entrance of the building? 
[ADA Stds 4.1.2(1)' 4.3] 

Note: If the accessible route crosses a 
vehicular route, a marked crosswalk 
should be used. 

C1-2. Is an accessible route provided 
from public sidewalks and public 
transportation stops on the polling site (if 
provided) to the accessible entrance of 
the building? [ADA Stds 4.1.2(1)] 

C1-3. Is the accessible route at least 36 inches wide? 
If No, the accessible route may narrow to 32 inches wide for up to 2 feet in length. 

C1-4. Is the accessible route free of steps and abrupt level changes over 1/2 inch? 
Note: Level changes between 114 inch and 112 inch should be beveled. 

C1-5. Where an accessible route crosses a curb is a curb ramp provided? If yes, 

5a. Is the ramp surface at least 36 inches wide, excluding flared sides? 
[ADA Stds 4.7.3] 

5b. Is the slope (up or down the ramp) no more than 1 :12? [ADA Stds 4.7.2] 
Note: 1:12 is one inch of vertical height for 12 inches of horizontal distance. 

C1-6. If the slope of part of the accessible route is greater than 1 :20, does this part 
meet the following requirements for an accessible ramp? 

6a. Is the ramp slope no greater than 1 :12? [ADA Stds 4.8.2] 
Note: For existing ramps, the slope may be 1:10 for a 6 inch rise and 1:8 for a 3 

inch rise in special circumstances (see ADA Stds 4.1.6(3)). 

6b. Is the ramp width, measured between handrails, at least 36 inches? 
[ADA Stds 4.8.3] 

Comments 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ .. " 
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Sidewalks and Walkways - Part 1 

6c. Does the ramp have a level landing at the top and bottom of each ramp 
section that is at least 60 inches long? [ADA Stds 4.8.41 

Note: The level landing may be part of the sidewalk or walking surface. 

6d. If a ramp is more than 30 feet long, is a level landing at least 60 inches long 
provided every 30 feet of horizontal length? [ADA Stds 4.8.41 

Note: When the running slope is less than 1:16 and more than 1:20, each ramp 
segment may be up to 40 feet long followed by a level landing. 

6e. Is a level landing, at least 60 inches by 60 inches, provided where a ramp 
changes direction? [ADA Stds 4.8.41 

6f. Are the handrails mounted between 34 and 38 inches above the ramp surface? 
[ADA Stds 4.8.51 

6g. If the ramp or landing has a vertical drop-off on either side of the ramp, is 
edge protection provided? [ADA Stds 4.8.71 

Accessible Ramp Features 

Notes: 

• At least 36 inches 
between handrails .. 

e 
e 

• 

Top landing part of walk 

Bottom landing part of 
walk 

Handrail height 34 to 38 
inches 

Edge protection 

Comments 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

.. 
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Temporary Solutions for Election Day 

Sidewalks and Walkways - Voters with Mobility Disabilities 

Problem One: 
The sidewalk: connecting parking to the polling place entrance is too steep to be accessible. 

Suggestion: Check to see if there is another sidewalk that provides an accessible 
route to the accessible entrance. Sometimes there is a less direct route that can 
serve as the accessible route. 

Problem Two: 
The accessible route crosses a curb and no curb ramp is provided. 

Suggestion: Install a portable ramp with edge protection. 

Problem Three: 
One or two steps are part of the walkway leading to the accessible entrance. 

Suggestion: Install a portable ramp no steeper than 1 :12 slope with edge 
protection and handrails. 

A portable ramp with edge protection is 
installed over a curb to provide an 

accessible route. 

- ~6 



1jl;)Irm;,tElBMmtiJ3n 

C. Sidewalks and Walkways 

Part 2. Typical Issues for Voters Who Are Blind or Have Low Vision 
Objects that are wall-mounted, that project into a pedestrian 
route from the side, or that are overhead must be located so 
that people who are blind or who have low vision will either 
detect the objects before they run into them or safely pass 
under them. Examples include handrail extensions on stairs 
and ramps, post or wall-mounted signs, outdoor drinking 
fountains, and tree limbs that are lower than 80 inches above 
the walk. Pedestrian routes open to voters, such as sidewalks, 
courtyards, and plazas, must be free of overhanging objects 
that are less than 80 inches above the route. Objects more than 
27 inches and less than 80 inches above the route that protrude 
from the side more than 4 inches are also a hazard. Because 
people can walk on any sidewalk, not just the accessible routes, 
all exterior pedestrian routes serving or leading to the voting 
area must be checked. The following checklist applies to 
sidewalks and walkways leading to the polling place and voting 
area. 

Notes: 

e 

f) 

The bottom of the handrail extensions turn down so a 
person who is blind or has low vision can detect the 
hazard before running into it. 

Signs or other objects in the pedestrian route can be 
a hazard if the bottom is more than 27 inches but less 
than 80 inches above the route. 

e Objects that overhang the pedestrian route must be 
at least 80 inches above the route. 

~\.~ 
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Common objects along pedestrian routes to a polling place that can 
be hazards to people who are blind or have low vision. 
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01 ing Place Checklist Sidewalks and Walkways - Part 2 

Sidewalks and Walkways Checklist - Voters Who are Blind or Who Have Low Vision 

C2-1. Are all sidewalks and walkways to Yes __ No __ 

'\ "', 

- :::.----
~----.­----_ .. --

This wall-mounted box is mounted too high 
to be detectable by a person who is blind. 

Placing an object, like this sign, under the box 
provides a way to warn the person before 

they walk into the side of the box. 

the voting area free of any objects (e.g., 
wall-mounted boxes, signs, handrail 
extensions, trees) with bottom edges that 
are higher than 27 inches but less than 80 
inches above the walkway and that 
extend more than 4 inches into the 
sidewalk or walkway? 
[ADA Stds 4.4, 4.2.1(3), 4.1.3(2)] 

If No, can the object be lowered, 
removed, or modified or can the route 
be changed to avoid the object? 

C2-2. Are the undersides of exterior 
stairs enclosed or protected with a cane­
detectable barrier so that people who are 
blind or have low vision will not hit their 
heads on the underside? 
[ADA Stds 4.4.2) 

If No, can a barrier or enclosure be 
added below the stair or can the route 
be relocated away from the stair? 

When the underside of a stair is open, it is a hazard to 
people who are blind or have low vision. Enclosing the area 

below the stair or installing a cane-detectable barrier helps the 
person to stop before hitting her head. 

Yes __ No __ 

Comments 

IIIJ -::.' 
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oiling Place Checklist Sidewalks and Walkways - Part 2 

C2-3. Are all objects that hang over the pedestrian 
routes 80 inches or more above the route? 

If No, can the objects be removed or relocated, 
or can a detectable object be added below? 

Temporary Solutions for Election Day 

Sidewalks and Walkway Hazards 

Problem One: Branches or other objects over a walkway or pedestrian route are lower than 80 
inches above the walk. 

Yes __ No __ 

At least 80 
inches 

above walk 

Suggestion: Prune the branches or remove the items that are hanging below 80 inches. 

Another approach is to install a detectable barrier under the item that is too low. The 
detectable barrier or object must be within the detectable range of 27 inches or less 
above the route. 

Problem Two: One or more objects protrude too far from the side into the circulation path causing 
a hazard for people who are blind or who have low vision. 

Suggestion: When people who are blind or who have low vision use a cane to detect 
hazards, objects located at 27 inches or lower are detectable. When an object is located 
more than 27 inches off the ground it is a hazard if the object protrudes more than 4 
inches into the circulation path. To make a protruding object detectable: 

Place an object or a barrier below the protruding object in the cane-detectable area not 
more than 27 inches above the floor. 

If the protruding object can be moved, lower the object so its bottom is within the cane­
detectable area (not more than 27 inches above the floor). 

Prune or alter the protruding object so it does not protrude over the path. 

Comments 

11m \"-, 
\.) " 



Ijlillmrl6@l!Jmam 

Entering the Polling Place 

D. Building Entrance 

Typical Issues 
An accessible polling place must have at least one accessible 
entrance. The accessible entrance must be connected to an 
accessible route. An accessible entrance must provide at least 
one accessible door with maneuvering space, accessible door 
hardware, and enough clear width to allow people who use 
crutches, a cane, walker, scooter or wheelchair to use it. 

Notes: 

• 8 
Accessible entrance to the polling place. 

Accessible route connecting accessible parking and 
drop-off area (if provided) to the accessible entrance. 

If the accessible entrance is not the main entrance to the polling 
place, then signs must be located at inaccessible entrances to 
the polling place to direct voters to the accessible entrance. The 
accessible entrance must remain open when the polling place is 
open. 

~ ~
Nearest 

G 
Accessible 
Entrance 
Elm Street 

• 

Accessible 
Entrance 
Elm Street 

Examples of signs for inaccessible polling 
place entrances directing a voter to the 

accessible entrance . 
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Building Entrance Checklist 
01. Is there at least one accessible entrance connected to an accessible route? 
[ADA Stds 4.1.3(1)] 

Notes: If this entrance is not the main entrance, it needs to be kept unlocked during 
voting hours. 
If there are inaccessible entrances serving the polling place, signs will be needed at 
inaccessible entrance(s) to direct voters to the nearest accessible entrance. 

02. Does at least one door or one side of a double leaf door at the accessible entrance 
provide at least 32 inches clear passage width when the door is open 90 degrees? 
[See figure 24 in the appendix at the back of the checklist] 

If No, does another entrance have an accessible door or can both doors be propped 
open during voting? Other possible solutions are to enlarge the door opening, use a 
swing clear hinge, or, if a double leaf door, use uneven width doors. 

03. Is the door hardware (e.g., lever, pull, panic bar) usable with one hand without 
tight grasping, pinching, or twisting of the wrist? [ADA Stds 4.13.9] 

If No, leave door propped open, add new accessible hardware, or adapt/replace 
hardware. 

Examples of handles and door hardware 
that can be used without tight grasping, 

pinching, or twisting. 

--------~-------, 

Comments 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

-, 
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01 Ing Place Checklist Building Entrance 

04. On the pull side of the door, is there at least 18 inches clearance provided to the 
side of the latch if the door is not automatic or power-operated? [ADA Stds 4.13.6, figure 251 

Note: The maximum threshold height is 112 inch for new construction. 
If No, leave the door propped open, install a power operator, or look for another 
accessible entrance. 

05. If there is a raised threshold, is it no higher than 3/4 inch at the door and beveled 
on both sides? [ADA Stds 4.1.6(3)(d)(ii), 4.13.81 

If No, replace threshold with one with beveled sides or add sloped insert to threshold. 

06. If an entry has a vestibule, is there a 30-inch by 
48-inch clear floor space inside the vestibule where 
a wheelchair or scooter user can be outside the 
swing of a hinged door? [ADA Stds 4.13.71 

, , 

If No, leave the inner door open or remove inner 
door, add power operators to both doors so they 
open at the same time or, modify the vestibule. =:==-== 
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Insufficient space between doors 
makes the alcove inaccessible. 

48 inches + door width 

I 

I 
I 

I 
I 
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=======- ======= ======= === ====-

48 inches min. 

Minimum alcove depth if 
both doors open out 

48 inches min. 

Minimum alcove depth when 
door swings into alcove 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Comments 
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Polling Place Checklist Building Entrance 

Temporary Solutions for Election Day 

Accessible Entrance to Polling Place 

Problem One: 
One or two steps at the entrance prevent access. 

Suggestion: If another entrance is accessible and on an 
accessible route from accessible parking, designate it as the 
accessible entrance and install a directional sign at the main 
entrance directing voters to the accessible entrance. Keep 
the accessible entrance unlocked during voting hours. 

If another accessible entrance is not available, install a 
temporary ramp with edge protection and handrails. 

Problem Two: 
There is a small step at the entrance. 

Suggestion: Install a short temporary ramp to provide a 
smooth transition. 

Problem Three: 
Entrance door threshold has an abrupt change in level of more than 114 inch and no beveled 
sides. 

Suggestion: If the threshold is not more than 3/4 inches high, add beveled 
surfaces to both sides of the threshold or replace with a new threshold that is no 
more than 1/2 inch high and that has beveled sides. 

Problem Four: 
Entrance door to the building is heavy and difficult to open. 

Suggestion: Keep the door propped open or station volunteers near the door to 
open it for voters. 

Problem Five: 
Door handle andlor latch at the entry door is not accessible. 

Suggestion: These are three typical solutions: add an accessible pull or handle to 
the outside of the door and leave the door unlatched, or install an accessible door 
handle and hardware, or leave the door propped in an open position. 

,-------- ~---. 

Comments 
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E. Hallways and Corridors 

Part 1. Typical Issues for Voters Who Use Wheelchairs, Scooters, or Other Mobility Devices 
The interior accessible route connects the accessible entrance with the voting area. Typically made up of hallways, corridors, 
and interior rooms and spaces, the accessible route is essential for people who have difficulty walking or who use wheelchairs 
or other mobility aids to get to the voting area. 

An accessible route is at least 36 inches wide and may narrow briefly to 32 inches wide where the route passes through doors 
or next to furniture and building elements. High thresholds, abrupt level changes, steps, or steeply sloped hallways cannot be 
part of an accessible route. Where ramps are used, they cannot be steeper than 1 :12. Ramps with a vertical rise of more than 
6 inches must have handrails on both sides. Ramps must also have edge protection to stop wheelchairs from falling off the 
sides, and level landings at the top and bottom of each segment and where a ramp changes direction. 

Notes: 

• • 
Accessible entrance 

Accessible route connects the 
accessible entrance with the voting area. 

e Accessible door to the voting area 

Where an accessible route is different from the route 
used by most voters, signs will be needed at key decision 
points to direct voters with disabilities to the voting area. 

Interior of a polling place showing the accessible route 
from the accessible entrance to the voting area. " 
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01 tng Place Checklist Halls and Corridors - Part 1 Comments 

Halls and Corridors Checklist - Voters with Mobility Disabilities 
E1-1. Is there an accessible route, at least 36 inches wide that connects the accessible Yes __ No __ 
entrance to the voting area (the accessible route may narrow to 32 inches wide for up 
to 2 feet in length)? 

E1-2. Is the accessible route free of steps and abrupt level changes over 1/2 inch (level Yes __ No __ 
changes between 1/4 inch and 1/2 inch should be beveled)? [ADA Stds 4.1.3(1),4.3.8] 

E1-3. Does the route from the accessible entrance to the voting area change levels Yes __ No __ 
using a ramp, lift or elevator? 

If no, go to question E1-7. 

3a. If yes, is a ramp or sloped hallway provided? Yes __ No __ 
If yes, go to question E1-4. 

Note: A ramp, lift, or elevator can be used to provide access to floor levels. 

3b. Is an elevator provided or lift provided? Yes __ No __ 
If an elevator is provided, go to question E1-5. If a lift is provided, go to 
question E1-6. 

E1-4. Where the slope of the accessible route is greater than 1 :20, does this part of Yes __ No __ 
the accessible route meet the following requirements for an accessible ramp? 

4a. Is the slope no greater than 1 :12? [ADA Stds 4.8.2] Yes __ No __ 
Note: For existing ramps, the slope may be 1:10 for a 6 inch rise and 1:8 for a 3 inch 
rise in special circumstances, see ADA Standards 4.1.6(3). 

4b. Is the ramp width, measured between handrails, at least 36 inches? Yes __ No __ 
[ADA Stds 4.8.3) 

4c. Are the handrails mounted between 34 and 38 inches above the ramp surface? Yes __ No __ 
[ADA Stds 4.8.5] 

4d. If a ramp is more than 30 feet long, is a level landing at least 60 inches long Yes __ No __ 
provided every 30 feet of horizontal length? [ADA Stds 4.8.4) 

Note: When the running slope is less than 1:16 and more than 1:20, each ramp 
segment may be up to 40 feet long followed by a level landing. 

____ Rlrm' :£ 
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Question E1-4 (continued) 

4e. Does the ramp have a level landing at the top and bottom of each ramp section Yes __ No __ 
that is at least 60 inches long? [ADA Stds 4.8.41 

Note: The level landing may be part of the sidewalk or walking surface. 

4f. Is a level landing, at least 60 inches by 60 inches, provided where a ramp Yes __ No __ 
changes direction? [ADA Stds 4.8.41 

4g. If the ramp or landing has a vertical drop-off on either side of the ramp, is Yes __ No __ 
edge protection provided? [ADA Stds 4.8.71 

E1-5. Is an elevator provided to access the voting area level? Yes __ No __ 

5a. Are the elevator call buttons mounted in an accessible location with the Yes __ No __ 
centerlines at 42 inches above the floor? [ADA Stds 4.10.3) 

5b. Does the floor area of the elevator car provide space for wheelchair users to Yes __ No __ 
enter, reach the controls, and exit the car? [ADA Stds 4.10.9) 

Note: See Figure 22 for acceptable floor and opening dimensions. Floor dimensions of 
at least 48 inches by 48 inches may be allowed in existing facilities built before the ADA 
went into effect. 

80 min 
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fig. 22 
MInimum Dimension. of Elevator cars 
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oiling Place Checklist Halls and Corridors - Part 1 

Question E1-5 (continued) 

5c. Are the highest floor control buttons in the elevator cab mounted no more 
than 54 inches above the floorfor a side reach or 48 inches forforward reach? 

5d. Are raised letters and Braille characters used to identify each floor button and 
each control? [ADA Stds 4.10.12] 

5e. Are signs mounted on both sides of the elevator hoistway door opening that 
designate the floor with 2-inch minimum-height raised letters and Braille 
characters centered at 60 inches above the floor? [ADA Stds 4.10.5] 

5f. Is the elevator equipped with audible tones or bells or verbal annunciators that 
announce each floor as it is passed? [ADA Stds 4.10.13] 

E1-6. If a wheelchair lift is provided, does it meet the following requirements: 

6a. Is the lift operational at the time of the survey? 

6b. Is the change in level from the floor to the lift surface ramped or beveled? 

6c. Is there at least a 30-inch by 48-inch clear floor space on the wheelchair lift? 

6d. Does the lift allow a wheelchair user unassisted entry, operation, and exit? 

6e. Are the controls and operating mechanisms mounted no more than 54 inches 
above the floor for a side reach or 48 inches for a forward reach? 

6f. Are the controls and operating mechanisms usable with one hand without tight 
grasping, pinching, or twisting? 

Comments - ------, 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

11m ;:J -
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E1-7. At each location on the way to the voting area where the accessible route passes 
through a door or doors, does at least one door meet the following requirements? 

7a. Is the clear width for the door opening at least 32 inches measured when the 
door is open 90 degrees? [ADA Stds 4.1.3(7), 4.13.51 

7b. Is the door hardware (e.g., lever, pull, push, panic bar) usable with one hand, 
without tight grasping, pinching, or twisting of the wrist, to allow people who may 
not be able to easily use one or both hands to fully operate the hardware? 
[ADA Stds 4.13.91 
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A clear floor space on the latch side of the door (pull side) allows a 
person using a wheelchair or scooter to pull the door open and then 

enter. The size of the clear floor space varies depending on the 
direction of approach (shown bV the arrows) and the door swing. 

7c. Is there clear maneuvering floor space in front of each accessible door (see 
Figure 25 in the appendix for measurements) and on the pull side, is there at least 
18 inches clear floor space beyond the latch side of the door (see space 
configurations in Figure 25)? [ADA Stds 4.13.61 

7d. Is no more than 5 pounds force needed to push or pull open the accessible 
door? 

Note: Fire doors are still considered to be accessible if they have the minimum 
opening force allowable by the appropriate administrative authority. 

7e. If the answers to questions (b) thru (d) are no, can the door be propped open 
to provide an accessible route on election day? 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Comments 

- ~ 
~ 



Temporary Solutions for Election Day 

Interior Hallways and Corridors to Voting Area 

Problem 1: 
One or more steps along hallway to voting area block access. 

Suggestion: Install a portable ramp with edge protection and 
handrails as shown in the figure or relocate the accessible voting to 
another area that is on an accessible route. 

Problem 2: 
Voting area is not on an accessible route and cannot be made accessible. 

Suggestion: Look for another area where accessible voting 
may be provided. For example, if the living room of a private 
home used for voting is up several steps, perhaps the garage 
may be accessible when entered from the driveway. Or, if a 
church's basement is used as a polling place and it is not 
accessible, perhaps one of the ground floor rooms could be 
used as the accessible voting area. 

A portable ramp with edge protection and handrails is placed 
over stairs to provide an accessible route on Election Day. 

/ 
An accessible voting station is provided on an accessible 

level in a facility where voting occurs downstairs. 
IIF!I .-S) 
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E. Hallways and Corridors 

Part 2. Typical Issues for Voters Who are Blind or Who Have Low Vision 
People who are blind or have low vision may walk along any 
route to access the voting area, not just the accessible routes. 
That means pedestrian routes open to voters serving or 
leading to the voting area, such as hallways, corridors and the 
voting space, must be free of objects that cannot be detected by 
a person who is blind or visually impaired. Objects that are 
wall-mounted, that project into a pedestrian route from the 
side, or that are overhead must be located so that voters who 
are blind or who have a visual impairment will either detect the 
objects before they run into them or safely pass under them. 
These routes must be free of overhanging objects that are less 
than 80 inches above the floor and side objects that protrude 
into the route more than 4 inches when the bottom of the object 
is more than 27 inches above the floor. Items to watch for 
include wall-mounted fire extinguishers and wall-mounted 
display cases when the bottom is more than 27 inches above 
the floor, wall sconces and light fixtures that protrude more 
than 4 inches off the wall, and open staircases, exit signs, 
overhead signs, banners, and arched doorways that are lower 
than 80 inches above the floor. 

The following checklist applies to pedestrian routes serving or 
leading to the voting area. 

Notes: 

• 
• 
e 

Wall-mounted drinking fountains are a hazard when the 
front projects more than 4 inches beyond the wall and the 
bottom is more than 27 inches above the floor . 

Wall-mounted objects cannot project more than 4 inches 
beyond the wall if the bottom is not in the cane-detectable 
area below 27 inches off the floor. 

Overhead objects must be at least 80 inches off the floor. 

Overhead and wall-mounted objects that may be 
hazards along a pedestrian route. ., 

);) 
k 
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Halls and Corridors Checklist - Voters who are Blind or Who Have Low Vision 
E2-1. Are pedestrian routes leading to or serving the voting area free of objects that 
protrude from the side more than 4 inches into the route with the bottom of the object 
more than 27 inches above the floor? [ADA Stds. 4.4] 

Note: These objects may be wall 
mounted or free standing. Items to check 
include wall-mounted fire extinguishers, 
light fixtures, coat hooks, shelves, 
drinking fountains, and display cases. 

If No, list the objects that are a hazard 
and their location. Placing a detectable 
object on the floor below each object 
may remove the hazard for election day. 

If the bottom of an object is not more 
than 27 above the floor, it may extend 

an unlimited amount from the wall. 

Yes __ No __ 

E2-2. Are pedestrian routes leading to or serving the voting area free of overhead Yes __ No __ 
objects with the bottom edge lower than 80 inches above the floor? 

If No, list the objects that are a hazard and their location. Placing a detectable object on 
the floor below each object may remove the hazard for election day. 

E2-3. If provided, are the interior stairs along these routes built so that people who Yes __ No __ 
are blind or visually impaired cannot hit their heads on the underside (i.e., protected 
with a cane-detectable warning or a barrier that prevents travel into the area with less 
than an 80-inch-high head clearance)? [ADA Stds 4.4.2] 

Comments 

., 
& 
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Temporary Solutions for Election Day 

Hallways and Corridors - Voters Who are Blind or Who Have Low Vision 

Problem One: 
Wall-mounted display case is a protruding object hazard because it is more than 4 inches 
from the wall and the bottom of the case is more than 27 inches above the floor. 

Suggestion: Place a detectable object or skirting below the case. The bottom of 
the skirting or detectable object must be no higher than 27 inches above the floor. 

Problem Two: 
Ceiling or wall-mounted television monitor has less than 80 inches of clearance between the 
floor and the bottom of the unit. 

Suggestion: Place a detectable object below the unit (no more than 27 inches 
above the floor) so a voter who is blind will not walk into the television. 

Problem Three: 
The bottom of a stair is open and voters who are blind or who have low vision can hit their 
heads on the underside of the stair. 

Suggestion: Provide a detectable fence or other object so voters cannot walk 
under the stair. 

A detectable fence placed under this stair 
keeps people from running into the bottom 

of the open stair . .. ~ 
~ 



Using the Polling Place 

F. Voting Area 

Typical Issues 
The accessible voting area must be on an accessible route and 
have an accessible entrance and adequate circulation and 
maneuvering space for voters who use wheelchairs or 
scooters or who walk with mobility aids. 

An accessible route must connect the 
accessible building entrance to the 
accessible voting area, which 
includes voter check-in and the 
location of the accessible voting 
machines. The survey should also 
identify any protruding objects (wall­
mounted or overhead) along the 
circulation route to voter check-in and 
the voting area. 

Notes: 

e 

e 
e 
• 

Accessible route connects the building entrance 
with the voting area, including voter check-in and 
accessible voting machine. 

Accessible door or doorway to voting area 

Turning space at accessible voting machine 

Blinds closed on windows behind check-in so voters who 
read lips can communicate with the voting staff. 

" 

.. ....s:; 
~ 



oiling Place Checklist Voting Area 

Voting Area Checklist 

1. Is there an accessible entrance to the voting area? 

2. Within the voting area, is adequate space available on the accessible level for 
check-in tables, a voting demonstration area (if provided), and at least one accessible 
voting station? 

3. Is the voting area free of objects that protrude from the side more than 4 inches' 
into the route with the bottom of the object more than 27 inches above the floor? 
[ADA Stds. 4.41 

Note: These objects may be wall mounted or free standing. Items to check include 
wall-mounted fire extinguishers, light fixtures, coat hooks, shelves, and display cases. 

4 Is the voting area free of overhead objects that voters may pass under with the 
bottom edge lower than 80 inches above the floor? 

Comments 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

Yes __ No __ 

--------------------------------------------------------------~ .. - ~ 
~ 
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u.s. Department of Justice 

Civil Rights Division 

Disability Rights Section 

Accessibility of State and Local Government Web sites 
to People with Disabilities 

The Internet is dramatically 
changing the way that American 
government serves the public. 
Taking advantage of new 
technology, many State and 
local governments are using the 
web to offer citizens a host of 
services including: 

• corresponding online with 
local officials; 

• providing information 
about government 
services; 

• renewing library books or 
driver's licenses; 

• providing tax information 
and accepting tax returns; 
and 

• applying for jobs or 
benefits. 

These government websites are 
important because they: 

• allow programs and 
services to be offered in a 
more dynamic, interactive 
way, increasing citizen 
participation; 

• increase convenience and 
speed in obtaining 
information or services; 

• reduce costs in providing 
programs and information 
about government 
services; 

• reduce the amount of 
paperwork; and 

• expand the possibilities of 
reaching new sectors of 
the community or offering 
new programs. 

Located 22 miles southeast of 
metropolitan Los Angeles, In \he 
center of North Otange County, 
Fullerton Is a 1u111erv1ce city 
renowned for its unique I11JC of 
residential, commercial and 
lI1dustrial, educ:abcnal, and OJlturai 
environments which provide an 
outstanding qualilY of ife for both 
residents and buslouses alike. 
Fullerton, one of the largest alios In Orange County, Is a 
amvnunlty with a strong sense of tradlbon, one that 1reasure! ts 
hIstcI1c past as it prepares to meet the challenges of ts future. 

We hope you win find our web site helpful. We will be updating t 
~~~~~infOrrnabon regularly, addIng more to ~ In \he future. If yeu woukI Uke Iurther J- about the City or thiS home page, please call the Fullerton Fublic Inforrnabon Office at (714) 

When government is constantly 
being asked to do more with 
less, the Internet is playing a 
vital role in allowing 
government to better serve all 
of its citizens. 

The Americans with Disabilities 
Act (ADA) and, if the 
government entities receive 
Federal funding, the 
Rehabilitation Act of 1973, 
generally require that State and 
local governments provide 
qualified individuals with 
disabilities equal access to their 
programs, services, or activities, 
unless doing so would 
fundamentally alter the nature 
of their programs, services, or 
activities or would impose an 
undue burden. One way to help 
meet these requirements is to 
ensure that government 
websites have accessible 
features for people with 
disabilities, using the simple 
steps described in this 
document. An agency with an 
inaccessible website may also 
meet its legal obligations by 
providing an alternative 
accessible way for citizens to 
use the programs or services, 
such as a staffed telephone 
information line. These 

Local government websites provide important infonnation and services to citizens 



alternatives, however, are unlikely to provide an 
equal degree of access in terms of hours of 
operation and the range of options and programs 
available. For example, job announcements and 
application forms, if posted on an accessible 
website, would be available to people with 
disabilities 24 hours a day, 7 days a week. 

Online Barriers Faced By People with 
Disabilities 

Many people with disabilities use "assistive 
technology" to enable them to use computers and 
access the Internet. Blind people who cannot see 
computer monitors may use screen readers -
devices that speak the text that would normally 
appear on a monitor. People who have difficulty 
using a computer mouse can use voice recognition 
software to control their computers with verbal 
commands. People with other types of disabilities 
may use still other kinds of assistive technology. 
New and innovative assistive technologies are 
being introduced every day. 

Poorly designed web sites can create unnecessary 
barriers for people with disabilities, just as poorly 
designed buildings prevent some from entering. 
Designers may not realize how simple features 
built into a web page will assist someone who, for 
instance, cannot see a computer monitor or use a 
mouse. 

One example of a barrier would be a photograph 
of a Mayor on a town website with no text 
identifying it. Because screen readers cannot 
interpret images unless there is text associated 
with it, a blind person would have no way of 
knowing whether the image is an unidentified 
photo or logo, artwork, a link to another page, or 
something else. Simply adding a line of simple 
hidden computer code to label the photograph 
"Photograph of Mayor Jane Smith" will allow the 
blind user to make sense of the image. 

2 

Accessible Design Benefits Everyone 

When accessible features are built into web pages, 
websites are more convenient and more available 
to everyone - including users with disabilities. 
Web designers can follow techniques developed 
by private and government organizations to make 
even complex web pages usable by everyone 
including people with disabilities. For most 
websites, implementing accessibility features is 
not difficult and will seldom change the layout or 
appearance of web pages. These techniques also 
make web pages more usable both by people 
using older computers and by people using the 
latest technologies (such as personal digital 
assistants, handheld computers, or web-enabled 
cellular phones). 

With the rapid changes in the Internet and in 
assistive technologies used by people with 
disabilities to access computers, private and 
government organizations have worked to 
establish flexible guidelines for accessible web 
pages that permit innovation to continue. 

Resources for Web Developers 

To make web pages accessible, the web developer 
needs to know about web page features that can 
make a web page less accessible or more 
accessible. Information about such features is 
easily available and many software developers are 
adding tools to web development software to 
make it easier to make web pages accessible. 

Two important resources provide guidance for 
web developers designing accessible web pages. 
One is the Section 508 Standards, which Federal 
agencies must follow for their own new web 
pages. To learn more about the Section 508 
Standards: 

• The Access Board maintains information on 
its website at www.access-board.gov and 
has a useful guide for web developers at 
www.access-board.gov/sec508/guide/ 
1194.22.htm; 
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• The Department of Justice has information 

about accessible web page design in an April 
2000 report to the President. This report is 
available at www.usdoj.gov/crtJS08/reportJ 
content.htm, and 

• The General Services Administration hosts 
an online course for web developers 
interested in accessible web design. This 
program was developed in conjunction with 

the Access Board, the Department of Justice, 
and the Department of Education and 
provides an interactive demonstration of 
how to build accessible web pages. This 
course is available at www.sectionS08.gov, 
which also provides information about the 
Federal government's initiative to make its 
electronic and information technology 
accessible to people with disabilities. 
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.. , " ' ," ~ ~ {: ?), ,::, ~ 1~~: ~~~ , ',T" ' ~", ;, ~ , { x I '/ ' 

: - :Penoaically enlist dis~bility groups to test your pages for ease 'of use; use this:, \ ':?; 
""iriforrnatidn<to'inc'rea'se;;access'ibillty. : '\ J,/ , !'; ',::,,' >, ,,:;.; ~ " , , ' ' 

> Lv~v, '/ ~,~~:;I ~''',,~~~ < j ~1 -..< :):v~ ..: ~:< " 

1 Web pages are written using a language called HTML (or "hypertext markup language"). HTML is a "markup 
language" that tells a computer program (called a "browser") how mformation will appear or wIll be arranged on a 
computer screen. HTML tags are specific instructions understood by a web browser or screen reader. 3 



Examples of Accessible Features for Websites 
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Resources for Web Developers (continued) 

A more comprehensive resource is the Web 
Content Accessibility Guidelines developed by 
the Web Accessibility Initiative. These 
guidelines help designers make web pages as 
accessible as possible to the widest range of 
users, including users with disabilities. The 
Web Accessibility Initiative is a subgroup of the 
World Wide Web Consortium - the same 
organization that standardizes the programming 
language followed by all web developers. 

• Information for web developers 
interested in making their web pages as 
accessible as possible, including the 
current version of the Web Content 
Accessibility Guidelines (and associated 
checklists), can be found at 
www.w3c.orgIWAIIResources, and 

• Information about the Web Accessibility 
Initiative can be found at 
www.w3c.orgIWAI. 

For More Information 

Technical Information 
Regarding Web Accessibility 

For technical assistance regarding Section 508 
Standards and how to make web pages accessible 
to people with disabilities, please contact the 
Access Board: 

800-872-2253 (voice) 

800-993-2822 (TTY) 

Information about the ADA 

The Department of Justice provides technical 
assistance to help State and local governments 
understand and comply with the ADA. An 
important source of ADA information is the 
Department's ADA Home Page on the World 
Wide Web. This extensive website provides 
access to ADA regulations; all Department ADA 
technical assistance materials, including newly­
released publications; proposed changes in the 
ADA regulations; and access to Freedom of 
Information Act materials, including technical 
assistance letters. The website also provides 
links to other Federal agencies with ADA 
responsibilities. 

ADA Home Page -- www.ada.gov 

In addition, the Department of Justice operates a 
toll-free ADA Information Line that provides 
access to ADA specialists during business hours. 

ADA Information Line 

800-514-0301 (voice) 

800-514-0383 (TTY) 

Reproduction 

Reproduction of this document is encouraged. 

June 2003 

The Attorney General has determined that publication of 
this periodical is necessary in the transaction of the public 
business required by law of the Department of Justice. 
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ATTACHMENT I: Modifications to Newly Constructed Facilities 

Please Note: Paragraph 56 of the Settlement Agreement requires that within three months of the effective date of this Agreement, the 
County provide signage as necessary to comply with 28 C.F.R. § 35.163(b), after having surveyed all facilities that are the subject of this 
Agreement for the purpose of identifying those that have multiple entrances not all of which are accessible. 

The chart below lists the facilities surveyed by the Department, the access issues identified during the survey, and the actions required to 
correct the access issues. Required actions are listed using an alphanumeric code. The key to the alphanumeric codes is provided in 
Attachment M to this Agreement. 

In order to ensure that the following spaces and elements in County facilities for which construction was commenced after January 26, 1992, 
are readily accessible to and usable by persons with disabilities, the County will take the actions referenced by the alphanumeric code and 
described in detail in Attachment M to this Settlement Agreement within the time periods specified below, which time periods will begin to 
run on the effective date of this Agreement. 

Item # Access Issue Required Completion 
Action Date 

1. Gladewater Annex (Upshur County Subcourthouse), located 2498 West Upshur, Gladewater 

1.1. Parking: 

l.1.a. The parking lot is inaccessible because it lacks designated accessible parking, induding a van P3 12 months 
accessible space. This lot requires 1 van accessible space. 

Ll.b. The designated accessible parking is inaccessible because it is not firm, stable and slip resistant. P7 12 months 

1.2. Route from parking to ramp: The route is inaccessible because the surface is not firm, stable and slip ARI 12 months 
resistant. 

1.3. Ramp: 

Attachment I to Settlement Agreement Between the United States of America and Upshur County, Texas in DJ 204-75-127 -0\ 
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litem # Access Issue 

I 

1.3.a. The ramp is inaccessible because it has a slope of up to 10%, lacks a level landing on the bottom, lacks 
a handrail on one side, and lacks handrails that extend at least 12 inches beyond the top and bottom of 
the ramp. 

104. Entrance: 

1 A.a. The door is inaccessible because there is a slope greater than 2% within the door's required 
maneuvering clearance. 

1 A.b. The door is inaccessible because knob hardware is used. 

I.S. Single-User Toilet Room: 

I.S.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

I.S.b. The door is inaccessible because knob hardware is used. 

I.S.c. The pull side ofthe door, which is accessed from the latch side of the door, is inaccessible because it 
has only 6 3/4 inches of clear space on the latch side. 

l.5.d. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

I.S.e. No accessible mirror has been provided. 

I.S .f. The lavatory is inaccessible because the bottom of the apron is 2S inches high. 

I.S.g. The toilet is inaccessible because its centerline is 18 1/2 inches from the side wall. 

1.S.h. The toilet is inaccessible because the flush control is on the closed side. 

l.5.i. The toilet paper dispenser is inaccessible because it is mounted 42 112 inches from the rear wall. 
---- ------ ------- --- --_.. - ----
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Required Completion 
Action Date 

RS 12 months 

D13 12 months 

Dl 12 months 

TR17 12 months 

D1 12 months 

DI0 12 months 

TR21 12 months 

TR14 12 months 

TRll 12 months 

SU1S 12 months 

SUI 12 months 

SU17 12 months 
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Item # Access Issue 

1.5.j. The toilet is inaccessible because the side grab bar is 36 112 inches long and it is mounted 7 inches 
from the rear wall. 

1.5.k. The toilet is inaccessible because the rear grab bar is mounted 9 inches from the side wall. 
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Required 
Action 

SU6 

SU3 

Completion 
Date 

12 months 

12 months 

I 
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ATTACHMENT K: Program Access in Existing Facilities 

Please Note: Paragraph 56 of the Agreement requires that within three months of the effective date of this Agreement, the County will 
provide signage as necessary to comply with 28 C.F.R. § 35.l63(b), after having surveyed all facilities that are the subject of this Agreement 
for the purpose of identifying those that have multiple entrances not all of which are accessible. 

The technical requirements and, where appropriate, the scoping requirements of the Standards are used as a guide for determining whether a 
program or activity held in an existing facility is "readily accessible to and usable by" persons with disabilities and for determining what 
changes are necessary to make this program or activity accessible if it continues to be provided in the existing facility in question. See 28 
C.F.R. §§ 35.150(b)(I), 35.151. 

The chart below lists the facilities surveyed by the Department, the access issues identified during the survey, and the actions required to 
correct the access issues. Required actions are listed using an alphanumeric code. The key to the alphanumeric codes is provided in 
Attachment M to this Agreement. 

In order to ensure that the programs, services, and activities housed in the County's facilities are accessible to persons with disabilities, when 
viewed in their entirety, the County will take the actions referenced by the alphanumeric code and described in detail in Attachment M to this I 

Settlement Agreement within the time period specified below, which time period begins to run on the effective date of the Agreement. I 

I 

Item # Access Issue Required Completion 
Action Date 

1. Upshur County Courthouse, located at 100 N. Tyler, Gilmer (also a Polling Place) 

1.1. Entrances: The building is inaccessible because fewer than 50% of its entrances are accessible. Dl2 24 months 

1.2. 4th Floor Offices: 

1.2.a. The door to the DA-Misdemeanor office is inaccessible because knob hardware is used. Dl 24 months 

l.2.b. The counter in the DA-Misdemeanor office is inaccessible because it is 46 1/2 inches high. C6 24 months 

1.3. 3 rd Floor Offices: 
---
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Item # Access Issue 

I.3.a. The door to the Justice of the Peace office is inaccessible because knob hardware is used. 

1.3.b. The counter in the Justice of the Peace office is inaccessible because it is 49 112 inches high. 

I.3.c. The door to the Juvenile Probation office is inaccessible because knob hardware is used. 

1.4. 3rd Floor, Women's Toilet Room: 

1.4.a. The toilet room contains a number of inaccessible elements and is not accessible to people with 
disabilities. 

l.4.b. There is no signage directing people with disabilities to the accessible toilet rooms. 

1.4.c. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

1.5. 3rd Floor, Men's Toilet Room: 

1.5.a. The toilet room contains a number of inaccessible elements and is not accessible to people with 
disabilities. 

1.5.b. There is no signage directing people with disabilities to the accessible toilet rooms. 

1.5.c. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

1.6. 3rd Floor Drinking Fountain: 

1.6.a. The drinking fountain protrudes into the walkway and is not detectable to blind persons using a cane. 

I.6.b. The drinking fountain is inaccessible because it has a spout that is 42 112 inches high. 

1.6.c. The drinking fountain is inaccessible because it requires 9 pounds of force to operate. 
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Required Completion 
Action Date 

DI 24 months 

C6 24 months 

DI 24 months 

SUI3 24 months 

TR16 24 months 

TR21 24 months 

, 

SU13 24 months 

TR16 24 months 

TR2I 24 months 

AR8 24 months 

DF6 24 months 

DFI 24 months 
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Item # Access Issue 

1.6.d. The wall-mounted drinking fountain is inaccessible because it provides only 13 inches of knee space 
depth. 

1.7. County Courtroom: 

1.7.a. The door is inaccessible because it requires 10 pounds of force to open. 

1.7.b. The judge's bench, witness stand and jury box are inaccessible because they can be accessed only by 
steps. 

1.7.c. The courtroom lacks fixed aisle seating without armrests. 

1.7.d. The courtroom is inaccessible to people with hearing disabilities because there is no assistive listening 
system provided. 

1.7.e. The courtroom is inaccessible because no wheelchair seating areas are provided. 

1.8. Commissioner's Court: 

1.8.a. The door is inaccessible because it requires 12 pounds of force to open. 

1.8.b. The court is inaccessible because no wheelchair seating areas are provided. 

l.S.c. The commissioner's table is inaccessible because it can be accessed only by steps. 

1.S.d. The courtroom lacks fixed aisle seating without armrests. 

l.S.e. The courtroom is inaccessible to people with hearing disabilities because there is no assistive listening 
system provided. 

1.9. r d Floor Offices: 

1.9.a. The door to the County Clerk's office is inaccessible because knob hardware is used. 

1.9.b. The counter in the County Clerk's office is inaccessible because it is 42 inches high. 
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Required Completion 
Action Date 

DF5 24 months 

D2 24 months 

AA8 24 months 

AA2 24 months 

AA5 24 months 

AA6 24 months 

D2 24 months 

AA6 24 months 

AAS 24 months 

AA2 24 months 

AA5 24 months 

DI 24 months 

C6 24 months 
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Item # Access Issue 

1.9.c. The door to the County Clerk Annex is inaccessible because knob hardware is used. 

1.9.d. The counter in the County Clerk Annex is inaccessible because it is 39 3/4 inches high. 

1.10. 2nd Floor, Women's Toilet Room, with Stalls: 

1.10.a. The toilet room contains a number of inaccessible elements and is not accessible to people with 
disabilities. 

1.10.b. Although an audible alarm is provided in this facility, there is no visual alann appliance in the toilet 
room. 

1.11. r d Floor, Men's Toilet Room with Stalls: 

LILa. The toilet room contains a number of inaccessible elements and is not accessible to people with 
disabilities. 

1.11.b. The paper towel dispenser protrudes into the walkway and is not detectable to blind persons using a 
cane. 

1.11.c. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

1.12. r d Floor Drinking Fountain: 

1.12.a. The drinking fountain protrudes into the walkway and is not detectable to blind persons using a cane. 

1.12.b. The drinking fountain is inaccessible because it has a spout that is 44 inches high. 

1.12.c. The drinking fountain is inaccessible because it requires 10 pounds of force to operate. 

1.12.d. The wall-mounted drinking fountain is inaccessible because it provides only 12 inches of knee space 
depth. 

------ -
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Required Completion 
Action Date 

Dl 24 months 

C6 24 months 

STI4 24 months 

TR21 24 months 

STI4 24 months 

AR8 24 months 

TR21 24 months 

AR8 24 months 

DF6 24 months 

DFI 24 months 

DF5 24 months 
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Item # Access Issue 

1.13. r t Floor Offices: 

1.13.a. The Probation counter is inaccessible because it is 38 112 inches high. 

1.13.b. The door to the County Extension Office is inaccessible because knob hardware is used. 

1.14. r t Floor, Women's Single-User Toilet Room: 

1.14.a. The toilet room sign has a centerline height of 53 inches. 

l.14.b. The door is inaccessible because it requires 14 pounds of force to open. 

l.14.c. No accessible coat hook has been provided. 

l.14.d. The toilet is inaccessible because the grab bars are mounted 32 inches high. 

1.14.e. Although an audible alann is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

l.15. rt Floor, Men's Toilet Room with Stalls: 

l.15.a. The toilet room sign is mounted on the hinge side of the door and has a centerline height of 53 inches. 

l.15.b. The door is inaccessible because it requires 12 pounds of force to open. 

l.15.c. The push side of the door, which is accessed from the latch side of the door, is inaccessible because it 
has only 10 1/2 inches of clear space on the latch side. 

l.15.d. The urinal is inaccessible because the rim is 17 112 inches high. 

l.15.e. The designated accessible stall is incorrectly configured as an ambulatory stall, and there is no standard 
accessible stall provided. 

l.15.f. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

----------- ------- -
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Required Completion 
Action Date 

C6 24 months 

DI 24 months 

TRI8 24 months 

D2 24 months 

TRI 24 months 

SUll 24 months 

TR21 24 months 

TRI8 24 months 

D2 24 months 

Dll 24 months 

TR20 24 months 

ST15 24 months 

TR21 24 months 
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Item # Access Issue 

1.16. 1st Floor Drinking Fountain: 

1.16.a. The drinking fountain protrudes into the walkway and is not detectable to blind persons using a cane. 

1.16.b. The drinking fountain is inaccessible because it has a spout that is 43 inches high. 

l.16.c. The drinking fountain is inaccessible because it requires 10 pounds of force to operate. 

1.16.d. The wall-mounted drinking fountain is inaccessible because it provides only 12 inches of knee space 
depth. 

2. Upshur County Library, located at 700 Tyler, Gilmer (also a Polling Place) 

2.l. Parking: 

2.1.a. The designated accessible parking is inaccessible because the signs are mounted too low and there is no 
"van-accessible" signage. 

2.1.b. The parking lot is inaccessible because there is no access aisle for the parking space on the right side of 
the painted walkway. 

2.2. Check-Out Counter: The check-out area is inaccessible because the counter is 39 inches high. 

2.3. Computer Tables: The computer is inaccessible because the clear floor space is 25 inches wide with a 
knee clearance of26 112 inches. 

2.4. Women's Toilet Room with Stalls: 

2.4.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility, and has 
no raised or Braille characters. 

2.4.b. The door is inaccessible because knob hardware is used. 
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Action Date 

AR8 24 months 

DF6 24 months 

DFI 24 months 

DF5 24 months 

P6 12 months 

PI 12 months 

LB2 12 months 

C2 12 months 

TR17 12 months 

Dl 12 months 
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Item # Access Issue 

2.4.c. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

2.4.d. No accessible mirror has been provided. 

2.4.e. The soap dispenser is inaccessible because it is mounted with the controls 58 114 inches high. 

2.4.f. The lavatory is inaccessible because the bottom of the apron is less than 29 inches high and it has 
insufficient knee and toe clearances. 

2.4.g. The lavatory is inaccessible because it has twist-type hardware. 

2.4.h. The paper towel dispenser protrudes into the walkway and is not detectable to blind persons using a 
cane. 

2.4.i. There is no accessible toilet stall provided. 

2.5. Men's Toilet Room with Stalls: 

2.5.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility, and has 
no raised or Braille characters. 

2.5.b. The door is inaccessible because knob hardware is used. 

2.5.c. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

2.5.d. No accessible mirror has been provided. 

2.5.e. The soap dispenser is inaccessible because it is mounted with the controls 56 inches high. 

2.5.f. The lavatory is inaccessible because the bottom of the apron is less than 29 inches high, and it has 
insufficient knee and toe clearances. 
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Action Date 

TR2l 12 months , 
, 

TR14 12 months 

TR5 12 months 

TRII 12 months 

TRIO 12 months 

AR8 12 months 

ST15 12 months 

TR17 12 months 

Dl 12 months 

TR21 12 months 

TR14 12 months 

TR5 12 months 

TR11 12 months 
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Item # Access Issue 

2.S.g. The lavatory is inaccessible because it has twist-type hardware. 

2.S.h. The urinal is inaccessible because the rim is 22 inches high. 

2.S.i. There is no accessible toilet stall provided. 

2.6. Drinking Fountain: The drinking fountain is inaccessible because it requires 14 pounds of force to 
operate. 

3. Rock Building, located at 301 E. Butler (also a Polling Place), Gilmer 

3.l. Parking: The designated accessible parking is inaccessible because the signs are mounted too low. 

3.2. Ramp: The ramp is inaccessible because the inside handrail is not continuous, and it lacks extensions 
at the top and bottom. 

3.3. Entrances: The building does not have directional signage posted at inaccessible entrances and does 
not have the International Symbol of Accessibility posted at accessible entrances. 

3.4. Justice Court: 

3.4.a. The door is inaccessible because knob hardware is used. 

3.4.h. The courtroom is inaccessible to people with hearing disabilities because there is no assistive listening 
system provided. 

3.S. Drinking Fountain: Although a designated accessible drinking fountain is provided, there is no 
drinking fountain provided for people who have difficulty bending or stooping. 

3.6. Women's Toilet Room with Stalls: 

3.6.a. The toilet room sign is mounted on the door and has no raised or Braille characters. 

3.6.b. The door is inaccessible because knob hardware is used. 
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Action Date 

TRIO 12 months 

TR20 12 months 

ST1S 12 months 

DFI 12 months 

P6 24 months 

R2 24 months 

Dl6 24 months 

Dl 24 months 

AAS 24 months 
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TR17 24 months 

Dl 24 months 
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Item # Access Issue 

3.6.c. Although an audible alarm is provided in this facility, there is no visual alarm appliance In the toilet 
room. 

3.6.d. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

3.6.e. The designated accessible stall is incorrectly configured as an ambulatory stall, and there is no standard 
accessible stall provided. 

3.7. Men's Toilet Room with Stalls: 

3.7.a. The toilet room sign is mounted on the door and has no raised or Braille characters. 

3.7.b. The door is inaccessible because it has an opening width of 30 inches. 

3.7.c. The door is inaccessible because knob hardware is used. 

3.7.d. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the toilet 
room. 

3.7.e. No accessible mirror has been provided. 

3.7.f. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

3.7.g. The urinal is inaccessible because the rim is 22 inches high. 

3.7.h. The designated accessible stall is incorrectly configured as an ambulatory stall, and there is no standard 
accessible stall provided. 

4. Tax Office, located at 214 Titus Road, Gilmer 

4.1. Parking: 
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Action Date 

TR21 24 months 

TR12 24 months 

ST15 24 months 

TR17 24 months 

D25 24 months 

Dl 24 months 

TR21 24 months 

TR14 24 months 

TR12 24 months 

TR20 24 months 

ST15 24 months 
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Item # Access Issue 

4.l.a. The parking lot, with a total of 32 parking spaces, is inaccessible because it only has 2 spaces 
designated as accessible. This lot requires 1 van accessible space and 1 standard accessible space. 

4.1.b. The parking lot is inaccessible because there are no access aisles. 

4.1.c. The designated accessible parking is inaccessible because the signs are mounted too low. 

4.l.d. The designated accessible parking on the right, facing the building, is inaccessible because it has a cross 
slope of 6.1 %. 

4.2. Route from Parking Entrance: 

4.2.a. The curb ramp is inaccessible because it has a slope of 14.7%. 

4.2.b. The route is inaccessible because it is not firm, stable and slip-resistant. 

4.3. Entrances: The building does not have directional signage posted at inaccessible entrances and does 
not have the International Symbol of Accessibility posted at accessible entrances. 

4.4. Single-User Toilet Room: 

4.4.a. The toilet room sign is mounted on the door and has no raised or Braille characters. 

4.4.b. No accessible mirror has been provided. 

4.4.c. The soap dispenser is inaccessible because it is mounted 46 inches high over the lavatory. 

4.4.d. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

4.4.e. The toilet is inaccessible because its centerline is 20 inches from the side wall. 

4.4.f. The toilet is inaccessible because the flush control is on the closed side. 
------ -
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PI 12 months 

P6 12 months 

P7 12 months 

AR5 12 months 
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Item # Access Issue 

4.4.g. The paper towel dispenser protrudes into the walkway and is not detectable to blind persons using a 
cane. 

5. Porter Building (Adult Probation), located at 405 US Hwy 271N, Gilmer 

5.1. Parking: The parking lot, with a total of 3 parking spaces, is inaccessible because no designated 
accessible space is provided. This lot requires 1 van accessible space. 

5.2. Route to Entrance: 

S.2.a. The route from the parking lot to the entrance is inaccessible because there is a change in level 
exceeding 112 inch where the blacktop pavement meets the concrete walkway. 

S.2.b. The route from the parking lot to the entrance is inaccessible because there is a slope of 14.8%. 

5.3. Probation Office Reception Counter: The counter is inaccessible because it is 37 112 inches high. 

5.4. Women's Single User Toilet Room: 

5.4.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility, and has 
no raised or Braille characters. 

5.4.b. No accessible mirror has been provided. 

5.4.c. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

S.4.d. The toilet is inaccessible because its centerline is 19 inches from the side wall. 

S.4.e. The toilet paper dispenser is inaccessible because it is mounted 40 inches from the rear wall. 

5.4.f. The toilet is inaccessible because the side grab bar is 41 inches long and it is mounted 46 inches from 
the rear wall. 

-- - --- - -
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, Item # Access Issue 

5.5. Men's Single-User Toilet Room: 

5.5.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

5.5.b. No accessible mirror has been provided. 

5.5.c. The urinal is inaccessible because the rim is 23 inches high. 

5.5.d. The toilet is inaccessible because the flush control is on the closed side. 

5.5.e. The toilet paper dispenser is inaccessible because it is mounted 41 inches from the rear wall. 

5.5.f. The toilet is inaccessible because there is insufficient clear floor space provided. 

5.5.g. The paper towel dispenser protrudes into the walkway and is not detectable to blind persons using a 
cane. 

5.6. Sheriff's Department Single-User Toilet Room: 

5.6.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

5.6.b. The toilet room door swings into the required clear floor space at the lavatory. 

5.6.c. No accessible mirror has been provided. 

5.6.d. The paper towel dispenser is inaccessible because it is mounted with the controls 58 inches high. 

5.6.e. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

5.6.f. The urinal is inaccessible because the rim is 23 112 inches high and the flush control is 45 inches high. 

5.6.g. The toilet is inaccessible because its centerline is 19 inches from the side wall. 
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TR17 12 months 

TR6 12 months 
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TR5 12 months 

TR12 12 months 

TR20 12 months 

SU15 12 months 

'f-J 



Item # Access Issue 

5.6.h. The toilet is inaccessible because the flush control is on the closed side. 

5.6.i. The toilet paper dispenser is inaccessible because it is mounted 44 inches from the rear wall. 

6. Upshur County Justice Center, located at 405 Titus, Gilmer 

6.1. Parking: 

6.I.a. The designated accessible parking space is inaccessible because it lacks "van-accessible" vertical 
signage. 

6.1.b. The designated accessible parking is inaccessible because the signs are mounted too low. 

6.1.c. The parking lot is inaccessible because there is no access aisle for the parking space to the far right in 
front of the main entrance. 

6.2. Reception Counter: The counter is inaccessible because it is 41 inches high. 

6.3. Holding Cell #108: 

6.3.a. The door is inaccessible because it has an opening width of29 inches. 

6.3.b. The toilet is inaccessible because there is insufficient clear floor space provided. 

6.3.c. The stall door is inaccessible because it has an opening width of 21 112 inches. 

6.3.d. There are no grab bars provided at the designated accessible toilet. 

6.3.e. The lavatory is inaccessible because it lacks sufficient clear floor space. 

6.4. Exercise Room B Single User Toilet Room: 

6.4.a. The toilet is inaccessible because its centerline is 26 inches from the side wall. 

6.4.b. There is no side grab bar provided at the designated accessible toilet. 
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P6 

P6 

PI 
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24 months 

24 months 
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Item # Access Issue 

6.5. Cell D22 (accessible cell): 

6.S.a. The transfer shower is inaccessible because the transfer seat is missing. 

6.S.b. There is no accessible shower provided. 

6.S.c. The shower is inaccessible because the shower head is higher than 48 inches above the finished floor. 

6.6. Lift in the Lobby near the Main Entrance: The lift is inaccessible because it requires an employee to 
operate. 

6.7. Women's First Floor Toilet Room with Stalls: 

6.7.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

6.7.b. The soap dispenser is inaccessible because it is mounted with the controls 56 inches high. 

6.7.c. The lavatory is inaccessible because the bottom edge of the apron is 27 inches high and there is 
insufficient clear-floor space. 

6.7.d. The designated accessible stall is incorrectly configured as an ambulatory stall, and there is no standard 
accessible stall provided. 

6.8. Men's First Floor Toilet Room with Stalls: 

6.8.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

6.8.b. The lavatory is inaccessible because the bottom of the apron is 26 inches high. 

6.8.c. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

--
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BIO 24 months 

B8 24 months 

BII 24 months 

LFI 24 months 

TRI7 24 months 
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TRS 24 months I 

TR9 24 months 

STIS 24 months 

TRl7 24 months 

TRll 24 months 

TRl2 24 months 
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Item # Access Issue 

6.8.d. The designated accessible stall is incorrectly configured as an ambulatory stall, and there is no standard 
accessible stall provided. 

6.8.e. No accessible coat hook has been provided. 

6.9. Lobby Drinking Fountain: Although a designated accessible drinking fountain is provided, there is no 
drinking fountain provided for people who have difficulty bending or stooping. 

6.10. Fingerprint Machine: The fingerprinting machine is inaccessible because it is 42 inches high. 

6.11. Fingerprinting Area Single-User Toilet Room: The toilet room contains a number of inaccessible 
elements and is not accessible to people with disabilities. 

6.12. Justice of the Peace: The door to the Justice of the Peace is inaccessible because knob hardware is 
used. 

6.13. District Attorney's Office: The door is inaccessible because knob hardware is used. 

6.14. District Clerk's Office: 

6.14.a. The door is inaccessible because knob hardware is used. 

6.14.b. The pull side of the door, which is accessed from the latch side of the door, is inaccessible because it 
has insufficient clear space on the latch side. 

6.15. Women's Lobby Toilet Room with Stalls: 

6.15.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility, and has 
no raised or Braille characters. 

6.15.b. The lavatory is inaccessible because the bottom of the apron is 27 inches high. 

L - -
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Item # Access Issue 

6.15.c. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

6.15.d. The designated accessible stall is incorrectly configured as an ambulatory stall, and there is no standard 
accessible stall provided. 

6.1S.e. No accessible coat hook has been provided. 

6.16. Men's Lobby Toilet Room with Stalls: 

6.l6.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

6.l6.b. The lavatory is inaccessible because the bottom of the apron is 27 inches high. 

6.16.c. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

6.l6.d. The urinal is inaccessible because the rim is 24 inches high, lacks the required clear floor space, and has 
a flush control mounted at 51 inches high. 

6.16.e. The designated accessible stall is incorrectly configured as an ambulatory stall, and there is no standard 
accessible stall provided. 

6.l6.f. No accessible coat hook has been provided. 

6.17. 115th Judicial District Courtroom: 

6.l7.a. The courtroom, containing 62 seats, is inaccessible because no wheelchair seating areas are provided. 
A total of 4 wheelchair seating areas is required. 

6.17.b. The judge's bench, witness stand, and jury box are inaccessible because they can be accessed only by 
steps. 

--_ .. _.-
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Item # Access Issue 

6.l7.c. The courtroom is inaccessible to people with hearing disabilities because, although there are 62 fixed 
seats, there is no assistive listening system provided. 

6.l7.d. The route to the jury room is inaccessible because it is 34 inches wide. 

6.l7.e. The attorney tables are inaccessible because the keyboard is on a table 28 inches high. 

6.18. Jury Room Men's Toilet Room: 

6.l8.a. The door to the men's toilet room is inaccessible because it has an opening width of25 inches. 

6.l8.b. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

6.l8.c. The lavatory is inaccessible because the hot water pipes are not insulated or otherwise configured to 
protect against contact. 

6.l8.d. There are no grab bars provided at the designated accessible toilet. 

6.l8.e. The designated accessible toilet is inaccessible because there is insufficient clear floor space. 

6.l8.f. The toilet room door swings into the required clear floor space at the lavatory. 

6.19. Jury Room Women's Toilet Room: 

6.19.a. The toilet room sign is mounted on the door, lacks the International Symbol of Accessibility and has no 
raised or Braille characters. 

6.l9.b. The door to the women's toilet room is inaccessible because it has an opening width of24 112 inches. 

6.l9.c. There are no grab bars provided at the designated accessible toilet. 

6.l9.d. The designated accessible toilet is inaccessible because there is insufficient clear floor space. 

6.l9.e. The toilet room door swings into the required clear floor space at the lavatory. 
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Item # Access Issue 

6.19.f. The route to the toilet rooms in the jury room is inaccessible because it has a width of 33 112 inches. 

6.19.g. Although an audible alarm is provided in this facility, there is no visual alarm appliance in the jury 
room. 

------- ---- -------- --
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Attachment M: Actions Required to Remedy Accessibility Violations 

This Attachment provides a detailed description of the actions that must be taken to remedy accessibility 
violations listed in other parts ofthis Agreement. Each required action is referenced by an alphanumeric 
code - i.e., a code consisting of one or more letters followed by a number. The required actions are 
listed in alphabetic/numeric order based on the specific code used to reference each required action. 
The term "Standards," below, refers to the ADA Standards for Accessible Design, 28 C.F.R. Part 36, 
Appendix D (called the "1991 Standards" and defined at 28 C.F.R. § 35.104). Until March 15,2012, the 
County may, at its option, elect to use either (1) the 1991 Standards, or (2) the 2010 Standards, defined 
at 28 C.F.R. § 35.104, which includes both the title II regulations at 28 C.F.R. § 35.151 and the 2004 
ADAAG at 36 C.F.R. Part 1191, Appendices Band D. The County must designate which of these two 
accessibility standards it elects to use, use the same accessibility standard throughout a facility in 
making alterations, and report to the Department which set of Standards will be used for each facility. 
As of March 15, 2012, all alterations must be made in accordance with the 2010 Standards. 

Code Required Actions 

AAI Provide an accessible route connecting the wheelchair seating locations with all performing 
areas, including stages, arena floors, dressing rooms, locker rooms, and 
other spaces used by performers. Standards §§ 4.1.3(19)(a), 4.3, 4.33.5. 

AA2 Provide aisle seats with no armrest on the aisle side, or with a removable or folding armrest 
on the aisle side, identified by a sign or marker, equal in number to 1 % of the total number 
of seats (but not less than 1). Provide signage in the ticket office notifying patrons that such 
seating is available. Standards § 4.1.3(19)(a). 

AA3 Provide accessible signage indicating the availability of the assistive listening system. 28 
C.F.R. § 35.160; Standards §§ 4.1.3(19)(b), 4.30. 

AA4 Provide a permanently installed assistive listening system serving the fixed seating. Ensure 
that the seating served by the system is located within a 50 foot viewing distance of the 
stage or playing area and has a complete view of the stage or playing area. Provide 
receivers equal in number to 4% of the total number of seats (but at least 2) for use by the 
general public, and provide signage indicating their availability. 28 C.F.R. § 35.160, 
Standards §§ 4.1.3(19)(b), 4.30, 4.33. 

AA5 Provide a permanently installed assistive listening system (ALS) or a portable ALS with an 
adequate number of electrical outlets or other supplementary wiring necessary to support a 
portable assistive listening system. Also provide receivers equal in number to 4% of the 
total number of seats (but no fewer than 2) for use by the general public, and provide 
signage indicating their availability. 28 C.F.R. § 35.160, Standards §§ 4.1.3(19)(b), 4.30, 
4.33. 
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Code Required Actions 

AA6 Provide the number of wheelchair seating areas shown in the following chart, each with a 
minimum clear ground or floor space of 33 inches wide by 48 inches deep for forward or 
rear access, or 33 inches wide by 60 inches deep for side access. Ensure that the ground or 
floor at all wheelchair locations is level, firm, stable, and slip resistant; that wheelchair 
seating areas are an integral part of the fixed seating plan and are located so as to provide 
people with physical disabilities a choice of admission prices and lines of sight comparable 
to those available to members of the general public; that wheelchair seating areas adjoin an 
accessible route that also serves as a means of egress in case of emergency; and that at least 
one fixed companion seat, identified by signage, is provided next to each wheelchair 
location. When the seating capacity exceeds 300, wheelchair seating areas shall be 
provided in more than one location. Before undertaking renovations to fix this issue, you 
should submit to the Department of Justice a plan to provide accessible seating for our 
review and approval. The Department will provide comments regarding any modifications 
of the plans required to comply with ADA requirements. The parties agree that the plan will 
be modified and the wheelchair and companion seating will be provided in accordance with 
the Department's comments to ensure that wheelchair and companion seating complies with 
all ADA requirements. Standards §§ 4.1.3(19)(a), 4.5,4.33, Fig. 46. 

Seating Capacity of Assembly Area Number of Required Wheelchair Locations 

4 to 25 1 

26 to 50 2 

51 to 300 4 

301 to 500 6 

over 500 6, plus 1 additional space for each total seating 
capacity increase of 100 
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Code Required Actions 

AA 7 Provide the number of wheelchair seating areas shown in the preceding chart, each with a 
minimum clear ground or floor space of 33 inches wide by 48 inches deep for forward or 
rear access, or 33 inches wide by 60 inches deep for side access. Ensure that the ground or 
floor at all wheelchair locations is level, firm, stable, and slip resistant; that wheelchair 
seating areas are an integral part of the fixed seating plan and are located in all areas, 
including specialty areas, such as skyboxes and suites, so as to provide people with physical 
disabilities a choice of admission prices and lines of sight comparable to those available to 
members of the general public; that wheelchair seating areas adjoin an accessible route that 
also serves as a means of egress in case of emergency; and that at least one fixed companion 
seat, identified by signage, is provided next to each wheelchair seating area. In stadiums 
where spectators can be expected to stand during the show or event (for example, football, 
baseball, basketball games, or rock concerts), all or substantially all of the wheelchair 
seating locations must provide a line of sight over standing spectators. Before undertaking 
renovations to fix this issue, you should submit to the Department of Justice a plan to 
provide accessible seating for our review and approval. The Department will provide 
comments regarding any modifications of the plans required fo comply with ADA 
requirements. The parties agree that the plan will be modified and the wheelchair and 
companion seating will be provided in accordance with the Department's comments to 
ensure that wheelchair and companion seating complies with all ADA requirements. 
Standards §§ 4.1.3(19)(a), 4.5, 4.33, Fig. 46. 

AA8 Install a ramp or platform lift in compliance with the Standards or establish a procedure for 
providing access to this area. Any procedure shall not require lifting or carrying persons 
with mobility impairments or require them to traverse unnecessary or extreme distances. 
Provide a wheelchair seating area with a minimum clear ground or floor space of 33 inches 
wide by 48 inches deep for forward or rear access, or 33 inches wide by 60 inches deep for 
side access. Standards §§ 4.33.5, 4.3.8, 4.8, 4.11, Fig. 46. 

AA9 Provide at least one wheelchair seating area within the jury box with a minimum clear 
ground or floor space of 30 inches wide by 48 inches deep for forward or rear access, or 30 
inches wide by 60 inches deep for side access. Ensure that wheelchair seating areas are an 
integral part of the fixed seating plan of the jury box and are located so as to provide people 
with physical disabilities with a line of sight comparable to those available for other 
members of the jury; and that wheelchair seating areas adjoin an accessible route that also 
serves as a means of egress in case of emergency. Standards §§ 4.1.3(19)(a), 4.5, 4.33, Fig. 
45. 

AAI0 Provide audio and audio-visual programs with captioning or in another format that provides 
equally effective communication for people who are deaf or hard of hearing. 28 C.F.R. 
§ 35.160. 
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Code Required Actions 

AL 1 Provide visual alarm devices in toilet rooms and any other general usage areas (e.g., 
meeting rooms), hallways, lobbies, and any other area for common use. Such devices shall 
be integrated into the facility alarm system and shall meet the requirements of the Standards 
for lamp type, color, pulse duration, intensity, and flash rate. Visual alarm appliances shall 
be placed 80 inches above the highest floor level within the space or 6 inches below the 
ceiling, whichever is lower. Visual alarm appliances shall be located such that no place in 
any room or space, including common corridors or hallways, required to have a visual alarm 
appliance shall be more than 50 feet from the signal. In large rooms and spaces exceeding 
100 feet across, without obstructions 6 feet above the finished floor, devices may be placed 
around the perimeter, spaced a maximum of 100 feet apart, in lieu of suspending appliances 
from the ceiling. Standards §§ 4.1.3(14), 4.28.3. 

ARI Provide at least one accessible route to each area, feature, or element described that, to the 
maximum extent feasible, coincides with the route for the general public. The accessible 
route must have a minimum clear width of 36 inches, or a minimum clear width of 42 inches 
if there is a turn around an obstruction less than 48 inches wide; have passing spaces at least 
60 inches by 60 inches at least every 200 feet; have a minimum clear headroom of 80 
inches; have a surface that is firm, stable, and slip resistant; have, in the absence of a curb 
ramp, ramp, elevator, or platform lift, no level changes in excess of ~ inch vertically; have 
no level changes greater than 1;4 inch vertically unless they are beveled with a slope no 
greater than 50%; and have a running slope no greater than 5% (or have been constructed as 
a fully accessible ramp) and a cross slope no greater than 2%. Standards §§ 4.1.3(1), 4.3, 
4.5, Fig. 7. 

AR2 Provide at least one accessible route to each area, feature, or element described. The 
accessible route must have a minimum clear width of 36 inches, or a minimum clear width 
of 42 inches if there is a turn around an obstruction less than 48 inches wide; have passing 
spaces at least 60 inches by 60 inches at least every 200 feet; have a minimum clear 
headroom of 80 inches; have a surface that is firm, stable, and slip resistant; have, in the 
absence of a curb ramp, ramp, elevator, or platform lift, no level changes in excess of Y2 
inch vertically; have no level changes greater than 1;4 inch vertically unless they are beveled 
with a slope no greater than 50%; and have a running slope no greater than 5% (or have 
been constructed as a fully accessible ramp) and a cross slope no greater than 2%. 
Standards §§ 4.1.3(1),4.3,4.5, Fig. 7. 

AR3 Provide an accessible route to each area, feature, or element described with a minimum 
clear width of 36 inches, except at doors, where the width may decrease to 32 inches. 
Standards §§ 4.1.3(1), 4.3.3, 4.13.5. 

AR4 Provide a curb ramp in each area or location described, which is located so that it does not 
project into the element described and all aspects of the ramp or curb cut comply with the 
Standards. Standards § § 4.1.2(1), 4.1.2(2), 4.3.8, 4.7.6. 

Attachment M to Settlement Agreement between the United States of America and Upshur County, Texas in 
DJ# 204-75-127 Page 4 of 33 



Code Required Actions 

AR5 Provide a curb ramp that is at least 36 inches wide, has a maximum slope of 8.33% a 
maximum cross slope of2% and a maximum gutter slope of 5%, is located so that it cannot 
be obstructed by parked vehicles, has transitions on and off that are flush and free of abrupt 
changes, and has a stable, firm, and slip-resistant surface with a detectable warning 
extending the full width and depth of the ramp. If the curb ramp is located where 
pedestrians must walk across it, provide either flared sides (with a maximum slope of 10%) 
or handrails or guardrails to protect against cross traffic. Standards §§ 4.1.2(1), 4.1.2(2), 
4.3.7,4.3.8,4.7, Fig. 12. 

AR6 Where gratings are provided on walking surfaces, provide gratings that have spaces no 
greater than 12 inch wide in one direction. If gratings have elongated openings, then they 
shall be placed so that the long dimension is perpendicular to the dominant direction of 
travel. Standards §§ 4.1.2(1), 4.5.4, Figs. 8(g), 8(h). 

AR 7 Provide an accessible route at this location with a minimum of 80 inches of clear head room 
throughout. If the vertical clearance is reduced to less than 80 inches at any point, provide a 
barrier. Standards §§ 4.1.3(2), 4.4.2, Fig. 8(c-l). 

AR8 Provide a circulation path at this location such that no objects have their leading edges 
protruding more than 4 inches into walks, halls, corridors, passageways, or aisles at a height 
between 27 inches and 80 inches above the finished floor or ground. Free-standing objects 
mounted on posts or pylons may overhang no more than 12 inches at a height between 27 
and 80 inches above the finished floor or ground. Providing a cane-detectable barrier is an 
acceptable solution. A protruding object (and cane-detectable barrier) shall not reduce the 
clear width of an accessible route or maneuvering space. Standards §§ 4.1.2(3), 4.4. 

AR9 Establish a procedure for providing access to programs in upper and lower levels of the 
facility or install ramps, platform lifts, or an elevator in compliance with the Standards. 
Any procedure shall not require lifting or carrying persons with mobility impairments or 
require them to traverse unnecessary or extreme distances. Standards §§ 4.33.5, 4.3.8, 4.8, 
4.11. 

AR 1 0 Provide stairs with closed risers, uniform tread width and riser height, a tread depth of at 
least 11 inches measured from riser to riser, and nosings, treads, and risers that otherwise 
comply fully with the Standards. Provide handrails on both sides of the stairs such that the 
inside handrail on switchbacks or doglegs is continuous. Ensure that handrails which do not 
continue beyond the top and bottom of the stairs extend at least 12 inches beyond the top 
riser and at least 12 inches plus the width of one tread beyond the bottom riser; that there is 
a clear space between the handrails and the wall of 112 inches; that handrail gripping 
surfaces are uninterrupted by newel posts, other construction elements, or obstructions; that 
handrails are mounted between 34 and 38 inches above stair nosings; and that the ends of 
the handrails are either rounded or returned smoothly to the floor, wall, or post; and the 
handrails do not rotate within their fittings. Standards §§ 4.1.3(4), 4.9. 
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Code Required Actions 

ARll Provide an accessible route to this element such that both the slope and cross slope are no 
more than 2% at the required 30 inch by 48 inch space directly in front ofthe element. 
Standards §§ 4.1.3(1), 4.2.4,4.3.7. 

B 1 Provide a bathtub that has a minimum clear floor space measuring at least 30 inches wide by 
60 inches long alongside the bathtub. An accessible lavatory may be provided within the 
clear space at the foot end of the tub (shower head side). Standards §§ 4.1.3(11),4.23.8, 
4.20.2. 

B2 Provide a bathtub that has a minimum clear floor space measuring at least 48 inches wide by 
60 inches long alongside the bathtub. An accessible lavatory may be provided within the 
clear space at the foot end of the tub (shower head side). Standards §§ 4.1.3(11),4.23.8, 
4.20.2. 

B3 Provide a bathtub with clear floor space measuring at least 30 inches wide by 75 inches long 
alongside the bathtub. Ensure that the seat is at least 15 inches wide, measured from the 
back wall to the front of the seat, and that it extends the full width of the tub. An accessible 
lavatory is permitted within the clear space at the foot end ofthe tub (shower head side). 
Standards §§ 4.1.3(11), 4.23.8, 4.20.2. 

B4 Provide a bathtub that has one horizontal grab bar at the foot of the tub that extends at least 
24 inches from the outer edge of the tub toward the back (long) wall of the tub; two parallel 
horizontal grab bars, each at least 24 inches long, located no more than 12 inches from the 
foot of the tub and 24 inches from the head ofthe tub (one bar should be mounted 9 inches 
above the rim of the tub and the other mounted between 33 and 36 inches above the 
bathroom floor); and one horizontal grab bar at least 12 inches long located on the wall at 
the head of the tub, towards the outside of the tub. Standards §§ 4.1.3(11),4.23.8,4.20.4, 
4.26, Fig. 34(a). 

B5 Provide a bathtub that has one horizontal grab bar at the foot of the tub that extends at least 
24 inches from the outer edge of the tub toward the back (long) wall of the tub; two parallel 
horizontal grab bars, each at least 48 inches long, located on the back (long) wall no more 
than 12 inches from the foot of the tub and 15 inches from the hea~ of the tub (one bar 
should be mounted 9 inches above the rim of the tub and the other should be mounted 
between 33 and 36 inches above the bathroom floor); and no grab bar at the head of the tub. 
Standards §§ 4.1.3(11), 4.23.8, 4.20.4, 4.26, Fig. 34(b). 
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Code Required Actions 

B6 Provide a bathtub that has the following: a transfer seat securely mounted such that it does 
not slip during use; clear floor space that complies with Fig. 33; controls mounted below the 
grab bar at the foot of the tub, which are operable with one hand, without tight grasping, 
pinching, or twisting of the wrist, and which require no more than 5 pounds of force to 
operate; an adjustable height shower spray unit mounted on a vertical bar with a hose at 
least 60 inches long that can be used both as a fixed shower head and as a hand-held 
shower; grab bars that comply with Fig. 34; and enclosures, if any, that do not obstruct 
bathtub controls or obstruct transfers from wheelchairs onto bathtub seats or into tubs and 
that do not have tracks mounted on their rims. Standards §§ 4.1.3(11), 4.23.8, 4.20, Figs. 
33,34. 

B7 Provide accessible entry into shower stalls that are exactly 36 inches wide and 36 inches 
deep such that any curb at the shower entrance is no higher than Y2 inch. Provide accessible 
entry into shower stalls that are at least 30 inches deep and 60 inches wide such that there is 
no curb or threshold at the shower entrance. Standards §§ 4.1.3(11), 4.21.7. 

B8 Provide a shower in this room that is exactly 36 inches wide and 36 inches deep with an L­
shaped shower seat mounted on the wall opposite the controls and extending the full depth 
of the stall, with a 48 inch long and 36 inch wide clear floor space alongside the shower 
opening which extends 12 inches beyond the shower wall on which the seat is mounted, 
enabling a parallel approach (Fig. 35(a», and with a curb no greater than Y2 inch OR a 
shower that is at least 30 inches deep and 60 inches wide with no curb or threshold and with 
a 36 inch deep and 60 inch wide clear floor space at the shower opening (Fig. 35(b». 
Ensure that the shower has grab bars, controls, a shower spray unit, and a seat, curb, and 
enclosure, if provided, that comply fully with the Standards and with Figs. 35, 36, and 37, as 
applicable. Standards §§ 4.1.3(11),4.21, Figs. 35, 36, 37. 

B9 Provide grab bars that extend 18 inches on the wall adjacent to the seat, with the closer end 
touching the control wall, and that extend the full length of the control wall, between 33 and 
36 inches high. Standards §§ 4.1.3(11), 4.21.4, Fig. 37. 

B 1 0 For shower stalls that are exactly 36 inches wide and 36 inches deep, provide a seat 
mounted between 17 and 19 inches high on the wall opposite the controls and extending the 
full depth of the stall. Standards §§ 4.1.3(11), 4.21.3. 

B 11 Provide a shower in this room that has a shower spray unit with a hose at least 60 inches 
long that can be used both as a fixed shower head and as a hand-held shower. In 
unmonitored facilities where vandalism is a consideration, a fixed shower head mounted at 
48 inches above the shower floor may be used in lieu of a hand-held shower head. 
Standards §§ 4.1.3(11), 4.21.6, Fig. 37. 
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Code Required Actions 

Cl Provide at least one accessible check-out aisle at least 36 inches wide (or 32 inches wide at 
any point not exceeding 24 inches in length) with maximum adjoining counter height of no 
more than 38 inches above the finished floor and a counter lip no more than 40 inches above 
the finished floor. Provide signage identifying accessible check-out aisles in the same 
location where the check-out number or type is displayed. Standards §§ 4.1.1(2), 7.3. 

C2 Provide accessible check-out aisles, as required in the following chart, at least 36 inches 
wide (or 32 inches wide at any point not exceeding 24 inches in length) with maximum 
adjoining counter height of no more than 38 inches above the finished floor and a counter 
lip no more than 40 inches above the finished floor. Provide signage identifying accessible 
check-out aisles in the same location where the check-out number or type is displayed. 
Standards §§ 4.1.2(2), 7.3. 

Total Check-out Aisles of Each Design Minimum Number of Accessible Check-out 
Aisles of Each Design 

1 to 4 1 

5 to 8 2 

9 to 15 3 

over 15 3, plus 20% of additional aisles 

C3 Provide a computer on a table or counter that has clear floor space that is 30 inches wide 
and 48 inches deep, knee clearance at least 27 inches high, 30 inches wide, and 19 inches 
deep, and a writing surface between 28 and 34 inches above the finished floor. Standards 
§ § 4.1.3(18), 4.2.4.1, 4.32. 

C4 Provide counters dispersed throughout the facility on accessible routes such that each 
counter has a portion at least 36 inches wide and no more than 36 inches above the finished 
floor. Standards §§ 4.1.1(2), 7.2(1), 4.1.3(1), 4.3. 

CS Provide a counter on an accessible route such that a portion of the counter is at least 36 
inches wide and no more than 36 inches above the finished floor. Standards §§ 4.1.1(2), 
7.2(1),4.1.3(1),4.3. 

C6 Provide a counter on an accessible route such that a portion of the counter is at least 36 
inches wide and no more than 36 inches above the finished floor, or provide an auxiliary 
counter with a maximum height of36 inches in close proximity to the main counter, or 
provide equivalent facilitation. Equivalent facilitation may be provided in the form of a 
folding shelf attached to the main counter, an auxiliary table nearby, a clip board made 
available to the public, or other effective means. Standards §§ 4.1.1(2),7.2(2),4.1.3(1),4.3. 

C7 Provide a counter on an accessible route with a speaker that is between 40 and 48 inches 
above the finished floor. 28 C.F.R. § 35.160(a). Standards § 4.2, Fig. A3. 
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Code Required Actions 

C8 Provide a counter no higher than 34 inches above the finished floor with clear floor space at 
least 30 inches by 48 inches. Standards §§ 4.2.4, 9.2.2(7). 

D 1 Provide a door with hardware, mounted no more than 48 inches above the finished floor, 
that is easy to grasp with one hand and does not require tight grasping, pinching, or twisting 
of the wrist to operate; and that requires no more than five pounds of force to operate. 
Lever-operated mechanisms, push-type mechanisms, and U -shaped handles are acceptable 
designs. Standards §§ 4.1.3(7), 4.13.9. 

D2 Provide a door that requires no more than 5 pounds of force to open. Standards §§ 4.1.3(7), 
4.13.11(2)(b). 

D3 Provide a door that has a minimum space between two hinged or pivoted doors of 48 inches 
plus the width of any door swinging into the space, with doors swinging in either the same 
direction or away from the space between the doors. Standards §§ 4.1.3(7),4.13.7, Fig. 26. 

D4 Provide a door that has at least one active leafwith a minimum 32 inch clear opening width, 
measured between the face of the door and the opposite stop, when the door is open 90 
degrees; that has either an automatic door operator or clear and level maneuvering clearance 
that complies fully with Fig. 25; and that has a threshold not exceeding Y2 inch in height 
and, if it is greater than ~ inch in height, beveled with a slope no greater than 50%. Ensure 
that all hardware and operating devices have shapes that are easy to grasp with one hand and 
do not require tight grasping, pinching, or twisting of the wrist to operate; require no more 
than five pounds of force to operate; and are mounted no higher than 48 inches above the 
finished floor. If a control must be operated to activate an automatic door opener, such 
control shall be located on an accessible route and shall be accompanied by a clear floor 
space that is 48 inches long by 30 inches wide. Standards §§ 4.1.3(7), 4.2.4.1, 4.13, Figs. 
24,25. 

D5 Provide a door that has at least one active leafwith a minimum 32 inch clear opening width 
with the door open 90 degrees, measured between the face of the door and the opposite stop; 
that has either an automatic door operator or clear and level maneuvering clearance that 
complies fully with Fig. 25; and that has a threshold not exceeding % inch in height and, if 
the threshold is greater than ~ inch in heIght, that the edge treatment of the threshold is 
beveled with a slope no greater than 50%. Ensure that all hardware and operating devices 
have shapes that are easy to grasp with one hand; do not require tight grasping, pinching, or 
twisting of the wrist; do not require more than 5 pounds of force to operate; and are 
mounted no higher than 48 inches above the finished floor. If a control must be operated to 
activate an automatic door opener, such control shall be located on an accessible route and 
shall be accompanied by a clear floor space that is 48 inches long by 30 inches wide. 
Standards §§ 4.1.3(7), 4.2.4.1, 4.13, Figs. 24, 25. 

D6 On the pull side of the door, provide maneuvering clearance at least 60 inches deep and 
provide a minimum of 18 inches (24 inches is preferred) of maneuvering clearance on the 
latch side of the door. Standards §§ 4.1.3(7),4.13.6, Fig. 25(a). 
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Code Required Actions 

D7 On the push side of the door, provide maneuvering clearance at least 48 inches deep and 
provide a minimum of 12 inches of maneuvering clearance on the latch side of the door, or 
remove the closer or the latch. Standards §§ 4.1.3(7),4.13.6, Fig. 25(a). 

D8 On the pull side of the door, provide a path of travel at least 60 inches wide when the 
approach is a side approach from the hinge side and there is a minimum of 36 inches to the 
latch side ofthe door, OR provide a path of travel between 54 inches and 59 inches wide 
when the approach is a side approach from the hinge side and there is a minimum of 42 
inches to the latch side of the door. Standards §§ 4.1.3(7), 4.13.6, Fig. 25(b). 

D9 On the push side of the door, provide a clear maneuvering space at least 54 inches wide, 
measured from the latch side, and at least 42 inches deep. Standards §§ 4.1.3(7), 4.13.6, 
Fig. 25(b). 

DI0 On the pull side of the door, provide a path of travel at least 48 inches wide for a side 
approach and at least 24 inches of clear maneuvering space adjacent to the latch side of the 
door. Standards §§ 4.1.3(7),4.13.6, Fig. 25(c). 

Dll On the push side of the door, provide a clear path oftravel for a side approach at least 42 
inches wide and at least 24 inches of clear maneuvering space adjacent to the latch side of 
the door. Standards §§ 4.1.3(7), 4.13.6, Fig. 25(c). 

D12 Provide accessible entrances to the building equal in number to 50% of the total number of 
entrances, and provide signage with the International Symbol of Accessibility at all 
accessible entrances and signage at all inaccessible entrances directing users to the 
accessible entrance(s). Standards §§ 4.1.3(8),4.13,4.30. 

D13 Provide a door so that the floor or ground area within the required clearances is level and 
clear or provide an automatic door opener. Ensure that all operating devices have shapes 
that are easy to grasp with one hand; do not require tight grasping, pinching, or twisting of 
the wrist; do not require more than 5 pounds of force to operate; and are mounted no higher 
than 48 inches above the finished floor on an accessible route and accompanied by a clear 
floor space that is 48 inches long by 30 inches wide. If a control must be operated to 
activate an automatic door opener, such control shall be located on an accessible route and 
shall be accompanied by a clear floor space that is 48 inches long by 30 inches wide. 
Standards §§ 4.1.3(7), 4.2.4.1, 4.13, Figs. 24, 25. 

D14 Provide a call button within accessible reach ranges at this entrance, ensure that the door 
will be unlocked promptly when the call button is used, and ensure that voice 
communication is not required to gain access. Standards §§ 4.1.3(8), 4.14.1. 

Dl5 Provide an accessible gate or door adjacent to the turnstile or revolving door designed so as 
to facilitate the same use pattern. Standards §§ 4.1.3(7), 4.13.2. 
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Code Required Actions 

D 16 Provide accessible directional signage at inaccessible entrances directing users to the 
accessible entrance, and provide accessible signage with the International Symbol of 
Accessibility at all permanent accessible entrances. Standards §§ 4.1.3(8)( d), 4.1.3( 16)(b), 
4.13,4.30. 

D 17 Provide a door with a clear opening at least 32 inches wide when measured from the face of 
the door to the opposite stop when the door is opened 90 degrees and with hardware usable 
with one hand and without tight grasping, pinching, or twisting of the wrist. Lever­
operated, push-type, and U-shaped handles are acceptable designs. Unless an automatic 
door operator is provided, there must be clear and level maneuvering clearances at the pull 
side and the push side of the door as indicated in Fig. 25. The door's threshold must be Y2 
inch or less in height and, if it is greater than 114 inch in height, beveled with a slope of no 
greater than 50%. If a door closer is provided, it must be set so that the sweep period of the 
door will, from an open position of 70 degrees, take 3 seconds to move to a point 3 inches 
from the latch, measured to the leading edge of the door. The door must not take more than 
5 pounds of force to open or close. Standards §§ 4.1.3(7), 4.13, Fig. 25. 

D 18 Provide a door with a clear opening at least 32 inches wide when measured from the face of 
the door to the opposite stop when the door is opened 90 degrees and with hardware usable 
with one hand and without tight grasping, pinching, or twisting of the wrist. Lever­
operated, push-type, and U-shaped handles are acceptable designs. Unless an automatic 
door operator is provided, there must be clear and level maneuvering clearances at the pull 
side and the push side of the door as indicated in Fig. 25. The door's threshold must be % 
inch or less in height and, if it is greater than Y4 inch in height, beveled with a slope of no 
greater than 50%. If a door closer is provided, it must be set so that the sweep period ofthe 
door will, from an open position of 70 degrees, take 3 seconds to move to a point 3 inches 
from the latch, measured to the leading edge ofthe door. The door must not take more than 
5 pounds of force to open or close. Standards §§ 4.1.3(7), 4.13, Fig. 25. 

D 19 Provide maneuvering clearance at least 48 inches deep at this door. Standards § § 4.1.3(7), 
4.13.6, Fig. 25(d). 

D20 Provide a clear path of travel for a side approach at least 42 inches wide and at least 24 
inches of clear maneuvering space adjacent to the latch side of the door. Standards 
§§ 4.1.3(7),4.13.6, Fig. 25(f). 

D21 Provide a clear maneuvering space at least 42 inches deep by 54 inches wide. Standards 
§§ 4.1.3(7), 4.13.6, Fig. 25(e). 

D22 Provide an accessible door with a threshold that is no more than Y4 inch high, or is between 
Y4 inch and Y2 inch high and is beveled with a slope no greater than 50%. Standards 
§§ 4.1.3(7), 4.13.8, 4.5.2. 
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Code Required Actions 

D23 Provide an accessible door with a threshold that is no more than l;4 inch high, or is between 
l;4 inch and % inch high and is beveled with a slope no greater than 50%. Standards 
§§ 4.1.3(7),4.13.8,4.5.2. 

D24 Provide a door at this location that has at least one active leaf with a clear opening at least 
32 inches wide when measured from the face of the door to the middle edge of the other 
door when one door is opened 90 degrees OR provide an automatic door opener that opens 
both doors simultaneously. If a control must be operated to activate an automatic door 
opener, such control shall be located on an accessible route and shall be accompanied by a 
clear floor space that is 48 inches long by 30 inches wide. Standards §§ 4.1.3(7), 4.2.4.1, 
4.13.4,4.13.5, Fig. 24. 

D25 Provide a door with a clear opening that is 32 inches wide, measured between the face of the 
door and the opposite stop, when the door open 90 degrees. Standards §§ 4.1.3(7), 4.13.5, 
Fig. 24. 

D26 Provide permanent room signage with upper case, sans serif or simple serif type letters and 
numerals, meeting the requirements of the Standards for character height, raised characters, 
finish and contrast, accompanied by Grade 2 Braille; mounted on the wall adjacent to the 
latch side of the door or on the nearest adjacent wall at a height of 60 inches above the 
finished floor to the centerline of the sign; and located so that a person may approach within 
3 inches of the signage without encountering protruding objects or standing within the 
swing ofa door. Standards §§ 4.1.2(7), 4.30.1, 4.30.4, 4.30.5, 4.30.6. 

D27 Provide a power operated swinging door that has two guide rails or walls that project from 
the face of the door jambs a distance of at least the width ofthe door on the outward swing 
side, or to at least the outside leading edge of the activating carpet less 5 inches; are a 
minimum of 30 inches high measured from the floor surface; have panels or dividers to 
inhibit access to the protected area; have a maximum of 6 inches of clearance between the 
rail and the door in the fully open position, or between the rail and the leading edge of the 
door at the point in its arc of travel where it is closest to the rail; and that have a 2 inch 
minimum clearance between the rail at the hinge side and the door in the fully open 
position. Free standing guide rails shall have a maximum dimension between the rail and 
the jamb (or other adjacent surface) of2 inches. Standard §4.13.12, ANSIIBHMA A 
156.10-1985. 
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Code Required Actions 

DF 1 Ensure that 50% of all drinking fountains on each floor (but at least 1) have a spout 
mounted at the front of the unit no higher than 36 inches (measured from the finished floor 
or ground surface to the spout outlet), which directs the water flow in a trajectory that is 
nearly parallel to the front of the unit, within 3 inches of the front edge of the fountain, and 
at least 4 inches high. Ensure that fountain controls are operable with one hand; require no 
more than 5 pounds of force to operate; do not require tight grasping, pinching, or twisting 
of the wrist; and are front-mounted or side-mounted near the front edge of the unit. 
Additionally, provide on each floor a drinking fountain that is accessible to people who 
have difficulty bending or stooping. This can be achieved by the use of a "hi-Io" fountain; 
by providing one fountain accessible to persons who use wheelchairs and one fountain at a 
standard height convenient for persons who have difficulty bending; by providing a fountain 
accessible to persons who use wheelchairs and a cup dispenser; or by such other means as 
would achieve the required accessibility for each group of people. Standards § § 4.1.3( 1 0), 
4.15,4.27.4, Fig. 27. 

DF2 Provide a drinking fountain with controls mounted on or near the unit's front edge that are 
operable with one hand, that require 5 pounds of force or less to operate, and that can be 
operated without tight grasping, pinching, or twisting of the wrist. Standards § § 4.1.3( 1 0), 
4.15.4,4.27.4. 

DF3 Provide a drinking fountain that is accessible to people who have difficulty bending or 
stooping. This can be accommodated by the use of a "hi-Io" fountain; by providing one 
fountain accessible to persons who use wheelchairs and one fountain at a standard height 
convenient for persons who have difficulty bending; by providing a fountain accessible to 
persons who use wheelchairs and a cup dispenser, or by such other means as would achieve 
the required accessibility for each group of people. Standards § 4.1.3(10)(a). 

DF4 Provide a drinking fountain with a clear floor space of at least 30 inches by 48 inches that 
allows a person in a wheelchair to make a parallel approach to the unit. Standards 
§§ 4.1.3(10), 4.15.5(2), 4.2.4, Figs. 27(c), (d). 

DF5 Provide a drinking fountain with clear knee space between the bottom of the apron and the 
finished floor or ground of at least 27 inches high, 30 inches wide, and 17 to 19 inches deep; 
and a minimum clear floor space of 30 inches by 48 inches to allow a person in a wheelchair 
to approach the unit facing forward. Standards §§ 4.1.3(10), 4.15.5(1), Figs. 27(a), (b). 

DF6 Provide a fountain with a spout no higher than 36 inches, measured from the finished floor 
or ground surface to the spout outlet, that otherwise complies with the Standards. Standards 
§§ 4.1.3(10), 4.15, 4.27.4, Fig. 27. 

DF7 Provide a drinking fountain that directs the water flow in a trajectory that is at least 4 inches 
high and no more than 3 inches from the front edge of the fountain. Standards §§ 4.1.3(10), 
4.15.3. 
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Code Required Actions 

El Provide a fully accessible passenger elevator that serves all public access areas of the 
facility. Standards §§ 4.1.3(5), 4.10. 

\~ I 

E2 Provide an elevator with a cab that is a minimum of 51 inches deep from the back wall of 
the cab to the control panel and 54 inches deep from the back wall of the cab to the face of 
the door; that, if the doors are centered on the wall, is at least 80 inches wide and, if the 
doors are located to one side of the wall, is at least 68 inches wide. Ensure that the door 
opening is at least 36 inches wide, and that floor surfaces are firm, stable, and slip-resistant. 
Standards §§ 4.1.3(5),4.10.9,4.10.10, Fig. 22. 

E3 Provide hall (lobby) call buttons with visual signals indicating when each call is registered 
and when each call is answered. Ensure that the call buttons are centered at 42 inches above 
the finished floor, a minimum of% inch in the smallest dimension, with the button 
designating the up direction on top; that the call buttons are raised or flush; and that objects 
mounted beneath hall call buttons do not project into the elevator lobby more than 4 inches. 
Standards §§ 4.1.3(5), 4.10.3, Fig. 20. 

E4 Provide car control buttons that are at least % inch in their smallest dimension and are raised 
or flush and that are designated by Braille and by raised standard alphabet characters for 
letters, arabic characters for numerals, or standard symbols. Ensure that the call button for 
the main entry floor is designated by a raised star at the left of the floor designation; that all 
raised designations for control buttons are placed immediately to the left of the buttons to 
which they apply; that floor buttons are provided with visual indicators to show when each 
call is registered and are extinguished when each call is answered; that all floor buttons are 
no higher than 54 inches above the finished floor for a side approach and no more than 48 
inches above the finished floor for a front approach; and that emergency controls, including 
the emergency alarm and emergency stop, are grouped at the bottom of the panel and have 
their centerlines no less than 35 inches above the finished floor. Standards §§ 4.1.3(5), 
4.10.12, Fig. 23. 

E5 Provide visual car position indicators above the car control panel or over the door which 
show the position of the elevator in the hoistway. Ensure that indicators emit an audible and 
visual signal as the car passes or stops at a floor served by the elevator, with the 
corresponding floor designation being illuminated; and that numerals are a minimum of Y2 
inch high. Standards §§ 4.1.3(5), 4.10.13. 
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Code Required Actions 

E6 Provide doors that open and close automatically with a reopening device that will stop and 
reopen the car door and hoistway door automatically if the door becomes obstructed by an 
object or person. Ensure that the device is capable of completing these operations without 
requiring contact for obstructions passing through the opening at heights of 5 inches and 29 
inches above the finished floor; that door reopening devices remain effective for at least 20 
seconds, after which the doors may close; that the minimum time from notification that a car 
is answering a call until the doors of that car start to close is 5 seconds; and that the 
minimum time for elevator doors to remain fully open in response to a car call is 3 seconds. 
Standards §§ 4.1.3(5),4.10.6,4.10.7,4.10.8, Figs. 20,21. 

E7 Provide an accessible elevator such that all of its elements, including automatic operation, 
call buttons, hall lanterns, hoistway signage, door opening, cab size, car controls, and 
emergency communications, comply with the Standards. Standards §§ 4.1.3(5), 4.10, Figs. 
20,22,23. 

E8 Provide a two-way communication system such that it does not require voice 
communication, the highest operable part is a maximum of 48 inches above the finished 
floor of the car, and it is identified by a raised symbol and lettering located adjacent to the 
device. If the system uses a handset, ensure that the length of the cord from the panel to the 
handset is at least 29 inches. If the system is located in a closed compartment, ensure that 
the compartment door hardware operates without tight grasping, pinching or twisting of the 
wrist. Standards §§ 4.1.3(5), 4.10.14. 

E9 Provide emergency controls, including the emergency alarm and emergency stop, grouped 
at the bottom of the panel with their centerlines no less than 35 inches above the finished 
floor. Standards §§ 4.1.3(5), 4.10.12, Fig. 23. 

E 1 0 Provide a clearance that does not exceed 1 Y4 inches. This can be achieved by replacing the 
sill or by otherwise modifying the conditions. Provide a self-leveling feature that 
automatically brings the car to floor landings within 'li inch. Standards §§ 4.1.3(5), 4.10.2, 
4.10.9. 

Ell Provide hall lanterns at each hoistway entrance that emit a visible and audible signal 
indicating which car is answering a call. Ensure that audible signals sound once for the up 
direction and twice for the down direction or have verbal annunciators that say "up" or 
"down;" and that visible signals are mounted so that their centerline is at least 72 inches 
above the lobby floor, they are at least 2Yz inches in the smallest dimension, and they are 
visible from the vicinity of the hall call button. Lanterns located in cars, visible from the 
vicinity of hall call buttons, and conforming to the above requirements, are acceptable. 
Standards § § 4.1.3(5), 4.10.4, Fig. 20. 

E12 Provide signage at hoistway entrances with raised and Braille floor designations on both 
jambs such that the centerline of the characters is 60 inches above the finished floor and the 
characters are 2 inches high. Standards §§ 4.1.3(5), 4.10.5, Fig. 20. 
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Code Required Actions 

G 1 The next time that golf carts are purchased, provide a reasonable number of accessible golf 
carts (but no fewer than one) to provide program accessibility to individuals with mobility 
disabilities. Additionally, establish and implement policies and procedures to ensure that 
accessible carts are available to persons with disabilities. These will include, for example, 
allowing persons with disabilities to reserve an accessible cart or use it without reservations; 
renting out the accessible golf cart to people without disabilities only when all other carts 
are in use; charging the same for the use of the accessible cart as for the use of others; and 
maintaining the accessible cart so it is operable and in good condition. Accessible carts may 
be used by golfers without disabilities when consistent with the policies set out above. 28 
C.F.R. § 35.149. 

L 1 Provide accessible cabinets, shelves, drawers, or towels that are located between 15 and 48 
inches above the finished floor for a front approach or between 9 and 54 inches above the 
finished floor for a side approach; and that have a clear floor space in front that is 30 inches 
wide by 48 inches deep. Standards §§ 9.2.2(4),4.25,4.27.4,4.2.5,4.2.6. 

L2 Provide an accessible closet with clear floor space in front that is 30 inches wide and 48 
inches deep and with hardware that is operable with one hand, does not require tight 
grasping, pinching, or twisting of the wrist to operate, and requires no more than 5 pounds 
of force to activate. Ensure that there are shelves located between 15 and 48 inches above 
the finished floor for a front approach or between 9 and 54 inches above the finished floor 
for a side approach. Ensure that clothes rods are located no higher than and 48 inches above 
the finished floor for a front approach or 54 inches above the finished floor for a side 
approach, or, if the clear floor space allows a parallel approach and the distance between a 
wheelchair and the clothes rod will exceed 10 inches, ensure that there is a maximum high 
side reach of 48 inches and a maximum distance from the user to the clothes rod of 21 
inches. Standards §§ 9.2.2(4),4.25,4.27.4,4.2.5,4.2.6, Fig. 38. 

L3 Provide this fixture with controls that are mounted between 15 and 48 inches above the 
finished floor for a front approach or between 9 and 54 inches above the finished floor for a 
side approach. Ensure that the controls are operable with one hand; do not require tight 
grasping, pinching, or twisting of the wrist to operate; and require no more than 5 pounds of 
force to activate. Standards §§ 9.2.2(5),4.1.3(13),4.27.3,4.27.4,4.2.5,4.2.6. 

L4 Provide accessible sleeping rooms in each class of sleeping room available to the general 
public based on amenities such as room size, view, number of beds, etc., and restrictions 
such as non smoking. Standards § 9.1.4. 
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Code Required Actions 

L5 Provide a shower in this room that is exactly 36 inches wide and 36 inches deep with a 48 
inch long and 36 inch wide clear floor space alongside the shower opening, and an L-shaped 
shower seat mounted on the wall opposite the controls and extending the full depth of the 
stall; OR a shower that is at least 30 inches deep and 60 inches wide with no curb or 
threshold and with a 36 inch deep and 60 inch wide clear floor space at the shower opening; 
OR a shower that is exactly 36 inches deep and at least 60 inches wide with no curb or 
threshold, with a minimum clear opening of 36 inches located on the long wall opposite the 
controls, and with a seat at least 24 inches wide and 16 inches deep. Ensure that the shower 
has grab bars, controls, a shower spray unit, a seat, and a curb and enclosure, if provided, 
that comply fully with the Standards and with Figs. 35, 36, 37, and 57, as applicable. 
Standards §§ 9.1.2,4.21, Figs. 35,36,37,57. 

L6 Provide accessible sleeping rooms as required in the following chart, ensuring that they are 
provided in each class of sleeping room available to the general public based on amenities 
such as room size, view, number of beds, etc., and restrictions such as non smoking. 
Standards § 9.1.2. 

Number of Rooms Wheelchair Additional Wheelchair Accessible Rooms with 
Accessible Rooms Roll-In Showers 

1 to 25 1 

26 to 50 2 

51 to 75 3 1 

76 to 100 4 1 

101 to 150 5 2 

151 to 200 6 2 

201 to 300 7 3 

301 to 400 8 4 

401 to 500 9 4 plus 1 for each additional 100 over 400 

501 to 1000 2% of total 

over 1000 20 plus 1 for each 
100 over 1000 

L7 Provide sleeping rooms, as required in the following chart, with auxiliary aid devices 
including visual alarms, notification devices, and telephones available for persons with 
hearing impairments. The number of rooms required to be hearing accessible includes the 
rooms that are required to be wheelchair accessible. Standards §§ 9.1.3, 9.1.4, 9.3. 
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Code Required Actions 

Number of Rooms Hearing Accessible Rooms 

I to 25 2 

26 to 50 4 

51 to 75 7 

76 to 100 9 

101 to 150 12 

151 to 200 14 

201 to 300 17 

301 to 400 20 

401 to 500 22 plus 1 for each additional 100 over 400 

501 to 1000 4% of total plus 1 for each 100 over 400 

over 1000 44 plus 3 for each 100 over 1000 

L8 Provide a minimum clear maneuvering width of 36 inches along both sides of the bed. 
Standards § 9.2.2(1). 

L9 Provide a minimum clear maneuvering width of 36 inches between the two beds. Standards 
§ 9.2.2(1). 

LlO Provide a designated accessible route to all spaces within accessible sleeping rooms. 
Standards § 9.2.2(2). 

Lll Provide an electrical outlet within 4 feet of the telephone to facilitate the use of a text 
telephone and provide a hearing aid compatible telephone fitted with a volume control 
device. Standards § 9.3.1. 

L12 For this room, provide a visual alarm connected to the building emergency alarm system. In 
the alternative, provide a standard 11 O-volt electrical receptacle into which such an alarm 
can be connected, a means by which a signal from the building emergency alarm system can 
trigger such an auxiliary alarm, a portable auxiliary alarm, and instructions for the use of the 
auxiliary alarm or receptacle. When visual alarms are in place, the signal shall be visible in 
all areas of the unit or room, including when interior doors are closed (generally, this 
requires a visual alarm in the sleeping quarters and a visual alarm in the bathroom). 
Standards §§ 4.1.3(14),4.28.4. 
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LBI As applicable, provide a card catalog and magazine displays with a minimum of 36 inches 
of clear width between units and with reach ranges of between 18 inches and 54 inches 
(maximum height of48 inches is preferred) above the finished floor. Standards § 8.4, Fig. 
55. 

LB2 Provide at least one accessible lane at each check out area such that the counter is on an 
accessible route at least 36 inches wide and it has a section at least 36 inches wide and no 
more than 36 inches above the finished floor. Standards §§ 8.3, 7.2(1). 

LB3 In each seating area, provide accessible seats, tables, or carrels equal in number to 5% of the 
total number available (or at least one, whichever is greater). Standards §§ 8.2,4.2,4.3, 
4.32. 

LB4 Provide accessible seats, tables, or carrels on an accessible route at least 36 inches wide. 
Ensure that the seats, tables, or carrels have clear floor space of 30 inches wide by 48 inches 
deep, knee clearance of at least 27 inches high by 30 inches wide by 19 inches deep, and a 
writing surface between 28 and 34 inches above the finished floor. Standards §§ 8.2, 
4.2.4.1,4.32. 

LB5 Provide at least 36 inches of clear width between all stacks and provide a clear width of 42 
inches between stacks where possible. Standards § 8.5, Fig. 56. 

LFI Provide a lift at this location that facilitates unassisted entry, operation, and exit from the 
lift. Standards §§ 4.1.3(5), 4.11.3. 

LF2 Provide a lift that is on an accessible route; has interior dimensions of at least 30 inches by 
48 inches; facilitates unassisted entry, operation, and exit; has a floor surface that is firm, 
stable, and slip-resistant, or, if carpeted, has a carpet with a pile that is no more than liz inch 
deep; has a change of level at the entrance that is no more than liz inch and beveled. Ensure 
that the lift has operating controls that are located between 15 and 48 inches above the floor 
for a front approach or between 9 and 54 inches above the floor for a side approach; that are 
usable with one hand, do not require tight grasping, pinching, or twisting of the wrist to 
operate, and require no more than 5 pounds of force to operate. Standards §§ 4.1.3(5),4.11. 

LRI Provide a 24 inch by 48 inch bench fixed to the wall along the bench's longer dimension. 
Ensure that the bench has sufficient structural strength and is mounted with its surface 
between 17 inches and 19 inches above the finished floor. Provide clear floor space 
alongside the bench to allow a person using a wheelchair to make a parallel transfer onto the 
bench. Standards §§ 4.1.3(21), 4.35.4, 4.26.3. 
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LR2 Provide at least one accessible dressing or fitting room in this area on an accessible route 
with accessible signage indicating its location. Ensure that accessible dressing or fitting 
rooms fitted with swinging or sliding doors contain sufficient clear floor space to allow a 
person using a wheelchair to make a 180-degree tum inside the room and that no door 
swings into any part of the turning space. Ensure that private accessible dressing or fitting 
rooms fitted with curtained openings at least 32 inches wide contain either a clear space of 
60 inches in diameter, or a "T" shaped turning space that complies with Fig. 3(b). Provide a 
bench 24 inches by 48 inches fixed to the wall along the longer dimension and mounted 
between 17 and 19 inches above the finished floor to the top of the bench. If mirrors are 
provided in dressing rooms of the same use, provide one full-length mirror, measuring at 
least 18 inches wide by 54 inches high, mounted in a position affording a view to a person 
on the bench as well as to a person in a standing position. Standards §§ 4.1.3(21),4.35, 
4.30,4.26.3,4.2,4.3, Fig. 3. 

LR3 Provide at least one accessible locker with accessible controls, reach ranges, storage space, 
and clear floor space. Standards §§ 4.1.3(12)(a), 4.2.5, 4.2.6, 4.25, 4.27. 

LR4 Provide accessible locker rooms such that all of the rooms' elements, including signage, 
door, door hardware, clear floor space, water closet, stall size and arrangement, stall door, 
urinal (if provided), grab bars, lavatory, mirror, shower, bench, locker, controls, and 
dispensers, comply with the Standards. Standards §§ 4.13, 4.16, 4.17, 4.18, 4.19, 4.21, 4.23, 
4.25,4.26,4.27,4.30,4.35, Fig. 30. 

Ml Maintain this feature in operable working condition. 28 C.F.R. § 35.133. 

M2 Maintain this feature in such a way that people with disabilities are given an equal 
opportunity to participate in or benefit from the aid, benefit, or service provided. 28 C.F .R. 
§ 35.130. 

PI At each standard accessible parking space, provide an access aisle that is at least 60 inches 
wide. At each van accessible parking space, provide an access aisle that is at least 96 inches 
wide. Ensure that all access aisles are flat and level, with slopes and cross-slopes not 
exceeding 2% in all directions, and that access aisle surfaces are firm, stable, and slip-
resistant. Standards §§ 4.1.2(5), 4.6.3, Fig. 9. 

P2 Provide dispersed accessible parking such that some accessible parking spaces serve each of 
the accessible facility entrances. Standards §§ 4.1.2(5)(a), 4.1.2(5)(b), 4.6.2. 
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P3 On the shortest accessible route to the accessible entrance, provide accessible parking 
designated as reserved for people with disabilities, including van accessible spaces and 
standard spaces, as required in the following chart. Ensure that standard accessible spaces 
are a minimum of 96 inches wide and served by access aisles at least 60 inches wid~. 
Ensure that van accessible spaces are a minimum of 96 inches wide and served by access 
aisles at least 96 inches wide. Alternatively, ensure that all designated accessible spaces are 
a minimum of 132 inches wide and all access aisles are a minimum of 60 inches wide, in 
which case designated van spaces are not required. At all spaces designated as reserved for 
persons with disabilities, provide vertical signs with the International Symbol of 
Accessibility located such that they cannot be obstructed by parked vehicles. At van 
accessible spaces, provide an additional "Van-Accessible" sign located below the 
International Symbol of Accessibility. Ensure that all spaces and access aisles for persons 
with disabilities are flat and level, with slopes and cross-slopes not exceeding 2% in all 
directions, and that their surfaces are firm, stable, and slip-resistant. If the parking facility 
does not serve a particular building or facility, provide accessible parking on the shortest 
accessible route to an accessible pedestrian entrance of the parking facility. If the parking 
facility serves a building with multiple accessible entrances or multiple buildings or 
facilities, provide dispersed parking spaces located on an accessible route closest to the 
accessible entrances. If the parking facility is a parking garage or otherwise has limitations 
on vertical clearances, provide minimum vertical clearance of 98 inches at the van 
accessible parking spaces and along at least one vehicle access route to such spaces from 
site entrances and exits. Standards §§ 4.1.2(5),4.6,4.30.7(1), A4.6.3. 

Total Spaces in Lot Total Accessible Spaces Van Accessible Spaces 
(Including Van Accessible) 

1 to 25 1 1 

26 to 50 2 1 

51 to 75 3 1 

76 to 100 4 1 

101 to 150 5 1 

151 to 200 6 1 

201 to 300 7 1 

301 to 400 8 1 

401 to 500 9 2 

501 to 1000 2% of total 1 in every 8 accessible spaces 
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over 1000 20 plus 1 for each 100 over 1 in every 8 accessible spaces 
1000 

P4 Provide a passenger loading zone on an accessible route such that the loading zone has a 
vertical clearance of at least 114 inches, has an access aisle at least 60 inches wide and 20 
feet long adjacent and parallel to the vehicle pull-up space, and has a surface that is firm, 
stable, slip-resistant, and level with no more than a 2% slope in all directions. Standards 
§§ 4.1.2(S)(c), 4.6.6. 

PS Provide fully accessible parking that is located on the shortest accessible route to an 
accessible pedestrian entrance to the facility. Standards §§ 4.1.2(S)(a), 4.1.2(S)(b), 4.6.2. 

P6 At all spaces designated as reserved for persons with disabilities, provide vertical signs with 
the International Symbol of Accessibility located such that they cannot be obstructed by 
vehicles parked in the spaces. At van accessible spaces, provide an additional "Van-
Accessible" sign located below the International Symbol of Accessibility. Standards 
§§ 4.1.2(S), 4.6.4, 4.30.7(1). 

P7 Provide designated accessible parking spaces and access aisles that are flat and level, with 
slopes and cross-slopes not exceeding 2% in all directions, with surfaces that are firm, 
stable, and slip-resistant. Standards §§ 4.1.2(S), 4.3.6, 4.S.1, 4.6.3. 

P8 Provide designated accessible parking spaces that are a minimum of 96 inches wide and 
served by access aisles at least 60 inches wide. Provide van accessible spaces that are a 
minimum of 96 inches wide and served by access aisles at least 96 inches wide. 
Alternatively, ensure that all designated accessible spaces are a minimum of 132 inches 
wide and all access aisles are a minimum of 60 inches wide, in which case designated van 
spaces are not required. Standards §§ 4.1.2(S), 4.6.3, A4.6.3, Figs. 9, AS. 

P9 Provide a minimum vertical clearance of 98 inches at designated van accessible parking 
spaces and along at least one vehicle access route to such spaces from site entrances and 
exits. Standards §§ 4.1.2(S)(b), 4.6.S. 

PD1 Provide access to all dining areas, including raised or sunken dining areas, loggias, and 
outdoor seating areas. Standards § S.4. 

PD2 Provide a portion of the main counter on an accessible route such that the counter is 60 
inches minimum in length and between 28 and 34 inches in height, or provide service at 
accessible tables within the same area of the facility. Standards § S.2. 

PD3 Provide sufficient accessible tables so that S% of them (but no fewer than one) are available 
for use by people with mobility disabilities. Each accessible table must be on an accessible 
route, must have knee space at the table at least 27 inches high, 30 inches wide, and 19 
inches deep, and must have a table top between 28 inches and 34 inches above the floor. 
Ensure that the tables are distributed throughout the facility. Standards §§ 4.1.3(18), 4.32.3, 
4.32.4, S.1. 
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Code Required Actions 

PD4 Provide accessible tables distributed among all sections of the facility. Standards § 5.1. 

PD5 Provide accessible food service lines with a minimum clear width of 36 inches (42 inches is 
preferred to allow passage around a person using a wheelchair) and with tray slides mounted 
no higher than 34 inches above the finished floor. Standards §§ 5.5,4.2.5,4.2.6, Fig. 53. 

PD6 Provide sufficient accessible picnic tables so that 5% ofthem (but no fewer than one) are 
available for use by people with mobility disabilities. Each accessible picnic table must be 
on an accessible route, must have knee space at the table at least 27 inches high, 30 inches 
wide, and 19 inches deep, and must have a table top between 28 inches and 34 inches above 
the ground. Standards §§ 4.1.3(18), 4.32.3, 4.32.4. 

PD7 Provide access aisles that are at least 36 inches wide between parallel edges oftables or 
between walls and table edges. Standards § 5.3. 

PD8 Provide tableware and condiment dispensers located between 15 and 48 inches above the 
finished floor for a front approach or between 9 and 54 inches above the finished floor for a 
side approach. Standards §§ 5.6,4.2.5,4.2.6, Fig. 54. 

PG1 Ensure program access by providing play equipment that is on an accessible route and that 
has an appropriate transfer platform/system to enable children who use wheelchairs to have 
an equal opportunity to use and enjoy the playground. 28 C.F.R. § 35.149. Informative 
guidance on accessible play equipment and impact resistant play area surfaces is available at 
http://www.access-board.gov/play/. 

PJ1 Provide at least one accessible cell such that all of the cell's elements, including door, clear 
floor space, water closet, grab bars, lavatory, mirror, bed, controls, and dispensers, comply 
with the Standards. Standards §§ 4.1.3(7), 4.1.3(11), 4.13, 4.16, 4.19, 4.26, 4.27, 9.2.2, 
Figs. 28, 29. 

PJ2 Provide an accessible cafeteria such that all of its elements, including accessible route, 
doors, counters, food service lines, tableware and condiments areas, and at least 5 percent of 
the seating and tables (but not less than 1), comply with the Standards. Standards 
§§ 4.1.3(1), 4.1.3(7), 4.1.3(18), 4.3, 4.13, 4.27, 4.32,5.2,5.5,5.6. 

PB Provide one or more accessible classrooms such that all of its or their elements, including 
accessible route, doors, and at least 5 percent of the seating and tables (but not less than 1), 
comply with the Standards. Ensure that classes are scheduled in a manner that ensures 
persons with disabilities can attend any available classes in an accessible classroom. 
Standards §§ 4.1.3(1), 4.1.3(7), 4.1.3(18), 4.3, 4.13, 4.32. 
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PJ4 In each security and classification level provided in the facility, provide rooms or cells equal 
in number to 5 percent of the total number of rooms or cells in that security and 
classification level (but not less than one) such that all room or cell elements, including 
door, clear floor space, mirror, bed, controls, and dispensers, comply with the Standards, 
and such that a fully accessible shower room and a toilet room or toilet unit is provided on 
an accessible route convenient to that room or cell. Standards §§ 4.1.3(1),4.1.3(7), 
4.1.3(11),4.3,4.13,4.16,4.19,4.21,4.23,4.26,4.27, 9.1.4, 9.2.2. 

PJ5 Provide a room within the medical unit such that all elements, including door, clear floor 
space, bed, controls, and dispensers, comply with the Standards, and such that a fully 
accessible shower room and toilet room is provided on an accessible route convenient to 
that room. Standards §§ 4.l.3(1), 4.1.3(7), 4.l.3(11), 4.3, 4.13, 4.16, 4.19, 4.21, 4.23, 4.26, 
4.27,9.2.2. 

PJ6 Provide at least one accessible TTY for use by detainees and inmates. If the TTY is a 
portable unit, adopt policies and procedures to ensure that access afforded to the TTY for 
detainees and inmates with disabilities is equal to the access afforded to inmates who use 
the standard telephone. In addition, where detainee and inmate telephone calls are time­
limited, adopt policies permitting detainees and inmates with disabilities who use TTY's a 
longer period oftime to make those calls, due to the slower nature of TTY communications 
compared with voice communications. 28 C.F.R. § 35.160(a); Standards §§ 4.1.3(17)(c), 
4.30.7(3),4.31.9. 

P17 Provide a visitation or other such area such that all of the area's elements, including seating, 
counter, accessible route to and within the area, entrance, signage, telephone, etc., comply 
with the Standards. Standards §§ 4.l.3, 4.2, 4.3, 4.4, 4.5, 4.13, 4.14, 4.30, 4.31, 4.32. 

PO 1 Ensure program access to aquatic programs by providing a lift or sloped entry into each type 
of pool (e.g., lap pool, kiddie pool, etc.) within the facility. 28 C.F.R. § 35.149. 
Informative guidance on swimming pool accessibility is available at http://www.access­
board.gov Irecreation. 

Rl Provide edge protection at least 2 inches high at the drop off sides. Standards §§ 4.1.2(1), 
4.1.2(2),4.3.8,4.8.7. 

R2 Provide handrails that are between 11,14 inches and 112 inches in diameter such that the inside 
handrail is continuous and both handrails have a continuous gripping surface along both 
sides of the ramp extending at least 12 inches beyond the top and bottom ofthe ramp 
parallel with the ground surface; the handrails do not rotate within their fittings; and both 
handrails are mounted between 34 inches and 38 inches above the ramp surface and 112 
inches from the wall, with ends rounded or returned smoothly to the floor, wall, or post. 
Standards §§ 4.1.2(1),4.1.2(2),4.3.8,4.8.5. 
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R3 Provide a ramp that is at least 36 inches wide with a slope not exceeding 8.33% and a cross 
slope not exceeding 2%; with level landings at least as wide as the ramp and 60 inches long 
at the top and bottom of the ramp; with level landings measuring at least 60 inches by 60 
inches when the ramp changes direction; with no level changes in excess of Y2 inch 
vertically and no level changes greater than ~ inch vertically unless they are beveled with a 
slope no greater than 50%; and with edge protection that is at least 2 inches high at the drop 
off sides. Ensure that the ramp has a horizontal projection of no more than 30 feet if the 
slope is between 6.26% and 8.33% and no more than 40 feet if the slope is between 5% and 
6.26%. Provide handrails that are between 1 ~ inches and 1 Y2 inches in diameter such that 
the inside handrail is continuous and both handrails have a continuous gripping surface 
along both sides ofthe ramp extending at least 12 inches beyond the top and bottom of the 
ramp parallel with the ground surface; the handrails do not rotate within their fittings; and 
both handrails are mounted between 34 inches and 38 inches above the ramp surface and 1 Y2 
inches from the wall, with ends rounded or returned smoothly to the floor, wall, or post. 
Ensure that the ramp and approaches are designed so that water will not accumulate on 
walking surfaces. Standards §§ 4.1.2(1), 4.1.2(2), 4.3.8, 4.8. 

R4 Provide handrails that are between 1 ~ inches and 1 Y2 inches in diameter with a continuous 
gripping surface along both sides of the ramp, extending at least 12 inches beyond the top 
and bottom of the ramp parallel with the ground surface. Ensure that handrails are mounted 
between 34 inches and 38 inches above the ramp surface and 1 Y2 inches from the wall, with 
ends rounded or returned smoothly to the floor, wall, or post, and that they do not rotate 
within their fittings. Standards §§ 4.1.2(1), 4.1.2(2), 4.8.5. 

R5 Provide a ramp that is at least 36 inches wide with a slope not exceeding 8.33% and a cross 
slope not exceeding 2%; with level landings at least as wide as the ramp and 60 inches long 
at the top and bottom of the ramp; with no level changes in excess of Y2 inch vertically and 
no level changes greater than l;4 inch vertically unless they are beveled with a slope no 
greater than 50%; and with edge protection at least 2 inches high at the drop off sides. 
Provide handrails that are between 1l;4 inches and 1 Y2 inches in diameter with a continuous 
gripping surface along both sides of the ramp, extending at least 12 inches beyond the top 
and bottom of the ramp parallel with the ground surface. Ensure that handrails are mounted 
between 34 inches and 38 inches above the ramp surface and 11'2 inches from the wall, with 
ends rounded or returned smoothly to the floor, wall, or post, and that they do not rotate 
within their fittings. Ensure that the ramp and approaches are designed so that water will 
not accumulate on walking surfaces. Standards §§ 4.1.2(1), 4.1.2(2), 4.3.8, 4.8. 

S 1 Provide a shelf and hook that comply with Fig. 5 for a forward reach or with Fig. 6 for a 
side reach and that are accompanied by clear floor space of 30 inches by 48 inches that 
allows a forward or parallel approach, respectively, by a person using a wheelchair. 
Standards §§ 4.1.3(12), 4.25.2, 4.25.3, 4.2.5, 4.2.6. 

Attachment M to Settlement Agreement between the United States of America and Upshur County, Texas in 
DJ# 204-75-127 Page 25 of 33 



)5~ 

Code Required Actions 

S2 Provide a sink mounted with the counter or rim no higher than 34 inches; with knee 
clearance at least 27 inches high, 30 inches wide, and 19 inches deep; with clear floor space 
at least 30 inches by 48 inches; with hot water and drain pipes insulated or otherwise 
configured to protect against contact; and with faucets that require no more than 5 pounds of 
force to operate and that are operable with one hand and do not require tight grasping, 
pinching, or twisting of the wrist to operate. Standards § 4.24. 

STI Provide at least one stall that is exactly 36 inches wide with a toilet centerline 18 inches 
from each wall or partition, an outward swinging, self-closing door, parallel grab bars 
complying with Fig. 30( d), and a toilet complying with Standards § 4.16. Standards 
§§ 4.1.3(11), 4.16, 4.22.4, 4.26, Fig. 30(d). 

ST2 Provide a flush control mounted on the "open" side of the toilet's clear floor space; 44 
inches or less above the finished floor; and requiring a maximum of 5 pounds of force to 
operate; or provide an automatic flush device. Standards §§ 4.1.3(11), 4.22.4, 4.16.5, 
4.17.2,4.27.4. 

ST3 Provide a rear grab bar that is at least 36 inches in overall length, with the closer end no 
more than 6 inches from the side wall; mounted 33 to 36 inches above the finished floor; 
with a diameter between 1 I;4 and 1 Yz inches; with 1 Yz inches between the grab bar and the 
wall; and at least 1 Yz inches between the grab bar and any object beside or below it and at 
least 18 inches between the grab bar and any object above it. Standards §§ 4.1.3(11), 
4.22.4, 4.17.6, 4.26.2, Figs. 30, 39. 

ST4 Provide a rear grab bar that is at least 36 inches in overall length with the closer end no 
more than 6 inches from the side wall. Standards §§ 4.1.3(11), 4.22.4, 4.17.6, Fig. 30. 

ST5 Provide a rear grab bar that has at least 1 Yz inches between the grab bar and any object 
beside or below it and at least 18 inches between the grab bar and any object above it. 
Standards §§ 4.1.3(11), 4.22.4, 4.17.6, 4.26.2, Fig. 39. 

ST6 Provide a side grab bar that is at least 40 inches in overall length, with the far end mounted 
at least 52 inches from the rear wall and the closer end 12 inches or less from the rear wall; 
mounted 33 to 36 inches above the finished floor; with a diameter between 1 I;4 and 1 Yz 
inches; with 1 Yz inches between the grab bar and the wall; and at least 1'l2 inches between 
the grab bar and any object beside or below it and at least 18 inches between the grab bar 
and any object above it. Provide a toilet paper dispenser that is mounted no more than 36 
inches from the rear wall, with its top at least 1 Yz inches under the side grab bar, and 
centered at least 19 inches above the finished floor. Standards §§ 4.1.3( 11),4.22.4, 4.17.6, 
4.26.2, Figs. 30(a), (d), 39. 
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ST7 Provide a side grab bar that is at least 40 inches in overall length, with the far end mounted 
at least 52 inches from the rear wall, with the closer end 12 inches or less from the rear wall, 
and with at least 1 Y2 inches between the grab bar and any object beside or below it and at 
least 18 inches between the grab bar and any object above it. Standards §§ 4.1.3(11), 
4.22.4,4.17.6, Figs. 30(a), (d). 

ST8 Provide a side grab bar that has at least 1 Y2 inches between the grab bar and any object 
beside or below it and at least 18 inches between the grab bar and any object above it. 
Provide a toilet paper dispenser that is mounted no more than 36 inches from the rear wall, 
with its top at least 1 Y2 inches under the side grab bar, and centered at least 19 inches above 
the finished floor. Standards §§ 4.1.3(11), 4.22.4, 4.17.6, 4.26.2, Fig. 39. 

ST9 Provide a side grab bar that has at least 1 Y2 inches between the grab bar and any object 
beside or below it and at least 18 inches between the grab bar and any object above it. 
Standards §§ 4.1.3(11), 4.22.4, 4.17.6, 4.26.2, Fig. 39. 

STI0 Provide grab bars that have a diameter between 1 I;4 and 1 Y2 inches. Standards §§ 4.1.3(11), 
4.22.4, 4.17.6, 4.26.2. 

ST11 Provide a rear grab bar that is at least 36 inches in overall length, with the closer end no 
more than 6 inches from the side wall, and a side grab bar that is at least 40 inches in overall 
length, with the far end mounted at least 54 inches from the rear wall and the closer end 12 
inches or less from the rear wall. Ensure that the grab bars are mounted 33 to 36 inches 
above the finished floor; with a diameter between 1 I;4 and 112 inches; with 112 inches 
between the grab bar and the wall; and at least 1 Y2 inches between the grab bar and any 
object beside or below it and at least 18 inches between the grab bar and any object above it. 
Standards §§ 4.1.3(11), 4.22.4, 4.17.6, 4.26.2, Figs. 30, 39. 

ST12 Provide grab bars that are mounted between 33 and 36 inches above the finished floor. 
Standards §§ 4.1.3(11), 4.22.4, 4.17.6, Fig. 30. 

ST13 Provide grab bars such that there is 1 Y2 inches between the grab bar and the wall on which it 
is mounted. Standards §§ 4.1.3(11), 4.22.4, 4.17.6, 4.26.2, Fig. 39. 

ST14 Provide an accessible toilet room such that all of the room's elements, including signage, 
door, door hardware, clear floor space, water closet, stall size and arrangement, stall door, 
urinal (if provided), grab bars, lavatory, mirror, controls, and dispensers, comply with the 
Standards. Standards §§ 4.1.3(11), 4.13, 4.16, 4.17, 4.18, 4.19, 4.26, 4.27, 4.30, Fig. 30. 

ST15 Provide a "standard" accessible toilet stall at least 60 inches wide and at least 59 inches 
deep (or at least 56 inches deep with a wall-mounted toilet) such that all of the stall's 
elements, including stall door, stall door hardware, water closet, size and arrangement, toe 
clearances, grab bars, controls, and dispensers, comply with the Standards. Standards 
§§ 4.1.3(11), 4.22.4, 4.22.7, 4.13, 4.16, 4.17, 4.26, 4.27, Fig. 30. 
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ST16 Provide a toilet stall that is at least 60 inches wide and at least 56 inches deep for a wall-
mounted toilet or at least 59 inches deep for a floor-mounted toilet, such that the centerline 
of the toilet is exactly 18 inches from the near side wall or partition, and there is at least 9 
inches of toe clearance above the floor at the front partition if the stall is no more than 60 
inches deep. Standards §§ 4.1.3(11),4.22.4,4.17, Fig. 30. 

ST17 Provide a toilet with its centerline 18 inches from the near side wall. Standards 
§§ 4.1.3(11), 4.22.4, 4.17.3, Fig. 30. 

ST18 Provide clear floor space at the toilet that complies with Fig. 30. Standards §§ 4.1.3(11), 
4.22.4,4.17.3, Fig. 30. 

ST19 Provide a toilet paper dispenser that is mounted with its top at least 1 Y2 inches under the side 
grab bar and 36 inches or less from the rear wall and is centered at least 19 inches above the 
finished floor. Standards §§ 4.1.3(11), 4.22.4, 4.17.3, Fig. 30(d). 

ST20 Provide a toilet such that the top of the seat is 17 to 19 inches above the finished floor. 
Standards §§ 4.1.3(11),4.22.4,4.16.3,4.17.2, Fig. 30(d). 

ST21 Provide grab bars with the specified structural strength to safely support a person with a 
disability who is using them. Standards §§ 4.1.3(11), 4.22.4, 4.17.6, 4.26.3. 

SUI Provide a flush control mounted on the "open" side of the toilet's clear floor space; 44 
inches or less above the finished floor; and requiring a maximum of 5 pounds of force to 
operate; or provide an automatic flush device. Standards §§ 4.1.3(11),4.22.4,4.16.5, 
4.27.4. 

SU2 Provide a rear grab bar that is at least 36 inches in overall length, with the closer end no 
more than 6 inches from the side wall; mounted 33 to 36 inches above the finished floor; 
with a diameter between 1'l4 and 1 Y2 inches; with 1 Y2 inches between the grab bar and the 
wall; and at least 1 Y2 inches between the grab bar and any object beside or below it and at 
least 18 inches between the grab bar and any other object above it. Standards §§ 4.1.3(11), 
4.22.4,4.16.4,4.26.2, Figs. 29, 39. 

SU3 Provide a rear grab bar that is at least 36 inches in overall length with the closer end no 
more than 6 inches from the side wall. Standards §§ 4.1.3(11), 4.22.4, 4.16.4, Fig. 29. 

SU4 Provide a rear grab bar that has at least 1 Y2 inches between the grab bar and any object 
beside or below it and at least 18 inches between the grab bar and any object above it. 
Standards §§ 4.1.3(11), 4.22.4, 4.16.4, 4.26.2, Fig. 39. 
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SU5 Provide a side grab bar that is at least 42 inches in overall length, with the far end mounted 
at least 54 inches from the rear wall and the closer end 12 inches or less from the rear wall; 
mounted 33 to 36 inches above the finished floor; with a diameter between 1 Y4 and 1 Yz 
inches; with 1 Yz inches between the grab bar and the wall; and at least 1 Yz inches between 
the grab bar and any object beside or below it and at least 18 inches between the grab bar 
and any object above it. Provide a toilet paper dispenser that is mounted within reach, with 
its top at least 1 Yz inches under the side grab bar, and centered at least 19 inches above the 
finished floor. Standards §§ 4.1.3(11),4.22.4,4.16.4,4.16.6,4.26.2, Figs. 29, 39. 

SU6 Provide a side grab bar that is at least 42 inches in overall length, with the far end mounted 
at least 54 inches from the rear wall, with the closer end mounted 12 inches or less from the 
rear wall, and with at least 1 Yz inches between the grab bar and any object beside or below it 
and at least 18 inches between the grab bar and any object above it. Standards §§ 4.1.3(11), 
4.22.4, 4.16.4, Fig. 29(b). 

SU7 Provide a side grab bar that has at least 1 Yz inches between the grab bar and any object 
beside or below it and at least 18 inches between the grab bar and any object above it. 
Provide a toilet paper dispenser that is mounted within reach, with its top at least 1 Yz inches 
under the side grab bar, and centered at least 19 inches above the finished floor. Standards 
§§ 4.1.3(11), 4.22.4, 4.16.4, 4.16.6, 4.26.2, Fig. 39. 

SU8 Provide a side grab bar that has at least 1 Yz inches between the grab bar and any object 
beside or below it and at least 18 inches between the grab bar and any object above it. 
Standards §§ 4.1.3(11), 4.22.4, 4.16.4, 4.26.2, Fig. 39. 

SU9 Provide grab bars that have a diameter between 1 Y4 and 1 Yz inches. Standards §§ 4.1.3(11), 
4.22.4, 4.16.4, 4.26.2. 

SUlO Provide a rear grab bar that is at least 36 inches in overall length, with the closer end no 
more than 6 inches from the side wall, and a side grab bar that is at least 42 inches in overall 
length, with the far end mounted at least 54 inches from the rear wall and the closer end 12 
inches or less from the rear wall. Ensure that the grab bars are mounted 33 to 36 inches 
above the finished floor; with a diameter between 1 Y4 and 1 Yz inches; with 1 Yz inches 
between the grab bars and the wall; and at least 1 Yz inches between the grab bars and any 
object beside or below it and at least 18 inches between the grab bar and any object above it. 
Standards §§ 4.1.3(11), 4.22.4, 4.16.4, 4.26.2, Figs. 29, 39. 

SUll Provide grab bars that are mounted between 33 and 36 inches above the finished floor. 
Standards §§ 4.1.3(11),4.22.4,4.16.4, Fig. 29. 

SU12 Provide grab bars such that there is 1 Yz inches between the grab bar and the wall on which it 
is mounted. Standards §§ 4.1.3(11), 4.22.4, 4.16.4, 4.26.2, Fig. 39. 
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SU13 Provide an accessible toilet room such that all of the room's elements, including signage, 
door, door hardware, clear floor space, water closet, urinal (if provided), grab bars, lavatory, 
mirror, controls, and dispensers, comply with the Standards. Standards §§ 4.1.3(11), 4.22, 
4.13,4.16,4.18,4.19,4.26,4.27,4.30, Figs. 28, 29. 

SU14 Provide a toilet with a centerline that is 18 inches from the near side wall; a seat with the top 
between 17 and 19 inches above the finished floor; clear floor space at the toilet that 
complies with Fig. 28; and a flush control mounted on the "open" side of the toilet's clear 
floor space. Standards §§ 4.1.3(11), 4.22.4, 4.16.2, 4.16.3, 4.16.5, Figs. 28, 29. 

SU15 Provide a toilet with its centerline 18 inches from the near side wall. Standards 
§§ 4.1.3(11), 4.22.4, 4.16.2, Fig. 28. 

SU16 Provide clear floor space at the toilet that complies with Fig. 28. Standards §§ 4.1.3(11), 
4.22.4,4.16.2, Fig. 28. 

SU17 Provide a toilet paper dispenser that is mounted within reach, with its top at least 112 inches 
under the side grab bar, and centered at least 19 inches above the finished floor. Standards 
§§ 4.1.3(11),4.22.4, 4.16.6, Fig. 29(b). 

SU18 Provide a toilet such that the top of the seat is 17 to 19 inches above the finished floor. 
Standards §§ 4.1.3(11), 4.22.4, 4.16.3, Fig. 29(b). 

SU19 Provide grab bars with the specified structural strength to safely support a person with a 
disability who is using them. Standards §§ 4.1.3(11),4.22.4,4.16.4,4.26.3. 

T1 Provide an accessible table on an accessible route at least 36 inches wide. Ensure that the 
table has clear floor space of 30 inches wide by 48 inches deep, knee clearance of at least 27 
inches high by 30 inches wide by 19 inches deep, and a writing surface between 28 and 34 
inches above the finished floor. Standards §§ 4.1.3(18), 4.2.4.1, 4.32. 

TR1 Provide a coat or towel hook at a maximum height above the finished floor of 48 inches for 
a forward approach or 54 inches for a side approach and that is accompanied by clear floor 
space of 30 by 48 inches that allows a forward or parallel approach by a person using a 
wheelchair. Standards §§ 4.1.3(12)(a), 4.25.2, 4.25.3, 4.2.4, 4.2.5, 4.2.6. 

TR2 Provide this element with mechanical controls, if any, that can be operated with no more 
than 5 pounds of force and that can be used with one hand and without tight grasping, 
pinching, or twisting of the wrist (lever-operated, push-type, and electronically controlled 
mechanisms are examples of acceptable designs). Ensure that the controls are a maximum 
height above the finished floor of 48 inches for a forward approach or 54 inches for a side 
approach and that it is accompanied by clear floor space of 30 by 48 inches that allows a 
forward or parallel approach by a person using a wheelchair. Standards §§ 4.1.3(13), 
4.27.2,4.27.3,4.27.4,4.2.4,4.2.5,4.2.6. 

Attachment M to Settlement Agreement between the United States of America and Upshur County, Texas in 
DJ# 204-75-127 Page 30 of 33 



Code Required Actions 

TR3 Provide this element with mechanical controls, if any, that can be operated with no more 
than 5 pounds of force and that can be used with one hand and without tight grasping, 
pinching, or twisting of the wrist (lever-operated, push-type, and electronically controlled 
mechanisms are examples of acceptable designs). Standards §§ 4.1.3(13), 4.27.4. 

TR4 Provide this element such that the controls comply with Fig. 5 for a forward reach or with 
Fig. 6 for a side reach and such that it is accompanied by clear floor space of 30 inches by 
48 inches that allows a forward or parallel approach, respectively, by a person using a 
wheelchair. Standards §§ 4.1.3(13), 4.27.2, 4.27.3, 4.2.4, 4.2.5, 4.2.6. 

TR5 Provide this element with the controls located no more than 48 inches above the finished 
floor for a forward approach or no more than 54 inches above the finished floor for a side 
approach and that is accompanied by clear floor space of 30 by 48 inches that allows a 
forward or parallel approach by a person using a wheelchair. Standards §§ 4.1.3(13), 
4.27.2,4.27.3,4.2.4,4.2.5,4.2.6. 

Is~ 

TR6 Ensure that no door swings into the required clear floor space at any accessible fixture (e.g., 
toilet, urinal, lavatory, dispensers). Standards §§ 4.1.3(11), 4.22.2. 

TR7 For each one that is required to be accessible, provide an accessible cell such that all of the 
cell's elements, including door width, clear floor space, water closet, urinal (if provided), 
grab bars, lavatory, mirror (if provided), controls, and dispensers, comply with the 
Standards. Where only one cell serves a particular purpose, such as a cell serving a 
particular courtroom, it shall be accessible. Where mUltiple cells are grouped together and 
serve the same purpose, at least one cell shall be accessible. Standards §§ 4.1.3(11), 4.13, 
4.16,4.18,4.19,4.22,4.26,4.27,4.30, Figs. 28, 29. 

IR8 Provide a lavatory with clear floor space at least 30 inches wide and 48 inches deep centered 
on the lavatory. Standards §§ 4.1.3(11),4.22.6,4.19.3, Fig. 32. 

IR9 Provide a lavatory with the top of its rim or counter 34 inches or less above the finished 
floor; the bottom edge of the apron at least 29 inches above the finished floor; knee and toe 
clearances that comply with Fig. 31; hot water and drain pipes covered or otherwise 
configured to protect against contact; clear floor space at least 30 inches wide by 48 inches 
deep centered on the lavatory; and a faucet that can be operated with no more than 5 pounds 
of force and can be used with one hand and without tight grasping, pinching, or twisting of 
the wrist (lever-operated, push-type, and electronically controlled mechanisms are examples 
of acceptable designs). Standards §§ 4.1.3(11), 4.22.6, 4.19.2, 4.19.3, 4.19.4, 4.19.5, 4.27.4, 
Figs. 31, 32. 

TR 1 0 Provide a lavatory with a faucet that can be operated with no more than 5 pounds of force 
and can be used with one hand and without tight grasping, pinching, or twisting of the wrist 
(lever-operated, push-type, and electronically controlled mechanisms are examples of 
acceptable designs). Standards §§ 4.1.3(11),4.22.6,4.19.5,4.27.4. 
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TR11 Provide a lavatory with the top of its rim or counter 34 inches or less above the finished 
floor; the bottom edge of the apron at least 29 inches above the finished floor; and knee and 
toe clearances that comply with Fig. 31. Standards §§ 4.1.3(11), 4.22.6, 4.19.2, Fig. 31. 

TR12 Provide hot water and drain pipes that are insulated or otherwise configured to protect 
against contact. Standards §§ 4.1.3(11), 4.22.6, 4.19.4. 

TR13 Provide a medicine cabinet in this room that has at least one shelf mounted no higher than 
44 inches above the finished floor and that has clear floor space in front of it which is at 
least 30 inches wide by 48 inches deep. Standards §§ 4.1.3(11), 4.23.9, 4.2.4. 

TR14 Provide a mirror with the bottom edge of its reflecting surface no more than 40 inches above 
the finished floor. Standards §§ 4.1.3(11), 4.22.6, 4.19.6. 

TR15 Provide an accessible route to the toilet room meeting the requirements for width, passing 
space, head room, surface textures, slopes, and changes in level. Standards §§ 4.1.3(11), 
4.22.1,4.3.1,4.3.2,4.3.3,4.3.4,4.3.5,4.3.6,4.3.7,4.3.8. 

TR16 Provide accessible directional signage with the International Symbol of Accessibility at 
inaccessible toilet rooms indicating the location of the nearest accessible toilet room, and 
provide accessible signage with the International Symbol of Accessibility at all accessible 
toilet rooms. Standards §§ 4.1.2(7)(d), 4.1.6(3)(e)(iii), 4.30.1, 4.30.2, 4.30.3, 4.30.5, 4.30.7. 

TR17 Provide a toilet or locker room sign with the International Symbol of Accessibility and 
raised and Braille characters mounted on the wall adjacent to the latch side of the door with 
the centerline of the sign 60 inches above the finished floor and situated such that a person 
can approach within 3 inches of the sign without encountering an obstruction or standing 
within a door swing. If there is no wall space on the latch side of the door, place signs on 
the nearest adjacent wall. Standards §§ 4.1.2(7)(d), 4.30.1, 4.30.4, 4.30.5, 4.30.6, 4.30.7. 

TR18 Provide a toilet or locker room sign with raised and Braille characters mounted on the wall 
adjacent to the latch side ofthe door with the centerline of the sign 60 inches above the 
finished floor and situated such that a person can approach within 3 inches of the sign 
without encountering an obstruction or standing within a door swing. Ifthere is no wall 
space on the latch side of the door, place signs on the nearest adjacent wall. Standards 
§§ 4.1.2(7)(d), 4.1.6(1)(b), 4.30.1, 4.30.4, 4.30.5, 4.30.6. 

TR19 Provide an unobstructed turning space at least 60 inches in diameter or aT-shaped space 
complying with Fig. 3(b). Standards §§ 4.1.3(11), 4.22.3, 4.2.3, Fig. 3. 

TR20 Provide a urinal with an elongated rim mounted 17 inches or less above the finished floor, a 
clear floor space of at least 30 inches wide and 48 inches deep centered on the urinal, and a 
flush control height of 44 inches or less above the finished floor. Standards § § 4.1.3(11), 
4.22.5,4.18.2,4.18.3,4.18.4. 

TR21 Provide a visual alarm appliance in the toilet room. Standards §§ 4.1.3(14), 4.28.1, 4.28.3. 
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TR22 Provide an accessible toilet room for each gender such that all of the room's elements, 
including signage, door, door hardware, clear floor space, water closet, urinal (if provided), 
stall size and arrangement (if provided), stall door (if provided), grab bars, lavatory, mirror, 
controls, and dispensers, comply with the Standards. Alternatively, provide one unisex, 
single user toilet room such that all of the room's elements, including signage, door, door 
hardware, clear floor space, water closet, urinal (if provided), grab bars, lavatory, mirror, 
controls, and dispensers, comply with the Standards. Standards §§ 4.13, 4.16, 4.18, 4.19, 
4.26,4.27,4.30, Figs. 28, 29, 30. 

TR23 If a baby changing station is provided, provide a baby changing station, not located within a 
toilet stall, that is on an accessible route with the controls a maximum height above the 
finished floor of 48 inches for a forward approach or 54 inches for a side approach and that 
is accompanied by clear floor space of 30 inches by 48 inches that allows a forward or 
parallel approach by a person using a wheelchair. Ensure that the surface of the changing 
table, when open, is between 28 and 34 inches above the finished floor. Standards §§ 
4.1.3(13),4.27.2,4.27.3,4.2.4,4.2.5,4.2.6,4.32.4. 

TTl Provide an accessible telephone with a clear floor space of at least 30 inches by 48 inches 
that allows either a forward or parallel approach by a person using a wheelchair such that 
bases, enclosures, and fixed seats do not impede approaches to the telephone; with the 
highest operable part of the telephone mounted no more than 48 inches above the floor for a 
front approach or no more than 54 inches above the floor for a side approach; that is hearing 
aid compatible and has a volume control mechanism; with telephone books, if provided, 
located between 15 and 48 inches above the finished floor for a front approach or between 9 
and 54 inches above the finished floor for a side approach; with a cord of at least 29 inches 
long from the telephone to the handset; and with signage that complies with the Standards. 
Standards §§ 4.1.3(17), 4.31, 4.30.7(2). 

TT2 Provide at least one accessible public TTY with appropriate signage. Standards 
§§ 4.1.3(17)(c), 4.30.7(3), 4.31.9. 
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UPSHUR COUNTY A C C 0 U N T S PAYABLE S Y S T E M 13 Oct 2011 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Check # .... HC Date .... Vendor .•.................... Check Amount. Invoice Amts Invoice Descriptions .......•................. 

1028-AB.125 

1029-AB.125 

1030-AB.125 

1031-AB.125 

1032-AB.125 

1033-AB.125 

1034-AB.125 

1035-AB.125 

1036-AB.125 

1037-AB.125 

09/30/11 AFLAC:ATTN REMITTANCE PROCES 

09/30/11 AGLA GPO-400S 

09/30/11 AMERICAN HERITAGE LIFE INSUR 

09/30/11 GROUP & PENSION ADMINISTRATI 

09/30/11 GROUP & PENSION ADMINISTRATO 

09/30/11 MANHATTAN INSURANCE GROUP 

09/30/11 NATIONAL FAMILY CARE 

09/30/11 UPSHUR COUNTY INSURANCE ACCO 

09/30/11 UPSHUR COUNTY IRC/125 

09/30/11 WASHINGTON NATIONAL INS CO 

Total for AB.125 - AUSTIN-125 

$432.15 

$92.22 

$105.23 

$1,480.42 

$483.36 

$18.26 

$294.95 

$6,255.52 

$879.95 

$262.00 

$10,304.06 

$432.15 

$92.22 

$105.23 

$770.15 
$710.27 

$483.36 

$18.26 

$294.95 

$6,255.52 

$879.95 

$262.00 

9/30/11 #S5217 PAYROLL DEDUCTIONS 

9/30/11 #G70810 PAYROLL DEDUCTIONS 

9/30/11 #47939 PAYROLL DEDUCTIONS 

GPA H870469 08/22/11 BENNY CARD 
GPA H870469 09/19/11 BENNY CARD 

GPA H870469 09/28/11 FLEX 

9/30/11 #4269 PAYROLL DEDUCTIONS 

9/30/11 #3152 PAYROLL DEDUCTIONS 

09/30/11 DEPENDENT INSURANCE PREMIUMS FROM 
IRC/125 

GPA H870469 09/26/11 BENNY CARD 

9/30/11 #46512 PAYROLL DEDUCTIONS 

1 

~ 
)L; 



UPSHUR COUNTY A C C 0 U N T SPA Y A B L E S Y S T E M 
Approved Disbursements 

1.3 Oct 201.1. 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.1.25 AB.INS AB.AP 

Disbursements Made from 09/30/1.1. thru 1.0/1.3/1.1. PAGE 2 

Check # •••• HC Date •••• Vendor ••••.•••••••••••.••••. Check Amount. Invoice Amts Invoice Descriptions ••••••••••••••••••••••••• 

1.1.1.55-AB.AP 

1.1.1.56-AB.AP 

1.1.1.57-AB.AP 

1.1.1.58-AB.AP 

1.1.1.59-AB.AP 

1.1.160-AB.AP 

1.1.1.61.-AB.AP 

1.1.1.62-AB.AP 

1.1.1.63-AB.AP 

1.1.1.64-AB.AP 

1.1.1.65-AB.AP 

1.1.1.66-AB.AP 

1.1.1.67-AB.AP 

1.1.1.68-AB.AP 

1.1.1.69-AB .AP 

1.1.1.70-AB.AP 

1.1.1.71.-AB.AP 

1.1.1.72-AB.AP 

1.1.1.73-AB.AP 

1.1.1.74-AB.AP 

1.1.1.75-AB.AP 

1.1.1.76-AB.AP 

1.1.1.77-AB.AP 

1.1.1.78-AB.AP 

1.1.1.79-AB.AP 

1.1.1.80-AB.AP 

09/30/1.1. AUSTIN BANK GILMER 

09/30/1.1. AUSTIN BANK GILMER 

09/30/1.1. UPSHUR CO CSCD BENEFITS ACCO 

09/30/1.1. UPSHUR CO CSCD BENEFITS ACCO 

09/30/1.1. NATIONWIDE RETIREMENT SOLUTI 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR COUNTY IRC/1.25 

09/30/1.1. UPSHUR CO.OPERATING ACCOUNT 

09/30/1.1. POLICE AND FIREMEN'S INS.ASS 

09/30/1.1. UPSHUR COUNTY INSURANCE ACCO 

09/30/1.1. TXCSDU 

09/30/1.1. TEXAS CHILD SUPPORT DISBURSE 

09/30/1.1. OFFICE OF THE ATTORNEY GENER 

09/30/1.1. OFFICE OF THE ATTORNEY GENER 

09/30/1.1. TG 

09/30/1.1. TEXAS COUNTY & DISTRICT RETI 

09/30/1.1. US DEPT. OF EDUCATION 

09/30/1.1. VALIC 

09/30/1.1. AAXION. INC. 

$37,060.57 $37,060.57 FICA;MEDICARE PAYROLL DEDUCTIONS 

$25,525.01. $25,525.01. WITHHOLDING PAYROLL DEDUCTIONS 

$880.47 $880.47 CSCD STATE BENEFITS 

$37.43 $37.43 CSCD STATE LIFE INSURANCE 

$1.39.71. $1.39.71. ENTITY#52039 PAYROLL DEDUCTIONS 

$2,464.95 $2,464.95 1.25 PLAN MEDICAL SPENDING ACCOUNT 

$266.67 $266.67 1.25 CHILD CARE EXPENSES 

$1.47.48 $1.47.48 1.25/NATIONAL FAMILY CARE PAYROLL DEDUCTION 

$46.1.1. $46.1.1 1.25/AIG PAYROLL DEDUCTION 

$216.08 $21.6.08 1.25/AFLAC PAYROLL DEDUCTION 

$53.53 $53.53 1.25/AMERICAN HERITAGE PAYROLL DEDUCTION 

$1.31..00 $1.31..00 1.25/Washington National Ins 

$9.1.3 $9.1.3 1.25/CENTRAL UNITED PAYROLL DEDUCTION 

$6,255.52 $6,255.52 1.25 DEPENDENT INS.PREMIUMS/PAYROLL 

$431..28 $431..28 CELL PHONE DEDUCTION 

$1.26.09 $1.26.09 #000421.2440-2 UP.CO.SHERIFF DEPT 

$1.56.05 $1.56.05 DEPENDENT INS.PREMIUMS/PAYROLL 

$1.00.00 $1.00.00 JUSTIN DAVIDSON CAUSE#608-08 

$250.00 $250.00 DAVID THOMPSON 

$1.87.50 $1.87.50 CAROLYN HAMMOND 

$1.83.62 $1.83.62 TONY INGRAM 

$1.20.1.6 $1.20.1.6 Loring Marshall 

$95,837.99 $95,837.99 UNIT#329 MONTHLY REPORT 

$1.8.62 $1.8.62 S467472803 ANTHONY TAYLOR 

$670.00 $670.00 PAYROLL DEDUCTIONS 

$206.88 $34.63 R&B-COUPLINGS;FITTINGS;CAMLOCK 

~ 



UPSHUR COUNTY A C C 0 U N T S PAYABLE S Y S T E M 13 Oct 2011 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Check # ...• HC Date .... Vendor .................•.... Check Amount. Invoice Amts Invoice Descriptions .....................•.•• 

11181-AB.AP 

11182-AB.AP 

11183-AB.AP 

11184-AB.AP 

11185-AB.AP 

11186-AB.AP 

11187-AB.AP 

11188-AB.AP 

11189-AB.AP 

11190-AB.AP 

11191-AB.AP 

11192-AB.AP 

11193-AB.AP 

11194-AB.AP 

11195-AB.AP 

11196-AB.AP 

11197-AB.AP 

09/30/11 AFLAC:ATTN REMITTANCE PROCES 

09/30/11 AG-POWER INC. 

09/30/11 AGLA GPO-400S 

09/30/11 ALLISON,BASS & ASSOCIATES, L 

09/30/11 AMERICAN FIRST AID 

09/30/11 AMERICAN SCREENING CORP. 

09/30/11 AMERICAN TIRE DISTRIBUTORS 

09/30/11 ANBST CONSULTANTS OF LONGVIE 

09/30/11 AOS LASER SERVICE 

09/30/11 AZALEA ORTHOPEDIC & SPORTS 

09/30/11 BARRY CLARK WALLACE 

09/30/11 BECKY WHEELER, CSR 

09/30/11 BEN E KEITH FOODS 

09/30/11 BILLY J. DAVIDSON 

09/30/11 BOB'S PRINTING 

09/30/11 BOBBY SANDERS 

09/30/11 BRANDON T. WINN 

$191.16 

$253.00 

$374.73 

$6,500.00 

$303.34 

$991. 62 

$404.00 

$148.65 

$2,485.85 

$148.92 

$350.00 

$275.00 

$3,576.66 

$182.00 

$81.37 

$43.34 

$1,203.20 

$79.59 
$92.66 

$191.16 

$253.00 

$374.73 

$6,500.00 

$303.34 

$991. 62 

$202.00 
$202.00 

$148.65 

$555.00 
$60.00 
$89.95 

$1,391.00 
$309.90 

$80.00 

$59.50 
$89.42 

$350.00 

$275.00 

$683.23 
$1,611. 21 
$1,282.22 

$53.50 
$39.00 
$50.50 
$39.00 

$81.37 

$43.34 

$350.00 
$350.00 

R&B-2B ALUM;2D ALUM 
R&B-EQUIPMENT PARTS 

9/30/11 #S5217 PAYROLL DEDUCTIONS 

R&B-#5003705 TECHNICAL MANUAL LOADER 

9/30/11 #G70810 PAYROLL DEDUCTIONS 

NON.DEPT-FILE#229.03(2010 
REDISTRICTING)UPSHUR COUNTY 

R&B-(48)SAFBTY GLASSES; (3) GRAIN 
DRIVERS; FREIGHT 

CCP-(135)QUIKSCREBNS;(2)ALCOSCREBN 

CONST#2-#194411 (2)TIRES 
CO.S-#194411 (2)TIRES 

INDIG-#PAI1614 MICHAEL SMITH MEDICAL 8/25/11 

CO.JAIL-(2)INK CARTRIDGES; (3) TONER 
IT-(1)CLEAN SCANNER 
CO. JAIL-TONER 
CO.TAX-(4)INK CARTRIDES 
IT-(CO.JUDGE)PRINTER REPAIRS 
CO.CLK-PICK UP ROLLERS;PADS FOR TRAY 

CO.JAIL-#306530 RONALD NEWMAN MEDICAL 8/17/11 
CO.JAIL-#320020 RONALD NEWMAN MEDICAL 8/24/11 

D.CT-#14,027 JESSE MELVIN JONES 

D.CT-COURT REPORTING 9/26/11 

CO.JAIL-#352156 ASSORTED FOODS 
CO.JAIL-#352156 ASSORTED FOODS 
CO.JAIL-#352156 ASSORTED FOODS 

CO.S-UNIT#5275 OIL CHANGE;INSPECTION 
CO.S-UNIT#8217 OIL CHANGE 
CO.S-UNIT#3234 OIL CHANGE;INSPECTION STICKER 
CO.BLDG-UNIT#3158 OIL CHANGE 

SUP -MARGARET HAWKINS; BUSINESS CARDS 

CO.S-MBALS&PER DIBM;SEMINAR;10/5-6/11 

D.CT-#364-92-I-T-I-O-DUFFBY 
D.CT-#121-97-I-T-I-O-GOODMAN 
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UPSHUR COUNTY A C C 0 U N T S PAYABLE SYSTEM 13 Oct 2011 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Check # .... HC Date ••.. Vendor ........•..........•.. Check Amount. Invoice Amts Invoice Descriptions ....•..........•....•.... 

11198-AB.AP 

11199-AB.AP 

11200-AB.AP 

11201-AB.AP 

11202-AB.AP 

11203-AB.AP 

11204-AB.AP 

11205-AB.AP 

11206-AB.AP 

11207-AB.AP 

11208-AB.AP 

11209-AB.AP 

11210-AB.AP 

09/30/11 BROOKSHIRE'S 

09/30/11 BRYAN & BRYAN 

09/30/11 BULFINCH CUSTODIAL SERVICE I 

09/30/11 CARD SERVICE CENTER 

09/30/11 CARD SERVICE CENTER 

09/30/11 CARROLL TIRE COMPANY 

09/30/11 CASEY PATE 

09/30/11 CDW GOVERNMENT INC. 

09/30/11 CENTERPOINT ENERGY 

09/30/11 CHEROKEE COUNTY 

09/30/11 CITY OF GILMER 

09/30/11 CLEGG'S OIL & LUBE 

09/30/11 COMPLETE BUSINESS 

$314.25 D.CT-#299-11-I-T-I-O-CURTIS CHILDREN 
$188.95 D.CT-#493-11-I-T-I-O-KOCHIN 

$290.00 $180.00 
$110.00 

$88,670.40 $14,616.00 
$43,848.00 
$26,308.80 
$3,897.60 

$4,225.00 $4,225.00 

$1,681.63 $716.65 
$769.98 
$195.00 

$108.32 $31.32 
$77.00 

$3,022.11 $1,848.69 
$820.54 
$352.88 

$30.98 $30.98 

$3,733.93 $3,700.00 
$33.93 

$964.14 $870.22 
$17.35 
$42.31 
$17.49 
$16.77 

$487.00 $487.00 

$6,183.49 $3,466.60 
$26.13 

$380.02 
$69.85 
$26.13 
$13.26 

$2,132.91 
$26.13 
$42.46 

$16.00 $16.00 

$46.19 $46.19 

CO.JAIL-#1234 BREAD 9/14/11 
CO.JAIL-#1234 BREAD 9/23/11 

R&B-(6,300)GAL ROAD OIL 
R&B-(18,900)GAL ROAD OIL 
R&B-(11,340)GAL ROAD OIL 
R&B-(1680)GAL ROAD OIL 

SEPTEMBER'll JANITORIAL CONTRACT 

DA-#1259 9/16/11 
DA-#1259 9/16/11 
DA-#1259 9/16/11 

SUP-#0608 9/12/11 
SUP-#0541 9/12/11 

R&B-#27666831 (3)TIRES 
R&B-#27666831 (4)TIRES;STRING 
R&B-#27666831 (2)TIRES 

CO.S-REIMB.FOR PAPER 

IT-#9948847 NETGEAR SWITCHES 
911-#11091185 100PK CDR 

J.CNTR-#2680081-3 8/9/11-9/12/11 
J.CNTR-#7213629-4 8/8/11-9/9/11 
CRTHSE-#2740385-6 8/11/11-9/14/11 
CO.LIB-#2779070-8 8/10/11-9/14/11 
BANK.ANNEX-#2706574-7 8/17/11-9/20/11 

CO.CT-#M139182 D.B. 

J.CNTR-#0106750000 8/3/11-9/2/11 
911-#0107605000 8/3/11-9/2/11 
CO.LIB-#0309820000 8/3/11-9/2/11 
CO.TAX-#1215100000 8/3/11-9/2/11 
CO.BLDG-#1217100000 8/3/11-9/2/11 
CO.BLDG-#1222900000 8/3/11-9/2/11 
CRTHSE-#1327400000 8/3/11-9/2/11 
JUV.PROB-#1327660000 8/3/11-9/2/11 
ROCK-#1330410000 8/3/11-9/2/11 

CONST#2-MT&BAL 

JUV.PROB-#LN0461 CONTRACT BASE RATE&OVERAGE 
8/21/11-10/20/11 
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UPSHUR COUNTY A C C 0 U N T S PAYABLE SYSTEM l.3 Oct 20l.l. 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.l.25 AB.INS AB.AP 

Disbursements Made from 09/30/l.l. thru l.0/l.3/l.l. PAGE 

Check # •••• HC Date •••• Vendor •••••.•••••••.•••..••• Check Amount. Invoice Amts Invoice Descriptions •••••••••••••..•••••••••• 

$55.00 
$26.00 

l.l.2l.2-AB.AP 09/30/l.l. CROLEY FUNERAL HOME INC. S795.00 $795.00 

l.l.2l.3-AB.AP 09/30/l.l. DARYL KEITH NIX $l.67.50 $l.00.00 
$67.50 

l.l.2l.4-AB.AP 09/30/l.l. DATAFLEX $l.,378.80 $l.,378.80 

l.l.2l.5-AB.AP 09/30/l.l. DAVID W. BULLER M.D. Sl..OOO.OO $l.,000.00 

l.l.2l.6-AB.AP 09/30/l.l. DEANNA DRENNAN $l.75.00 $l.25.00 
$50.00 

l.l.2l.7-AB.AP 09/30/l.l. DEL ZOTTO $l.,393.l.4 $l., 393 .l.4 

l.l.2l.8-AB.AP 09/30/l.l. DENTRUST DENTAL S950.00 $950.00 

l.l.2l.9-AB.AP 09/30/l.l. DIAGNOSTIC CLINIC OF LONGVIE $l.30.00 $l.30.00 

l.l.220-AB.AP 09/30/l.l. DIANE DEVASTO $35.02 $35.02 

l.l.22l.-AB.AP 09/30/l.l. DIXIE PAPER COMPANY $865.00 $331. 00 
$534.00 

$53.00 

$248.75 
$4l.0.00 

l.l.224-AB.AP 09/30/l.l. EAST TEXAS ANESTHESIOLOGY $336.60 $336.60 

l.l.225-AB.AP 09/30/l.l. EAST TEXAS MEDICAL CENTER $l.l.,222.54 $l.l.,222.54 

l.l.226-AB.AP 09/30/l.l. ECONOMY AUTO SUPPLY INC. $l.,623.42 $2l.9.88 
$350.05 

$7.25 
$374.34 

$l.99.94 
$l.35.l.8 

$l.58.62 

$65.2l. 
$0.96 

$l.l.1. 99 

CO.BLDG-(5)KEYS;LABOR 

D.CT-#l.5,7l.0 PREPARATION DARRYL GENE HOLLIS 

CO.JAIL-#0002585755 
TISSUE;LINERS;TOWELS;SOAP;DUST PANS 

MEDICAL 8/24/l.l. 

R&B-(2)MICRO-V-BELT; (6) ANTIFREEZE; (6)DEX-COOL 
R&B-(l.)CONN;(l.)PLUG;(2)CABLE 
TIES; (2) FITTINGS; (l.)HOSE; (l.)FUEL FILTER 
R&B-(l.)CABLE TIE 
R&B-(4)AIR FILTERS; (l.)ADAPTER;(l.)U BOLT 
KIT; (l.)MIRCRO-V BELT 
R&B-(l.)ALTERNATOR 
R&B-(l.)FILTER; (l.)COUPLER; (3)LUG; (2) FITTINGS; ( 
l.l.)HOSES 
R&B-(l.)BELT; (2) FITTINGS; (l.)HOSE; (l.)TENSIONER 
ASSY 
R&B-(6)PLUG; (l.)MIRROR; (2) FITTINGS; (l.)HOSE 
CO.S-UNIT#5279 (l.)LAMP 
R&B-#36647l. (2)FUEL FILTERS (l.)3/8X25 AIR 
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UPSHUR COUNTY A C C 0 U N T S PAYABLB SYSTBM 13 Oct 2011 
Approved Disbursements 

THE SOFTWARB GROUP, INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGB 

Check i .... HC Date ...• Vendor ...........•.......... Check Amount. Invoice Amts Invoice Descriptions .....•••••..•...••..••... 

11227-AB.AP 

11228-AB.AP 

11229-AB.AP 

11230-AB.AP 

11231-AB.AP 

11232-AB.AP 

11233-AB.AP 

11234-AB.AP 

09/30/11 EDGB OFFICE PRODUCTS 

09/30/11 BRGON ASPHALT & EMULSION 

09/30/11 BRIC FISHER 

09/30/11 BRIC MCGBB 

09/30/11 BTBX TBLEPHONE COOP. INC. 

09/30/11 BTMC FIRST PHYSICIANS 

09/30/11 BTMC FIRST PHYSICIANS CLINIC 

09/30/11 BTMC GILMER 

(1)6G-4MP FTG (3)6G-4FP FTG (l)ADAPTBR 

$55.60 $55.60 cO.CLK-i796 PADS;DIBPLATB 

$15,657.37 $14,452.62 R&B-i824300 (4974)GAL CRS-2P TACK 
OIL;FRBIGHT;PUMP CHARGB 

$7,755.88 R&B-i824300 (2540)GAL CRS-2P TACK 
OIL;FREIGHT;PUMP CHARGB;FED FBB 

$1,370.16 R&B-i824300 (498)GAL CRS-SP ROAD 
TACK;BNVIRONMBNTAL FBB 

$7,921.29cr R&B-i824300 OVER CHARGB 2,850 GAL 

$235.00 $235.00 R&B-REIMBURSBMBNT FOR ENGINEBR LICENSB FEB 

$28.86 $28.86 JUV.PROB-RBIMB.52MI@$.555 9/15/11 

$1,598.52 $1,532.68 CO.S-i0010010959 9/1-30/11 
$65.84 SUP&CCP-i0010011051 9/1-30/11 

$2,132.27 $41.46 INDIG-i000600644712 MICHAEL SMITH MEDICAL 

$569.84 

$10,294.69 

8/30/11 
$35.73 INDIG-i000600646933 ALAN MCNEIL MEDICAL 

8/30/11 
$19.52 INDIG-i000600650616 MICHAEL SMITH MEDICAL 

9/1/11 
$29.52 INDIG-i000600654536 RONNIB KEMP MEDICAL 

9/6/11 
$29.52 INDIG-i000600658416 ALAN MCNEIL MEDICAL 

9/8/11 
$29.52 INDIG-i000600660673 TIMOTHY HART MEDICAL 

9/9/11 
$1,917.48 INDIG-i7667454 MICHAEL SMITH MEDICAL 9/13/11 

$29.52 INDIG-i000600667712 ALAN MCCEIL MEDICAL 
9/15/11 

$169.66 

$133.96 

$113.56 

$152.66 

$2,172.86 

$73.98 
$23.21 
$47.46 

$1,539.01 
$1,712.50 

CO.JAIL-i000102478195 DOUGLAS GILLIAM MEDICAL 
5/17/11 
co.JAIL-i000102670752 GLEN MYERS MEDICAL 
9/7/11 
cO.JAIL-i000102670540 AARON REGINALD ADAMS 
MEDICAL 9/7/11 
co.JAIL-i000102700190 AARON REGINALD MEDICAL 
9/21/11 

cO.JAIL-il1784253 JOHNNIB BBLL MEDICAL 
8/19/11 
INDIG-il1791720 MICHAEL SMITH MEDICAL 9/2/11 
INDIG-il1793460 RONNIB KEMP MEDICAL 9/5/11 
INDIG-il1793841 RONNIB KEMP MEDICAL 9/6/11 
co.JAIL-il1793700 GLENN MYERS MEDICAL 9/6/11 
CO.JAIL-il1794161 GLENN MYERS MEDICAL 9/7/11 
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UPSHUR COUNTY A C C 0 U N T S PAYABLE S Y S T E M 13 Oct 2011 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Check , ..•. HC Date •... Vendor .•......•...•.....•... Check Amount. Invoice Amts Invoice Descriptions ....•••..••••.....•...•.. 

11235-AB.AP 

11236-AB.AP 

11237-AB.AP 

11238-AB.AP 

11239-AB.AP 

11240-AB.AP 

11241-AB.AP 

11242-AB.AP 

11243-AB.AP 

11244-AB.AP 

11245-AB.AP 

11246-AB.AP 

11247-AB.AP 

11248-AB.AP 

09/30/11 EXPRESS LUBE DBA 

09/30/11 PAMILY CONCEPTS, LTD. 

09/30/11 PEDEX 

09/30/11 PEED PER LESS PARM SUPPLY 

09/30/11 PRANK MURPHY,D.O.,P.A. 

09/30/11 GARY DRENNAN 

09/30/11 GILMER ANIMAL CLINIC L.C. 

09/30/11 GILMER CABLE TV CO. INC. 

09/30/11 GILMER DISC TIRE & WHEEL 

09/30/11 GOOD SHEPHERD MED CTR ACU 

09/30/11 GREGG COUNTY SHERIPP 

09/30/11 GRIPPITH LAW PIRM PC 

09/30/11 GRUBBS-LOYD FUNERAL HOME 

09/30/11 GT DISTRIBUTORS INC. 

$162.30 

$3,470.94 

$157.43 

$30.00 

$812.50 

$706.72 

$69.98 

$432.80 

$325.90 

$192.29 

$60.00 

$470.25 

$795.00 

$7,534.46 

$2,616.98 
$674.31 

$1,434.38 

$36.95 
$36.95 
$14.50 
$36.95 
$36.95 

$1,017.87 
$717.60 

$1,017.87 
$717.60 

$157.43 

$30.00 

$812.50 

$706.72 

$69.98 

$421.00 
$11.80 

$10.00 
$10.00 
$10.00 
$15.00 
$10.00 
$55.00 
$48.00 

$107.95 

$59.95 

CO.JAIL-'11797503 PERRY MCCOY MEDICAL 9/12/11 
INDIG-'11798667 ALAN MCNEIL MEDICAL 9/14/11 
CO.JAIL-'11801487 JAMES TORRENCE MEDICAL 
9/19/11 

CO.S-UNIT,9116 OIL CHANGE 
CO.S-UNIT,5276 OIL CHANGE 
CO.S-UNIT,1201 ADDITIVES 
CO.S-UNIT,2842 OIL CHANGE 
CO.S-UNIT,2830 OIL CHANGE 

CO.S-,1024R-1 LITTLE PEOPLE BOOKS 
CO.S-'1111R-1 LITTLE PEOPLE BOOKS 
DA-,1024R-4 LITTLE PEOPLE BOOKS 
DA-,1111R-3 LITTLE PEOPLE BOOKS 

CO.S&CO.JAIL-'171613256 TDC PACKS;PREIGHT 

R&B-GRASS SEED 

D.CT-'15,961 TRAVEL;REPORT PREPERATION;VERNIE 
HANSEN 

CO.BLDG-UNIT,3158 REPAIR&MAINT 

CO.S-'13724 " NINA " VET SUPPLIES 

NON.DEPT-,15446 9/30/11 
NON.DEPT-,19305 9/30/11 

CO.S-UNIT,4350 (1)MT&BAL 
CO.S-UNIT,2842 (1)ROTATE 
CO.S-UNIT,5275 (1)ROTATE 
CO.S-UNIT'8217 (1) ROTATE; (1) PLAT REPAIR 
CO.S-UNIT,2830 (1)ROTATE 
CO.S-UNIT,0078 ROTATE/ALIGNMENT 
CO.S-UNIT,9116 (4)MT&BAL;(4)DISPOSAL PEE 
CO.S-UNIT,5276 (4)MT&BAL;(4)DISPOSAL 
PEE;ALIGNMENT 
CCP-(1)ALIGNMENT 

$192.29 INDIG-,BAI026424671-I MICHAEL HENRY SMITH 
MEDICAL 8/25/11 

$60.00 D.CLK-CAUSE,10-202TX COURT COSTS 

$470.25 D.CT-'332-09;322-09A-I-T-I-O-WOODS CHILDREN 

$795.00 NON.DEPT-CLARENCE BREEDEN CREMATION 

$7,534.46 CO.S-,002418 (9)TASERS&HOLSTERS;(1)DOWNLOAD 
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UPSHUR COUNTY ACCOUNTS PAYABLB SYSTBM 13 Oct 2011 
Approved Disbursements 

THB SOFTWARB GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGB 

Check f .... HC Date .•.• Vendor ....•••............... Check Amount. Invoice Amts Invoice Descriptions .......•............•...• 

11249-AB.AP 09/30/11 H&D HARDWARB & AUTOMOTIVE IN $928.51 

11250-AB.AP 09/30/11 HALL SIGNS OF TBXAS $214.45 

11251-AB.AP 09/30/11 HEWITT FARM SUPPLY $99.97 

11252-AB.AP 09/30/11 HOLMES CONCRETB PIPB $307.59 

11253-AB.AP 09/30/11 HOLT CAT $1,124.90 

$5.73 
$2.94 

$16.55 
$17.99 

$7.56 
$15.18 

$3.90 
$1. 96 

$624.47 
$12.38 

$3.74 
$18.05 

$9.08 
$52.18 
$42.47 

$3.74 
$12.80 

$13.07 
$13.76 

$2.65 
$12.97 

$9.28 

$6.78 
$5.23 

$1.40 
$5.21 

$5.50 
$1. 54 
$0.40 

$214.45 

$26.99 
$31.00 
$41.98 

$236.00 
$71.59 

$562.45 
$562.45 

KIT;PRBIGHT 

CO.BLDG-(1)HBY KBY 
CO.BLDG-(3)KBYS 
CO.BLDG-(1)BLBACH;(1)YBLLOW HOSB 
CO.BLDG-(1)NOZZLE 
CO.BLDG-(4)FILTBRS 
CO.BLDG-(1)PAINT BRUSHBS;(1)OIL STAIN GOLD 
R&B-(1)NUTS 
CO.BLDG-(2)KBYS 
CO.BLDG-(2)TRrMMBR LOOP; (6)OIL; (1)ORANGB LINE 
CO.BLDG-(2)BUSHING; (2) PLUGS; (2)NIPPLES; (1)BLK 
IRON 
CO.BDG-(1)BUSHING;(1)MARVEL CONN 
R&B-(1)SPRAYBR 
CO.BLDG-(1)GLOSS GRBY;(1)SCREWS 
R&B-(1)MAIL BOX POST KIT; (1) MAILBOX 
R&B-(3)PIPB; (1)GLUB; (1)TBB; (6) COUPLING; (1)VAL 
VE 
CO.BLDG-(1)COUPLING;(1)NIPPLE 
CO.BLDG-(1)OIL STAIN; (1) TAPING 
KNIPB;(1)PAINTBRUSH 
CO.BLDG-(2)SAND SPONGB;(1)BLADB 
CO.BLDG-(1)SAND SLR;(1)PAINT BRUSH 
CO.BLDG-(2)AIR FILTBR 
CO.BLDG-f01-80066702-00 (2)PAINTBRUSH 
(1)GLASSBS 
CO.BLDG-f01-80067132-00 (1)MLE HOSB CPLR 
(2)PAINTBRUSH (1)BLUB MASKING TAPB 
CO.BLDG-f01-80067391-00 (2)GAL INSBRT M ADPT 
R&B-f01-80067506-00 (1)3/8 GAL TBB (2)GALV 
NIPPLE 
CO.BLDG-f01-80067503-00 (1)7.5 STRT FLUID 
CO.BLDG-f01-80067516-00 (1)TYGON FUEL LINE 
(1)FUEL FILTBR 
CO.BLDG-f01-800-67471-00 (1)B12 SPRAY 
CO.BLDG-f01-80067496-00 (1)SPARK PLUG 
R&B-(2)GALV NIPPLE 

R&B-f0003641 (5)ROLL UP SIGNS 

R&B-f10045204 (1)MAILBOX POST 
R&B-f10045242 (1)ORANGB BALER TWINE 
R&B-f10045275 (1)MAILBOX POST (1)BLACK RURAL 
MAILBOX 

R&B-(40)PT 15-PIPB 
R&B-(10)PT CULVERTS; (1)15- COUPLING 

R&B-f1228190 BULLET HOLDBRS 
R&B-f1228190 BULLET HOLDBRS 
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UPSHUR COmITY ACCOUNTS PAYABLB SYSTBM 
Approved Disbursements 

13 Oct 2011 

THB SOFTWARB GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGB 9 

Check # .••. HC Date .... Vendor ...•................•. Check Amount. Invoice Amts Invoice Descriptions .....•••...•....•......•. 

11254-AB.AP 09/30/11 IMAGB SALBS, INC. $142.00 

11255-AB.AP 09/30/11 JACKSON OIL COMPANY $27.592.41 
FBBS;DBLIVBRY FBBS 

11256-AB.AP 09/30/11 JAMBS P. FLORENCE,MA,LPC,LSO $780.00 

11263-AB.AP 09/30/11 LAFARGB NORTH AMERICA INC $14,936.61 $16,968.90 R&B-#9581757 FLY ASH(435.1)TONS 
$2,032.29cr R&B-#9581757 CRBDIT FLY ASH 

11264-AB.AP 

11265-AB.AP 

11266-AB.AP 

11267-AB.AP 

11268-AB.AP 

11269-AB.AP 

11270-AB.AP 

11271-AB.AP 

11272-AB.AP 

11273-AB.AP 

09/30/11 LANE WILLIAMS 

09/30/11 LBXIS NEXIS 

09/30/11 LINEBARGBR GOGGIN BLAIR&SAMP 

09/30/11 LONGVIBW WBLLNBSS CBNTBR 

09/30/11 MANHATTAN INSURANCE GROUP 

09/30/11 MARGARET DURRUM 

09/30/11 MATHBSON TRI-GAS INC 

09/30/11 MATTHBW PATTON ATTORNEY 

09/30/11 MED SHOP TOTAL CARE 

09/30/11 MEDICAL IMAGING CONSULTANTS 

$110.00 

$199.00 

$1,383.83 

$24.92 

$54.08 

$112.58 

$634.43 

$450.00 

$275.00 

$15.27 

$110.00 

$199.00 

$1,040.33 
$343.50 

$24.92 

$54.08 

$112.58 

$9.92 
$411.25 

$213.26 

$450.00 

$275.00 

$15.27 

CO.S-UNIT#1203 BATTBRY;LABOR 

DA-#145ZRG ONLINE LEGAL RESBARCH 

JP#2-AUGUST'll DBLINQUENT CT.FBBS&FINES 
JP#4-AUGUST'll DBLINQUENT CT.FBBS&FINES 

INDIG-#031966 FRANKLIN JONES MEDICAL 9/6/11 

9/30/11 #4269 PAYROLL DEDUCTIONS 

JUV.PROB-RBIMB.202.86MI@$.555 9/9-13/11 

R&B-#B2569 HIGH PRBSSURB 
R&B-#B2569 
ACBTYLBNB;CABLB;SPLICBR;WIRB;CLAMP;HAZMAT 
R&B-#B2569 
HOLDBR;CLAMP;DBLIVBRY;HAZMAT;TRANSPORT&PRODUC 
TION 

D.CT-#521-02-I-T-I-O-JOHNSON CHILDREN 

CO.JAIL-#10037 OXYGEN CONCBNTRATOR;BOBBY 
LEWIS 

INDIG-#S53909016 DEUEL MICHAEL ANTHONY 
MEDICAL 7/29/11 

-J o 



UPSHUR COUNTY A C C 0 U N T S PAYABLE SYSTEM 13 Oct 2011 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Check i .... HC Date •••. Vendor ...................... Check Amount. Invoice Amts Invoice Descriptions .........•.......•....... 

11274-AB.AP 

11275-AB.AP 

11276-AB.AP 

11277-AB.AP 

11278-AB.AP 

11279-AB.AP 

11280-AB.AP 

11281-AB.AP 

11282-AB.AP 

11283-AB.AP 

11284-AB.AP 

11285-AB.AP 

11286-AB.AP 

11287-AB.AP 

11288-AB.AP 

11289-AB.AP 

11290-AB.AP 

09/30/11 MEDICAL WHOLESALE INC. 

09/30/11 MEL BROWN & ASSOCIATES 

09/30/11 MICHAEL MARTIN ATTY 

09/30/11 MIKE CRAIG FORD MERCURY 

09/30/11 MIKE REARDON 

09/30/11 MINEOLA PACKING CO 

09/30/11 NATIONAL FAMILY CARE 

09/30/11 OFFICE CENTER INC 

09/30/11 OFFICE DEPOT CREDIT PLAN 

09/30/11 OLMSTED-KIRK PAPER COMPANY 

09/30/11 OVERHEAD DOOR COMPANY 

09/30/11 PATRICIA HARRISON 

09/30/11 PAULA GENTRY 

09/30/11 PEGUES - HURST MOTOR CO. 

09/30/11 PITNEY BOWES GLOBAL FINANCIA 

09/30/11 PITNEY BOWES GLOBAL FINANCIA 

09/30/11 POWERPLAN OIB 

$363.07 

$180.00 

$1,695.25 

$6.64 

$3,571.59 

$1,316.84 

$98.25 

$1,849.90 

$198.27 

$1,047.95 

$3,065.00 

$1,375.00 

$68.93 

$102.69 

$171.35 

$532.00 

$363.07 

$180.00 

$350.00 
$655.75 
$315.50 
$374.00 

$6.64 

$3,571. 59 

$300. n 
$486.10 
$530.02 

$98.25 

$280.88 

$1,085.88 

$335.06 
$54.90 
$93.18 

$198.27 

$1,047.95 

$3,065.00 

$275.00 
$275.00 
$275.00 
$275.00 
$275.00 

$68.93 

$102.69 

$171.35 

$532 .00 

CO.JAIL-i0003047 MEDICATION SUPPLIES 

JUV.PROB-MARGARET 
DURRUM; TRAINING, TYLER; 11/2-4/11 

D.CT-i216-04-I-T-I-O-GRANT CHILD 
D.CT-i34-11-I-T-I-O-MERCER CHILD 
D.CT-i276-10-I-T-I-O-OTTO CHILD 
D.CT-i299-11-I-T-I-O-CURTIS CHILDREN 

R&B-RETAINER 

CO.BLDG- (JAIL) 100 GAL WATER HEATER 

CO.JAIL-MEAT PRODUCTS 
CO.JAIL-MEAT PRODUCTS 
CO.JAIL-MEAT PRODUCTS 

9/30/11 i3152 PAYROLL DEDUCTIONS 

CO.AUD-i2534 
(14)CLIPS; (6) FOLDERS; (1) ENVELOPES; (1) FILE 

D.CLK-i2654 (2) TAPE; (10)POST ITS; (10) PEN 
REFILLS; (1) TONER, (10) LABELS 
D.CLK-i2654 (16) STAMPS; (1) NAME PLATE 
D.CLK-i2654 (10)TAPE 
D.CT-i2629 (2)TONER 

SUP-i6011564610110974 9/7/11 

CO.BLDG-i32479 JANITORIAL SUPPLIES 

R&B-i6808344 ROLL UP DOOR 

D.CT-COURT REPORTING 9/15/11 
D.CT-COURT REPORTING 9/16/11 
D.CT-COURT REPORTING 9/20/11 
D.CT-COURT REPORTING 9/26/11 
D.CT-COURT REPORTING 9/27/11 

CO.TAX-REIMB.124.2MI@$.555 9/1-15/11 

R&B-i5305 TUBE ASSEMBLY 

SUP-i8649858 LEASING CHARGES 

NON.DEPT-i1081679 LEASING CHARGES 

$15,677.88 $16,231.94 R&B-i0010000654 REPAIR BACKHOE 
$554.06cr R&B-i0010000654 DIAGNOSTIC LABOR CREDIT 
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UPSHUR COUNTY A C C 0 U N T S PAYABLE S Y S T E M 13 Oct 2011 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Account(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Check # ..•. HC Date .•.. Vendor ..•...............••.. Check Amount. Invoice Amts Invoice Descriptions •...•.•...•....•......... 

11291-AB.AP 

11292-AB.AP 

11293-AB.AP 

11294-AB.AP 

11295-AB.AP 

11296-AB.AP 

11297-AB.AP 

11298-AB.AP 

11299-AB.AP 

11300-AB.AP 

11301-AB.AP 

11302-AB.AP 

09/30/11 QUILL CORPORATION 

09/30/11 RENTAL SERVICE CORP. 

09/30/11 SANITATION SOLUTIONS, INC 

09/30/11 SARAH S. WHITE 

09/30/11 SETH WOOLDRIDGE 

09/30/11 SHOP{4}TECH.COM 

09/30/11 SKINNER TRANSPORTATION INC 

09/30/11 SOUTHWESTERN ELECTRIC POWER 

09/30/11 STEGALL & STEGALL ASPHALT 

09/30/11 STEWART ENGINEERING SUPPLY I 

09/30/11 TELETOUCH CORPORATION 

09/30/11 TERRY LEAVELLE 

$1,537.58 

$3,108.00 

$1,350.00 

$520.50 

$235.00 

$51.00 

$1,097.24 

$4,302.60 

$7,925.00 

$154.72 

$258.00 

$72.96 

$22.92 
$17.98 

$234.06 

$52.16 
$44.10 

$392.74 
$89.99 

$2.79 
$87.69 

$175.86 
$87.79 
$96.48 

$233.02 

$3,108.00 

$1,350.00 

$260.00 
$130.50 
$130.00 

$235.00 

$51. 00 

$777.24 
$320.00 

$466.24 
$2,749.05 

$42.91 
$39.82 

$141.38 
$863.20 

$7,925.00 

$154.72 

$43.00 
$43.00 
$43.00 
$43.00 
$43.00 
$43.00 

$72.96 

CO.S-#C4091316 WALL MOUNT 
CO.S-#C4091316 MARKERS 
CO.JAIL-#C4091316 NOTES;PENS;RECEIPT 
BOOKS;PAPER;CORRECTION TAPE 
CO.JAIL-#C4091316 NOTARY BOOK 
SUP-#C49034 STEEL BOOKENDS 
IT-#C857133 FOLDERS;CLIPS;PADS;CHAIR;SPEAKERS 
IT-#C857133 DISPOSABLE DUSTER ECONOMY PACK 
IT-#C857133 POST IT FILLING TABS 
CO.TREAS-#C857133 ENVELOPES; PAPER; CALENDERS 
CO.TREAS-#C857133 ENVELOPES;PAPER 
CO.CLK-#C5541959 CHAIR 
CO.CLK-#C5541959 STAMP;SEAL;PAPER 
CO.JAIL-#6771830 OFFICE SUPPLIES 

R&B-#3104944 VIBE ROLLER RENTAL 
8/23/11-9/20/11 

CO.BLDG-#112826 COMPACTOR LEASE RENTAL 
8/1-31/11;HAUL OFFS 

D.CT-#493-11-I-T-I-O-KOCHAN CHILD 
D.CT-#179-11-I-T-I-O-BAILEY CHILD 
D.CT-#161-11-I-T-I-O-CLEARY CHILD 

JP#1-DOCKET#CR11-0971 BALANCE OF BOND 

CO.S-#0655910 DVDS;MINI CD SLEEVES 

R&B-CRS-2P TRANSPORT;MT PLEASANT TO GILMER 
R&B-CRS-2P TRANSPORT;MT PLEASANT TO GILMER 

CO.BLDG-#96018885218 8/19/11-9/21/11 
CO.BLDG-#96989100001 8/24/11-9/21/11 
JUV.PROB-#96369100001 8/24/11-9/21/11 
CO.BLDG-#96841985219 8/19/11-9/21/11 
JP#3-#96404792002 8/23/11-9/22/11 
CO.LIB-#96918788306 8/24/11-9/22/11 

R&B-INSTALL CULVERTS 

911-#AR3604 PLOTTER PAPER FOR MAPPING 

R&B-#41595 RADIO REPAIR 
R&B-#41595 RADIO REPAIR 
R&B-#41595 RADIO REPAIR 
R&B-#41595 RADIO REPAIR 
R&B-#41595 RADIO REPAIR 
R&B-#41595 RADIO REPAIR 

R&B-REIMB.FOR PARTS(TROLLEY;HOSE;TAPE) 
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UPSHUR COUNTY A C C 0 U N T S PAYABLE SYSTEM 13 Oct 2011 
Approved Disbursements 

THE SOFTWARE GROUP,INC. 
Checking Aceount(s): AB.125 AB.INS AB.AP 

Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Check # •..• HC Date ..•. Vendor •..........•.....•..•. Check Amount. Invoice Amts Invoice Descriptions ..............•..•....... 

11303-AB.AP 

11304-AB.AP 

11305-AB.AP 

11306-AB.AP 

11307-AB.AP 

11308-AB.AP 

11309-AB.AP 

11310-AB.AP 

11311-AB.AP 

11312-AB.AP 

11313-AB.AP 

11314-AB.AP 

11315-AB.AP 

11316-AB.AP 

11317-AB.AP 

09/30/11 TEXAS ASSOCIATION OF COUNTIE 

09/30/11 TEXAS ASSOCIATION OF COUNTIE 

09/30/11 TEXAS DEPARTMENT OF LICENSIN 

09/30/11 TEXAS PARKS & WILDLIFE 

09/30/11 TEXAS STATE LIBRARY 

09/30/11 TEXAS STATE UNIVERSITY/SAN M 

09/30/11 TEXAS TRANSCO,INC 

09/30/11 THE GILMER MIRROR 

09/30/11 THOMAS G. ALLEN PH.D. 

09/30/11 TIM CONE 

09/30/11 TONERLAND CORP/TLC CORP 

09/30/11 TOWER SPECIALIST 

09/30/11 TYLER RADIOLOGY 

09/30/11 U.S. FOOD SERVICE 

09/30/11 UPS 

$55.00 

$4,317.99 

$40.00 

$170.00 

$156.00 

$100.00 

$1,125.00 

$150.68 

$1,000.00 

$4,990.00 

$396.45 

$4,754.50 

$112.63 

$5,180.53 

$12.99 

$55.00 

$4,317.99 

$20.00 
$20.00 

$170.00 

$156.00 

$100.00 

$1,125.00 

$31.40 
$42.78 
$76.50 

$1,000.00 

$700.00 
$2,275.00 
$2,015.00 

$375.45 
$21. 00 

$2,425.25 
$2,329.25 

$11.22 

$69.70 

$11.22 

$9.27 

$11.22 

$1,825.32 
$1,619.44 
$1,735.77 

$12.99 

NON.DEPT-ADD VIN#9575/2006 INTERNATIONAL DUMP 
TRUCK 

#2300 UNEMPLOYMENT QTR. ENDING 09/30/11 

NON.DEPT-#051059 ELEVATOR INSPECTION 
NON.DEPT-#051025 LIFT INSPECTION 

JP#3-#CR11-074J3 SAUL VALENCIA 

CO.LIB-#100156 TEXSHARE PARTICIPATION FEE 

JP#3-RHONDA 
WELCH; SBMINAR;ROCKWALL; 11/14-17/11 

R&B-WATER TRUCK/DAFFODIL RD 8/25/11 

CO.CT-#11474 (J.BOWLING)BUSINESS CARDS 
CO.COMM&CO.CT-#11474 CLASSIFIED DISPLAYS 
NON.DEPT-#245075 NOTICE OF ESTRAY 

D.CT-TRAVEL;FORENSICE INTERVIEW;REPORT 

D.CT-#15798 JESSIE RAY CASTANEDA 
D.CT-#15,013 TED PATRICK CAMMACK 
D.CT-#15,777 CHRISTOPHER ALAN RAY 

NON.DEPT-#20I810 OVERAGE CHARGES 8/1-31/11 
NON.DEPT-#20I810 CONTRACT BASE RATE 
9/16/11-10/15/11 

CO.BLDG-(JAIL)RADIO TOWER REPAIRS 
CO.BLDG-(JAIL)RADIO TOWER REPAIRS 

CO.JAIL-#1759865-TRAT LARRY MASSIE MEDICAL 
4/5/11 
CO.JAIL-#1759865-TRAT LARRY MASSIE MEDICAL 
4/6/11 
CO.JAIL-#1810430-TRAT RONALD NEWMAN MEDICAL 
8/14/11 
INDIG-#453632-TRAT MICHAEL SMITH MEDICAL 
9/1/11 
CO.JAIL-#1857072-TRAT GLENN MYERS MEDICAL 
9/6/11 

CO.JAIL-#93586865 ASSORTED FOODS 
CO.JAIL-#93586865 ASSORTED FOODS 
CO.JAIL-#93586865 ASSORTED FOODS 

CO.S-#23X82F INTERNET SHIPPING 
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UPSHUR COUNTY 

THE SOFTWARE GROUP, INC. 

Check , •••• HC Date •••• 

11318-AB.AP 09/30/11 

11319-AB.AP 09/30/11 

11320-AB.AP 09/30/11 

11321-AB.AP 09/30/11 

11322-AB.AP 09/30/11 

11323-AB.AP 09/30/11 

11324-AB.AP 09/30/11 

11325-AB.AP 09/30/11 

11326-AB.AP 09/30/11 

11327-AB.AP 09/30/11 

11328-AB.AP 09/30/11 

11329-AB.AP 09/30/11 

11330-AB.AP 09/30/11 

11331-AB.AP 09/30/11 

11332-AB.AP 09/30/11 

11333-AB.AP 09/30/11 

11334-AB.AP 09/30/11 

11335-AB.AP 09/30/11 

11358-AB.AP HC 10/03/11 

A C C 0 U N T S PAYABLE SYSTEM 13 Oct 2011 
Approved Disbursements 

Checking Account(s): AB.125 AB.INS AB.AP 
Disbursements Made from 09/30/11 thru 10/13/11 PAGE 

Vendor •••••••••••..•••.••••• Check Amount. Invoice Amts Invoice Descriptions ••••••••••••••••••••••••• 

UPSHUR EMER MED ASSOC. $911.88 $125.80 CO.JAIL-,03Xl1622905 RONALD NEWMAN MEDICAL 
8/19/11 

$402.22 CO.JAIL-,03Xl1608791 JOHNNIE BELL MEDICAL 
8/19/11 

$383.86 CO.JAIL-,03Xl1622985 REGINALD ADAMS MEDICAL 
8/24/11 

USI EDUCATION&GOVERNMENT SAL $76.39 $6.24 911-'0004988382 PLASTIC BINDING COMBS 
$18.73 911-'0004988382 PLASTIC BINDING COMBS 
$51.42 911-'0004988382 CLEAR COVERS 

VERDICTSEARCH $279.00 $279.00 D.CT-SUBSCRIPTION RENEWAL 

VERIZON SOUTHWEST $49.94 $49.94 JP'3-'105230288252275408 9/7/11 

VERONICA SALMERON $30.00 $30.00 CO.CLX-(ELECTION)SPANISH TRANSLATION 

VICKI K. HAYNES $130.00 $130.00 D.CT-#161-11-I-T-I-O-CLEARY CHILD 

W.W. GRAINGER INC $879.65 $615.95 CCP-#878375518 (2) SIGN STANDS 
$684.06 CO.BLDG-'805131711 (5)CASES LIGHTBULBS 
$420.36cr CO.BLDG-,805131711 CREDIT LAMPS 

WAL-MART COMMUNITY $30.86 $30.86 DA-#6032202000964677 9/16/11 

WAL-MART COMMUNITY $24.88 $24.88 CO.LIB-,6032202001118810 9/16/11 

WAL-MART COMMUNITY $171.86 $59.88 R&B-#6032202020130036 9/9/11 
$106.46 R&B-,6032202020130036 9/9/11 

$5.52 R&B-,6032202020130036 9/9/11 

WAL-MART COMMUNITY $162.48 $162.48 CO.S-,6032202010092659 9/22/11 

WALMART COMMUNITY $31. 05 $31.05 911-#6032202020111531 9/16/11 

WALMART COMMUNITY $115.58 $115.58 CO.BLDG-,6032202010092405 9/22/11 

WALMART COMMUNITY BRC $42.57 $42.57 D.CT-,6032202000836412 9/16/11 

WALMART COMMUNITY BRC $127.54 $127.54 SUP&CCP-,6032202000871575 9/16/11 

WASHINGTON NATIONAL INS CO $460.06 $460.06 9/30/11 '46512 PAYROLL DEDUCTIONS 

WEST PAYMENT CENTER $3,636.36 $166.00 LAW.LIB-,1000809966 8/1-31/11 
$1,243.86 LAW.LIB-,1003266567 8/1-31/11 

$198.00 LAW.LIB-'10001090199 8/5/11-9/4/11 
$2,028.50 LAW.LIB-,1000809966 8/5/11-9/4/11 

XRAY EXPRESS OF TYLER $600.00 $600.00 CO.JAIL-'0037629 XRAYS AUG'll 

UPSHUR COUNTY JURy SYSTEM $2,060.00 $2,060.00 (206)JURORS@$10.00ea 10/03/11/DC LIST 
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UPSHUR COUNTY 

THE SOFTWARE GROUP,INC. 

ACCOUNTS PAYABLE SYSTEM 
Approved Disbursements 

Checking Account(s): AB.125 AB.INS AB.AP 
Disbursements Made from 09/30/11 thru 10/13/11 

13 Oct 2011 

PAGE 14 

Check B ..•. HC Date •..• Vendor .•.••..••........•.... Check Amount. Invoice Amts Invoice Descriptions •.......•.............•.. 

11359-AB.AP 10/06/11 UPSHUR COUNTY JURy SYSTEM 

Total for AB.AP - AUSTIN-APCA 

$3,280.00 

$506,506.24 

$2,030.00 
$1,250.00 

D.CLK-(203)JURORS@$10.00ea 10/10/11/DC LIST 
D.CLK-(125)JURORS@$10.00ea(FOWLER)WOOD CO 

- \ ---., 
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UPSHUR COUNTY 

THE SOFTWARE GROUP,INC. 

ACCOUNTS PAYABLE SYSTEM 
Approved Disbursements 

Checking Account(s): AB.125 AB.INS AB.AP 
Disbursements Made from 09/30/11 thru 10/13/11 

13 Oct 2011 

PAGE 15 

Check t .... HC Date .•.. Vendor ...................... Check Amount. Invoice Amts Invoice Descriptions ....•.•...............•.. 

10U-AB.INS 

1015-AB.INS 

1017-AB.INS 

1018-AB.INS 

09/30/11 GROUP & PENSION ADMrNrSTRATO 

09/30/11 GROUP & PENSION ADMrNrSTRATO 

09/30/11 PTRX, INC 

09/30/11 GROUP & PENSION ADMrNrSTRATO 

Total for AB.INS - AUSTIN-INS 

Grand Tota 

197 records listed. 

$98,490.79 $77,630.40 
$20,860.39 

$42,809.28 $42,809.28 

GPA H870469 09/21/11 CLAIMS 
GPA H870469 09/28/11 CLAIMS 

OCT'11 GPA H870469 PREMIUMS 

$3,053.85 $13,053.85 PTRX 09/14/11-09/28/11 CLAIMS 
$10,000.00cr PTRX CREDIT PREPAID EXPENSE CKt160274 

$24,679.54 $24,679.54 GPA H870469 09/14/11 CLAIMS 

$169,033.46 

$685,843.76 

----' 
\ 
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Upshur 

THE SOFTWARE GROUP, INC. 

J U R Y S E L E C T ION S Y S T E M 
CHECK REGISTER 

CHECKS RUN 09/30/11 
COURT CODE: 115 

09/12/11/DC 

Check Number ••.. Title Juror Name ............ . Address .................. Juror ID 

11336-AB.AP Ms. 

11337-AB.AP Mr. 

11338-AB.AP Ms. 

11339-AB.AP Ms. 

11340-AB.AP Mr. 

11341-AB.AP Mr. 

11342-AB.AP Mr. 

11343-AB.AP Mr. 

11344-AB.AP Mr. 

11345-AB.AP 

11346-AB.AP Ms. 

11347-AB.AP 

11348-AB.AP 

11349-AB.AP 

11350-AB.AP Ms. 

11351-AB.AP Ms. 

11352-AB.AP Mr. 

11353-AB.AP Mr. 

11354-AB.AP Ms. 

11355-AB.AP Ms. 

11356-AB.AP Ms. 

11357-AB.AP Ms. 

RUTH TYSON WHITESIDE 

SAMUEL JACK CHENOWETH 

DINA HAYNES SOBEY 

PAULA LAVERNE ORMES 

ANTHONY MARK SPIERS 

BRUCE DWAYNE JEFFERY 

WILLIAM T MINOR 

NATHAN J TODD 

EDDIE CARROLL SHAW 

LARRY W. CLEMENS 

ANN WILHITE CLAY 

UPSHUR COUNTY TX.CRIME 
VICTIMS 

UPSHUR COUNTY JUVENILE 
FUND 

MADD 

WENDY MARIE DANIELS 

PATRICIA ANN GAGE 

MICHAEL DWAYNE JOHNSON 

EDDIE DON HILL 

MARYANN JARRELL JOHNS 

EMILY JOSEPHINE ROBERTS 

ROBIN GAYLE OLIVER 

DUSTY RENEE BELLOTTE 

845 PINE 198911 

1838 SCARLET OAKS 172296 

2201 SILKTREE RD 193147 

1817 N SEGOLILY RD 141919 

1686 N POINT PLEASANT 169402 

7326 PM 1649 173265 

P.O .. BOX 148 9964 

7108 CLEMATIS RD 223426 

2636 SHAW RD 1712 

1875 US HWY 271 S 228845 

2715 COMMERCE 209904 

COMP FUND CRIME 

P.O. BOX 730 COUNTY 

215 WINCHESTER DR, SUITE MADD 
100 

161 CILANTRO DRIVE 237049 

6042 DOE TRAIL 201089 

8623 PM 2263 223280 

6825 MAGNOLIA 1198 

1443 E MOUNTAIN SOUTH 165884 

8506 PERSIMMON RD 154037 

677 LAZY DAISY 151337 

360 PRIVATE ROAD 2034 230771 

Check Date 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

09/30/2011 

Check Amt. Jury .. 
Type .. 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

40.00 Grand 

140.00 Petit 

60.00 Petit 

200.00 Petit 

40.00 Petit 

40.00 Petit 

40.00 Petit 

40.00 Petit 

40.00 Petit 

40.00 Petit 

40.00 Petit 

40.00 Petit 

09/30/2011 

PAGE 1 

Court 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 

115 ---.J 
~ 



Upshur 

THE SOFTWARE GROUP, INC. 

J U R Y S E L E C T ION S Y S T E M 
CHECK REGISTER 

CHECKS RUN 09/30/11 
COURT CODE: 115 

09/12/11/DC 

Check Number .... Title Juror Name ..•.•..•..... Address. . . . . . . . • . . . . . . . .. Juror ID 

Check Amounts 

22 records listed. 

Check Date Check Amt. Jury .. 
Type .. 

1160.00 

09/30/2011 

PAGE 2 

Court 

\ -cA 



Upshur County Commissioners' Court 
Attendance Sign-In Sheet 

Date: IOJI4/t I r I 


	3382

